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REDUCING POWER CONSUMPTION OF A
WEARABLE DEVICE UTILIZING EYE
TRACKING

BACKGROUND

Through numerous interactions with computer systems in
their day-to-day lives, users are exposed to a wide array of
content, such communications (e.g., video, instant messag-
ing, or interacting with a virtual agent) and various forms of
digital media (e.g., internet sites, television shows, movies,
augmented reality, and/or interactive computer games).
Throughout these many interactions, affective computing
systems can measure a user’s affective response to the content
and analyze the information. This analysis may provide
insight that can be used to improve the current and/or future
content presented to the user. For example, a computer game
may be able to recognize if the difficulty level of the game is
appropriate for the user, and adapt the game accordingly. In
another example, a television may learn what programs a user
is likely to enjoy from monitoring the user’s reaction to pre-
viously shown programs. The television may then be able to
select and deliver more appropriate content to the user, with
essentially no need for the user to actively choose or inter-
vene.

Advances in human-computer interaction have led to the
development of multiple devices that may be utilized to mea-
sure a person’s affective response. For example, systems like
Microsoft Kinect (tm) that involve inexpensive cameras and
advanced analysis methods are able to track a user’s move-
ment, allowing the user to interact with computers using
gestures. Similarly, eye tracking is another technology that is
finding its way into more and more computing. Tracking a
user’s gaze with one or more cameras enables computer sys-
tems to detect what content or objects the user is paying
attention to. Other technologies found in an increasing num-
ber of consumer applications include various sensors that can
measure physiological signals such as heart rate, blood-vol-
ume pulse, galvanic skin response (GSR), skin temperature,
respiration, or brainwave activity such as electroencephalog-
raphy (EEG).

Often, the devices used to measure users are mobile and/or
wireless (e.g., bracelets with GSR sensors, cameras, headsets
with EEG sensors or implants); thus, they tend to required
batteries for power. However, taking the multitude of mea-
surements of a user’s affective response, which affective
computing application often demands, may consume a lot of
power that may drain the sensors’ batteries. Unfortunately,
the need to supply sufficient power for operating sensors
and/or analyzing the data they produce is currently met by
unsatisfactory means. For example, the size of the battery
powering a sensor may be increased, but this is undesirable
since it makes the mobile devices more cumbersome and less
comfortable for the user. Another inconvenient possibility is
to recharge power sources more often to meet the power
demands. Yet another possibility is to measure users less or
decrease the quality of the measurements, thus reducing the
sensors’ power demands. However, this too is problematic,
since it means that the computer systems may reduce the
quality of service provided.

Thus, there is a need to reduce the power consumption of
devices used to measure affective response, and to do so
without severely inconveniencing users or dramatically
reducing the quality of data provided by the devices.

BRIEF SUMMARY

Some aspects of this disclosure involve systems and/or
methods that enable a reduction of the power consumption

20

40

45

50

55

60

65

2

involved in measuring a user’s affective response to content.
The reduction in power consumption is achieved by utilizing
eye tracking to determine when a user is paying attention to
content, and accordingly setting a mode of operation of a
device that measures the user. Thus, by using different modes
of operation, which are characterized by different energy
consumption rates, the total power consumption of the device
may be reduced, without loss of relevant measurements.

Some embodiments involve an eye tracking module and a
device used measure affective response. For example, the eye
tracking module may include an image capturing device (e.g.,
avideo camera) that detects a direction of a user’s gaze and/or
determines objects the user is looking at. The device may be
aphysiological sensor, such as a headset withembedded EEG
electrodes. Given a request to measure the user’s affective
response to a segment of content, the system may utilize eye
tracking data of the user in order to determine a mode of
operation for the device. For example, a television system
with affective computing capabilities may issue a request to
measure a user’s affective response to a certain segment of
video with the EEG headset. However, if the eye tracking data
determines that the user is not looking at the screen at the
time, the system may elect not to measure the user with the
EEG headset; the EEG measurements that would have been
produced would not have likely reflected the user’s affective
response to the segment of video.

Some embodiments include a controller that includes a
processor. The processor may utilize analysis of eye tracking
data in order to determine if a gaze-based attention level
reaches a predetermined threshold. For example, the proces-
sor may determine whether the user is looking in the right
direction, gazing at the content for a sufficiently long time,
and/or whether a pattern of the user’s eye movement indicates
sufficient attentiveness. Optionally, based on whether or not
the predetermined threshold is reached, the processor may
select an appropriate mode of operation for a device used to
measure the user.

BRIEF DESCRIPTION OF THE DRAWINGS

The embodiments are herein described, by way of example
only, with reference to the accompanying drawings. In the
drawings:

FIG. 1 illustrates a system that includes a controller con-
figured to utilize eye tracking data to reduce power consump-
tion of a device operative to measure affective response;

FIG. 2 illustrates one embodiment of a method to utilize
eye tracking data to reduce power consumption of a device
used to measure affective response;

FIG. 3 illustrates media content having four segments and
three tags;

FIG. 4 illustrates one embodiment that includes a module
for training a model for a measurement Emotional Response
Predictor (measurement ERP);

FIG. 5 illustrates an interactive computer game that gener-
ates segments and tags;

FIG. 6 illustrates a system that includes a controller that
utilizes measurements of a sensor to reduce power consump-
tion of a device operative to measure affective response;

FIG. 7 illustrates one embodiment of a method for utilizing
a sensor to reduce power consumption of a device used to
measure affective response;

FIG. 8 illustrates one embodiment of a system configured
to reduce power consumption by overriding an instruction to
measure conveyed by a tag;
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FIG. 9 illustrates one embodiment of a method for reducing
power consumption by overriding an instruction to measure
conveyed by a tag;

FIG. 10 illustrates one embodiment of a system configured
to reduce power consumption by utilizing eye tracking to
override instructions conveyed by tags;

FIG. 11 illustrates one embodiment of a method for reduc-
ing power consumption by utilizing eye tracking to override
instructions conveyed by tags;

FIG. 12 illustrates one embodiment of a system configured
to reduce power consumption according to analysis of con-
tent;

FIG. 13 illustrates one embodiment of an apparatus con-
figured to reduce power consumed measuring affective
response;

FIG. 14 illustrates one embodiment of a method for reduc-
ing power consumed measuring affective response;

FIG. 15 illustrates one embodiment of a computer game
that outputs segments of content and information about the
expected emotional response to the segments;

FIG. 16 illustrates one embodiment of a system configured
to reduce computational load involved in processing mea-
surements of affective response of a user to content;

FIG. 17 illustrates one embodiment of a method for reduc-
ing computational load of processing measurements of affec-
tive response of a user to content;

FIG. 18 illustrates one embodiment of a system configured
to use semantic analysis to measure affective response at
varying measuring rates;

FIG. 19 illustrates one embodiment of a system configured
to enable a device to measure affective response at varying
measuring rates based on semantic analysis of content;

FIG. 20 illustrates one embodiment of a method for utiliz-
ing semantic analysis to set a measuring rate of a device that
measures affective response;

FIG. 21 illustrates one embodiment of a computer game
that outputs segments of content and context information
about the segments;

FIG. 22 illustrates one embodiment of a system configured
to utilize semantic analysis to set a processing level for pro-
cessing affective response measurements;

FIG. 23 illustrates one embodiment of a measurement ERP
trainer for training an emotional response model;

FIG. 24 illustrates one embodiment of a measurement
Emotional Response Predictor (measurement ERP);

FIG. 25 illustrates one embodiment of a method that uti-
lizes semantic analysis to set a processing level of a processor
processing affective response measurements; and

FIG. 26 illustrates one embodiment of system configured
to utilize semantic analysis to set processing level for affec-
tive response measurements.

DETAILED DESCRIPTION

Affective response measurements of a user refer to mea-
surements of physiological signals of the user and/or behav-
ioral measurements of the user, which may be raw measure-
ment values and/or processed measurement values (e.g.,
resulting from filtration, calibration, and/or feature extrac-
tion). Measuring affective response may be done utilizing
various existing, and/or yet to be invented, devices such as
sensors, which can be attached to a user’s body, clothing
(such as gloves, shirts, helmets), implanted in the user’s body,
and/or be placed remotely from the user’s body.

Herein, “affect” and “affective response” refer to physi-
ological and/or behavioral manifestation of an entity’s emo-
tional state. The terms “affective response/state” and “emo-
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4

tional response/state” may be used herein interchangeably.
However, affective response typically refers to values
obtained from measurements and/or observations of an entity,
while emotional responses are typically predicted from mod-
els or reported by the entity feeling the emotions. In addition,
the terms “state” and “response”, when used in phrases such
as “emotional state”/“emotional response” and “affective
state”/“affective response”, may be used herein interchange-
ably; however, in the way the terms are typically used, the
term “state” is used to designate a condition in which a user is
in, and the term “response” is used to describe an expression
of'the user due to the condition the user is in or due to a change
in the condition the user is in. For example, according to how
terms are typically used in this document, it by be said that a
person’s emotional state (or emotional response) is predicted
based on measurements of the person’s affective response.

Phrases like “an affective response of a user to content”, or
“auser’s affective response to content”, or “a user’s affective
response to being exposed to content™ refer to the physiologi-
cal and/or behavioral manifestations of an entity’s emotional
response to the content due to consuming the content with one
or more of the senses (e.g., by seeing it, hearing it, feeling it).
Optionally, the affective response of a user to content is due to
a change in the emotional state of the user due to the user
being exposed to the content.

In some embodiments, content refers to information (e.g.,
data and/or media) which a user may consume, such as com-
munications (e.g., conversations, messages), video clips,
movies, music, augmented reality objects, virtual reality
objects, and/or computers games. A segment of content may
include one or more portions of content that the user may be
exposed to over a period of time, and/or portions of multiple
content items.

In some embodiment, content may comprise data repre-
senting text. Herein, data representing text may be data that
includes text and/or data that may be converted to text. In one
example, a video may be considered data representing text,
since the video may be converted to a transcript which
describes a dialogue in the video and/or events occurring in
the video. In another example, a voice conversation may be
considered data representing text, since the conversation may
be transcribed. In yet another example, a web page may be
considered data representing text since text may be extracted
from certain portions of the code and/or data objects used to
generate the web page (e.g., text may be extracted from XML
code or scripts utilized to generate the web page).

FIG. 1 illustrates a controller 258 configured to utilize eye
tracking data to reduce power consumption of a device 252
operative to measure affective response. Optionally, the eye
tracking data is acquired utilizing an eye tracker 251, and the
eye tracking data is data of a user 114. Optionally, the device
252 measures affective response of the user 114. The control-
ler 258 includes at least a first interface 254, a second inter-
face 255, and a processor 256.

In some embodiments, the first interface 254 receives tags
corresponding to segments of content to which the user 114 is
exposed. Optionally, the first interface 254 is implemented, at
least in part, in software. Optionally, the software runs on the
processor 256. In one embodiment, the first interface 254 is
configured to receive at least a first tag 292a and a second tag
292p: The first tag 2924 indicates a first duration during
which to measure affective response to a first segment of
content by operating the device 252 in a first mode of opera-
tion. The second tag 2925 indicates a second duration during
which to measure affective response to a second segment of
content by operating the device 252 in the first mode of
operation.
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Herein, a first segment of content and a second segment of
content are not necessarily segments of the same content
item. For example, the segment may be a clip from a first
movie, and the segment may be a clip of a second, different,
movie. In another example, the first segment may be a portion
of'a video game play, and the second segment may be from a
different type of content, such as a web page. Optionally, the
first and second segments may be different segments of the
same content item. For example, the first segment and the
second segment may correspond to first and second scenes in
the same movie.

A tag, such as the tags 292q and/or 2925, may comprise
data that may be used to convey information regarding a
segment of content. The information can be related to various
aspects, such as details about the segment of content and/or
information that may be used by system elements in order to
perform actions related to the segment of content.

FIG. 3 illustrates a media content having four segments
(2894, 2895, 289¢, 289d), and three tags (283a, 2835, 283¢).
The tags are indicative of durations in which to measure the
affective response of the user to the segments by operating a
device, such as the device 252, in a first mode of operation. In
some embodiments, some segments may not have a tag asso-
ciated with them (e.g., segment 289c¢). Optionally, a segment
may have more than one tag associated with it, and/or a tag
may be associated with more than one segment.

In one embodiment, a tag, such as the tags 292a and/or
292H, may indicate starting times, ending times, and/or
lengths of time for taking measurements of the affective
response of the user 114 with a device, such as the device 252.
Optionally, a tag may indicate a duration relative to when the
tag was and/or to when a segment is expected to be exposed to
the user. For example, the fact that the tag is received, indi-
cates to start measuring with the device or to start measuring
after a certain predetermined time. In another example, the
tag may provide the length of the duration during which the
device should measure. Optionally, a tag may define an abso-
lute time and/or duration (e.g., from 9:42:12 until 9:42:56 that
same day).

It is noted that phrases like “to indicate something” or
“indicative of something” are to be interpreted as directly
and/or indirectly signaling the something. For example, a
phrase like “the tag indicates a mode of operation™, means
that the tag directly or indirectly signals the mode of opera-
tion.

The second interface 255 receives eye tracking data of the
user 114 taken by an eye tracker 251 in temporal vicinity of
durations indicated by the tags. Optionally, the second inter-
face 255 is implemented, at least in part, in software. Option-
ally, the software runs on the processor 256. In one embodi-
ment, the second interface 255 is configured to receive at least
first and second eye tracking data ofthe user 114: The first eye
tracking data is acquired in temporal vicinity of the first
duration indicated by the first tag 292a. The second eye track-
ing data is acquired in temporal vicinity of the second dura-
tion indicated by the second tag 2924.

Temporal vicinity refers to closeness in time. For example,
two events that occur in temporal vicinity, occur at times close
to each other. The difference in the time between the occur-
rences required for the two events to be considered in tempo-
ral vicinity depends on the context of the events and/or the
duration of the events. In one example, stating that eye track-
ing data is acquired in temporal vicinity of a duration means
that the tracking of the user that produced the eye tracking
data occurred essentially during the duration. For example,
the time the tracking took place might have been up to two
seconds before the start of the duration, during the duration,
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and/or up to two seconds after the duration. In another
example, stating that a measurement of the user is taken in
temporal vicinity of an exposure to a segment of content (e.g.,
avideo clip) may mean that the measurement is taken slightly
before the clip starts (e.g., less than a minute before) and/or
during the presentation of the clip. In some cases, it may mean
that the measurement is taken, at least in part, during a period
that extends shortly after the exposure to the segment of
content (e.g., a few seconds after the clip ends).

In one embodiment, a duration, indicated by a tag is a time
period during which a user is to be measured by a device, such
as the device 252. Optionally, the duration may overlap with
aperiod of time in which the user 114 is exposed a segment of
content corresponding to the tag. Optionally, the duration
may span part of the period during which the user is exposed
to the segment of content corresponding to the tag. Alterna-
tively or additionally, the duration may span a period that
ends, and possibly even starts, after the user 114 is exposed to
segment of content corresponding to the tag. In one example,
a segment of content may be short (e.g., a couple of seconds
long), while the device used to measure the user may be a
device with a relatively slow changing signal such as GSR. In
this case, the affective response may be reflected in the mea-
surement values of the device substantially after the segment
of content was already exposed to the user 114 (e.g., the
affective response may be reflected in measurements ten sec-
onds after the exposure).

In one embodiment, the first and second eye tracking data
of the user 114 acquired in temporal vicinity of the first and
second durations are processed prior to being evaluated by the
processor 256. Optionally, the eye tracking data may undergo
filtration, normalization, and/or feature extraction. Option-
ally, processing the first and second eye tracking data may
involve analysis of the eye tracking data to determine for
different times directions of gaze of the user and/or objects
the user was looking at. Optionally, at least some of the
processing of the eye tracking data is performed by the pro-
cessor 256. Alternatively or additionally, at least some of the
processing is performed by the second interface 255 and/or
the eye tracker 251.

The processor 256 is configured to analyze the first and
second eye tracking data, and to select a mode of operation for
the device 252 based on the evaluation. The processor 256
may compare the eye tracking data of the user 114 and/or data
derived from the eye tracking data to a predetermined thresh-
old in order to determine whether the predetermined thresh-
old isreached. Optionally, given a duration indicated by a tag,
the processor 256 may assign an appropriate mode of opera-
tion based on whether or not the eye tracking data, which
correspond to the duration, reach the predetermined thresh-
old.

In one embodiment, the processor 256 analyzes the first
eye tracking data and determines that a gaze-based attention
level to the first segment reaches a first predetermined thresh-
old. Optionally, based on the fact that the first predetermined
threshold is reached, the processor 256 selects the first mode
of'operation 287a for operating the device 252, during the first
duration indicated in the first tag 2924, to measure affective
response of the user 114 to the first segment. Additionally or
alternatively, the processor 256 analyzes the second eye
tracking data and determines that a gaze-based attention level
to the second segment does not reach a second predetermined
threshold. Optionally, based on the fact that the second pre-
determined threshold is not reached, the processor 256 selects
a second mode of operation 2875 for operating the device
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252, during the second duration indicated in the second tag
292p, to measure affective response of the user 114 to the
second segment.

In one embodiment, the processor 256 utilizes a value
representing a gaze-based attention level from eye tracking
data. Optionally, the value is compared to a predetermined
threshold in order to determine if the gaze-based attention
level reaches the predetermined threshold. Optionally, at least
part of the computation involved in computing the value
representing the gaze-based attention level is performed by
the processor 256. Additionally or alternatively, at least some
of the computation involved in determining the value repre-
senting the gaze-based attention level is performed by other
modules, such as the eye tracker 251 and/or a remote proces-
sor (e.g., a cloud-base service). Additional information
regarding eye tracking and computing the gaze-based atten-
tion level is given below.

Herein, by stating that a value reaches a predetermined
threshold, it is meant that the value equals or exceeds the
predetermined threshold. In addition, a predetermined thresh-
old to which a value a measurement of affective response is
compared, refers to a value of which there is prior knowledge.
For example, the threshold value itself is known and/or com-
puted prior to when the comparison is made. Additionally or
alternatively, a predetermined threshold may utilize a thresh-
old value that is computed according to logic (such as func-
tion) that is known prior to when the comparison is made.

In one embodiment, the first predetermined threshold and
the second predetermined threshold may represent different
thresholds. For example, reaching the first predetermined
threshold is based on achieving different value than is
required to pass the second predetermined threshold. Thus,
there may be cases in which a certain value may reach the first
predetermined threshold, but not reach the second predeter-
mined threshold. Alternatively, in another embodiment, the
first predetermined threshold and the second predetermined
threshold may represent essentially the same predetermined
threshold. Thus, in this embodiment, a value that reaches the
first predetermined threshold also reaches the second prede-
termined. Similarly, in this embodiment, a value that does not
reach the first predetermined threshold also does not reach the
second predetermined threshold.

In one embodiment, a predetermined threshold, such as the
first or second predetermined thresholds, has a fixed value.
For example, the predetermined threshold may be 50%, rep-
resenting that a user’s eye tracking data should indicate that
the user looked at the content for at least half of the time. In
another example, the predetermined threshold may be 7, and
represent the fact that a user’s gaze-based attention level, as
determined by a certain function that computes gazed-based
attention level from eye tracking data on a scale of 1 to 10, is
7 or more.

In another embodiment, when a predetermined threshold is
computed various factors may be taken into account, such as
the length of the duration during which eye tracking data was
acquired, the type of content the use was exposed to, and/or
characteristics of the user and/or the environment. Thus,
based on one or more of these factors, the predetermined
threshold may represent lower or higher degrees of required
attention in order for the predetermined threshold to be con-
sidered reached. In one example, a longer duration in which
eye tracking is acquired may lead to a decrease in a predeter-
mined threshold that represents a percentage of time a user
looks at the content; it may be difficult in some situations to
continually look at content (e.g., when outside in the com-
pany of other people), so the threshold can be relaxed in such
situations. In another example, the predetermined threshold
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used with a user that is a child may be lower than that of an
adult, since for some children, it is more difficult to stay
concentrated for long. In another example, the predetermined
threshold used with content that is a commercial may be
lower than the predetermined threshold used for content that
is a movie or television program, since users tend to pay less
attention to commercials (though often measurements in
these situations are desired). In still another example, the type
of display on which content is consumed may influence the
predetermined threshold. For instance, a display that is head-
mounted (e.g., an augmented reality display) may have a
different, possibly higher, predetermined threshold associ-
ated with it, compared to a display on a smartphone, since
content on an augmented reality display may be clearer and
easy to see if the user desires to look at it.

In some embodiments, a selected mode of operation has
preset operation parameters (such as voltage, resolution, sam-
pling rate). Alternatively or additionally, the mode of opera-
tion may include certain operation parameters that are com-
puted according to a received tag, measurement values of the
device 252, and/or other data that is available at the time of
computation. Optionally, selecting a mode of operation may
involve computing certain parameters related to the mode of
operation. Thus, for example, when the processor 256 selects
the first mode 287a or the second mode 2875h, this may
involve computing certain parameters for the modes of opera-
tion (e.g., duration of measurements, voltage of a sensor,
and/or a sensor sampling rate).

In some embodiments, power consumption of a device,
such as the device 252, while operating in the first mode of
operation 287a may be significantly higher than its power
consumption while operating in the second mode of operation
287b. Consequently, by selecting for certain durations, the
second mode of operation 2875 for the device 252 to operate
in, instead of the intended first mode of operation 287a, the
total amount of energy consumed over time by the device 252
may be reduced. Additionally, the controller 258 may reduce
the power consumption of other elements that participate in
the processing of the affective response measurements taken
by the device 252, such as a processor that processes the data
comprising the measurements of the device 252. Optionally,
the power consumption of the device 252 while operating at
the second mode of operation 2875 is essentially zero. For
example, by essentially zero it is meant that the power con-
sumption is at most 5% of the power consumption of the
device 252 when operating at the first mode of operation
287a.

In one embodiment, two modes of operation may be con-
sidered different modes of operation, and be referred to as “a
first mode of operation” and “a second mode of operation” in
the claims, if the difference between power consumption of a
device operating in each of the modes is significant. If the
difference in power consumption of the device when operat-
ing in the two modes is not significant, then the two modes are
not “a first mode of operation” and “a second mode of opera-
tion” as used in the claims. In one example, a significant
difference refers to a difference of at least 100% in the power
consumption, e.g., the power consumption of the device 252
operating in the first mode of operation 2874 is at least double
the power consumption of the device 252 operating in the
second mode of operation 28754. In another example, a sig-
nificant difference refers to a difference of at least tenfold in
the power consumption, e.g., the power consumption of the
device 252 operating in the first mode of operation 287a is at
least ten times the power consumption of the device 252
operating in the second mode of operation 2875. In yet
another example, if when operating in the second mode of
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operation 287b, power consumption of the device 252 is
essentially zero, while power consumption of the device 252
operating in the first mode of operation 2874 is not essentially
zero, then the difference in power consumption of the two
modes of operation is considered significant.

In one embodiment, a mode of operation is selected from a
set that includes at least two modes of operation: a first mode
of'operation that is a standby mode of operation, and a second
mode of operation that is a normal mode of operation. In this
example, as is the case with many devices, when the device
operates in the standby mode, it consumes significantly less
power compared to when it operates in the normal mode of
operation.

In one embodiment, the mode of operation that is selected
may determine parameters for operating, such as a resolution
of images captured by a device which is a camera. If the
predetermined threshold is reached, a first mode of operation
in which the camera captures high-resolution images (e.g.,
1920x1080 pixels) may be selected. In this case, using high
resolution images may enable better analysis of the user’s
affective response, since it can enable better detection of
gestures and/or facial expressions. However, If the predeter-
mined threshold is not reached (indicating that the user is not
paying sufficient attention), the processor may selecta second
mode of operation in which a camera captures low-resolution
images (e.g., 320x240 pixels), which enables only basic
image analysis. In some cases, different resolutions lead to
different power consumptions for acquiring images. For
instance, the lower resolution of the second mode of opera-
tion can cause a camera to utilize significantly less CMOS
gates, compared to the number of CMOS gates it needs to
utilize in the first mode of operation. Thus, in this example,
the power consumption of the device operating in the first
mode of operation is significantly higher than the power
consumption of the device operating in the second mode of
operation.

In another example, the device may be a battery operated
headset that measures brainwaves with EEG. If the threshold
is reached, a first mode of operation in which the user’s
brainwaves are measured extensively (e.g., by measuring
multiple bands of frequencies) may be selected. For example,
measuring the user with the EEG may help determine to more
precisely how the user felt towards elements in the content.
However, if the predetermined threshold is not reached, the
EEG measurements are not likely to reflect the user’s attitude
towards the content, so a second mode of operation may be
selected in which the user is not measured at all, or measured
rudimentary (e.g., by monitoring less bands of frequencies).

In one embodiment, a mode of operation for a device, such
as the modes 287a and/or 2875, may be implicitly or explic-
itly selected. For example, an implicit selection of the mode
of operation may occur if the device 252 does not receive a
signal that may indicate and/or influence a mode of operation
at which it operates. By contrast, an explicit selection of the
mode of operation may involve sending the device 252 infor-
mation that indicates which mode of operation to operate in
and/or parameter values that determine how the device 252 is
to operate.

A device, such as the device 252, may operate in different
modes of operation, which can dramatically change its power
consumption. For example, the controller can cause the
device to change from an operable mode to a substantially
inoperable mode (or standby mode), which consumes signifi-
cantly less power, and vice versa. It is to be noted that a term
such as “significantly more” or “significantly higher”, when
referring to power consumption of the device, refers to a
difference greater than a factor of two between the lower and
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higher values of power consumption being compared. To
illustrate this point, consider a device capable of operating in
two modes of operation: A and B. When it is stated that the
device consumes significantly more power while operating in
mode of operation A compared to the power it consumes
while operating in mode of operation B, it is meant that the
energy consumed by the device, per unit of measurement
time, while operating in mode of operation A, is at least
double the energy consumed by the device, per unit of mea-
surement time, while operating in mode of operation B. Simi-
larly, a phrase like “significantly less”, when referring to
power consumption of a device, refers to a factor of at least
two between the higher and lower values of power consump-
tion.

It is to be noted that the phrase “per unit of measurement
time” refers to a period of time in which the device may be
operated and used to measure affective response. In this
phrase, “measurement time” refers to a slot of time, during
which the user may be measured with the device; however, in
some cases, the system may elect not to measure the user with
the device (e.g., by keeping it off or in standby mode). In one
example, a unit of measurement time may be one second or
one minute.

The value of power consumption may be computed as the
energy consumption per unit of measurement time. The
power consumption of a device may be computed by dividing
the total energy consumed by the device by the duration ofthe
measurement time (e.g., expressed in seconds). This value
serves as a normalized value that enables the comparison of
power consumption of different devices, and/or of the same
device when utilized to measure affective response for vary-
ing durations and/or while operating in different modes of
operation.

Therefore, when a device operating in mode of operation A
is said to consume significantly more power than when it
operates in mode of operation B, it is meant that for equivalent
measurement times, the energy consumed by the device when
operating in mode of operation A is at least double the energy
consumed by the device when operating in mode of operation
B.

In one embodiment, a unit of measurement time may refer
to a contiguous period of time in which the device may
operate. Thus, for example, if in a fixed period of time, such
as one second, the device (or a component of the device) may
rapidly alternate between being turned on and off; so that half
of the time it is on and half of the time it is off, the measure-
ment time of the device is considered to be the full second.

FIG. 2 illustrates one embodiment of a method for utilizing
eye tracking data to reduce power consumption of a device
used to measure affective response. The method includes the
following steps:

In step 260, receiving a first tag that indicates a first dura-
tion during which to measure affective response to a first
segment of content by operating the device in a first mode of
operation.

In step 261, receiving a first indication, derived from first
eye tracking data of a user acquired in temporal vicinity of the
first duration, indicating that a gaze-based attention level to
the first segment reaches a first predetermined threshold.

In step 262, configuring the device to operate in the first
mode of operation to measure affective response of the user to
the first segment.

In step 263, receiving a second tag that indicates a second
duration during which to measure affective response to a
second segment of content by operating the device in the first
mode of operation.
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In step 264, receiving a second indication, derived from
second eye tracking data of the user acquired in temporal
vicinity of the second duration, indicating that a gaze-based
attention level to the second segment does not reach a second
predetermined threshold.

And in step 265, configuring the device to operate in a
second mode of operation to measure affective response of
the user to the second segment.

In one embodiment, power consumption of the device
when operating in the first mode of operation is significantly
higher than the power consumption of the device when oper-
ating in the second mode of operation. Thus, operating the
device in the second mode of operation, during at least part of
the time tags indicated it should be operated in the first mode
of operation, may result is reducing the power consumed by
the device.

In one embodiment, the first tag includes a representation
of an expected emotional response to being exposed to the
first segment. Optionally, the method described in FIG. 2
includes an additional step of forwarding, to a module that
trains an emotional response model, the first tag and measure-
ments ofthe affective response of the user to being exposed to
the first segment. Optionally, the module that trains an emo-
tional response model generates a training sample form mea-
surements of the affective response of the user to being
exposed to the first segment, and corresponding label is gen-
erated from the first tag.

In one embodiment, the method described in FIG. 2
includes an additional step of generating the first segment and
the first tag by an interactive computer game having an ele-
ment whose actions in the game are at least partially con-
trolled by the user. Optionally, the first tag corresponds to a
certain event occurring in the first segment. For example, the
first tag indicates to measure the user while the user is
exposed to an exciting action sequence that takes place in the
first segment.

Tags that correspond to segments of content, such as the
one illustrated in FIG. 3, may have various properties and
characteristics.

In one embodiment, a tag, such as the tags 292a and/or
292H, may be indicative of a condition and/or event that
should occur in order for measurements of affective response
of a user to be taken with a device, such as the device 252. For
example, a tag may be indicated that if a user selects a certain
option, which leads to the user’s exposure to a specific seg-
ment of content, the user’s affective response should be mea-
sured during a specified duration after the start of the presen-
tation.

In one embodiment, tags, such as the tags 292a and/or
292p, are generated substantially independently of behavior
of the user 114 when the 114 user is exposed to segments of
content corresponding to the tags. For example, the tags may
be generated prior to the user’s exposure to the segments and
provided as meta information corresponding to the segments
(e.g., the tags may indicate to which scenes in a movie the
user’s response should be measures, and they are determined
before the movie is played to the user). In another example, a
computer game may provide tags for certain portions of the
game in which it is anticipated that users are likely to have
noticeable affective responses.

In one embodiment, a tag may contain information pertain-
ing to a mode of operation in which a device, such as the
device 252, may operate. For example, the tags 2924 and/or
2925 may identify the first mode of operation 287a and/or a
second mode of operation 2875 (e.g., by stating that the
device should operate at a “normal” mode of operation or and
“extensive measurement” mode of operation). In another
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example, the tags 2924 and/or 29256 may provide certain
parameters pertaining to the first mode of operation 287«
(e.g., desired sampling rate, resolution, and/or voltage to
operate the device at). Alternatively or additionally, tags may
imply what the first mode of operation 2874 should be. For
example, by not providing instructions and/or detail pertain-
ing to the first mode of operation, it may be implied that the
first mode of operation 287a should be a default mode of
operation.

In one embodiment, tags may be received and/or sent indi-
vidually, i.e., they may be sent by a sender and/or received by
a recipient one at a time. In one example, the tags 292a and
292p are sent one at a time and/or are received by the first
interface 254 one at a time. Additionally, in some embodi-
ments, tags may be received sporadically, without the recipi-
ent of the tags having prior knowledge regarding when each
tag is to be sent and/or how many tags to expect.

In another embodiment, tags, such as the tags 292a and/or
2925, may be sent and/or received in batches, i.e., more than
one tag is sent and/or received at a time (e.g., tags are sent in
files or messages that contain multiple tags). For example, the
first interface 254 may receive the first and second tags
together (e.g., they may be sent in the same file). Optionally,
the batches comprising multiple tags may be sent and/or
received sporadically. Optionally, a recipient and/or sender of
batches of tags may not have prior information of when
batches are to be sent and/or received, and/or how many tags
and/or batches to expect.

In one embodiment, a tag, such as the tags 292a and/or
2925, may include a representation of an expected emotional
response of a user to the segment of content. For example, the
tag may describe a segment as likely to excite, frighten, and/
or bore a user.

In some embodiments, a device, such as the device 252, is
used to measure affective response of the user 114. Option-
ally, the device includes a sensor and/or is a sensor. Option-
ally, the sensor may be a physiological sensor (e.g., a sensor
that measures heart rate, galvanic skin response, and/or brain-
wave activity), and/or a sensor that measures the user’s
behavior (e.g., a camera, and/or a motion detector). Option-
ally, the device may include additional components to the
sensor, such as a memory, a processor, a battery, a transmitter,
and/or a receiver. Optionally, the device may be coupled to a
user. Herein a phrase like “a device coupled to a user” refers
to a device that is attached to the user (e.g., on clothing, a
bracelet, headgear), in contact with the user’s body (e.g., a
sticker on a user’s skin), and/or implanted in the user’s body
(e.g., an implanted heart-rate sensor or implanted EEG elec-
trodes).

In one embodiment, the first and second eye tracking data
are acquired utilizing an eye tracker, such as the eye tracker
251, which includes image capturing device. Optionally, the
device 252 may be a battery powered sensor that measures a
physiological signal and is coupled to the user. Optionally, the
first and second eye tracking data are collected substantially
independently of whether the user is exposed to segments of
content identified by tags, and the device 252 comprises a
battery powered sensor that is mainly used to measure affec-
tive response of the user while exposed to segments identified
by tags.

In one embodiment, the eye tracker 251 operates substan-
tially independently of whether the user 114 is exposed to
segments of content identified by tags. Optionally, the device
252 is a battery powered sensor that is mainly used to measure
affective response of the user while exposed to segments
identified by tags. In one example, by “substantially indepen-
dently of whether the user is exposed . . . ” it is meant that the
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normal behavior, unless specifically overridden by the user or
software, is for the eye tracker 251 to operate without respect
to tags. In another example, “substantially independently of
whether the user is exposed . . . ” it is meant that the eye
tracker 251 has a controller that may not necessarily take into
consideration instructions or indications that appear in tags.

In some embodiments, a battery refers to an object that can
store energy and provide it in the form of electrical energy. In
one example, a battery includes one or more electrochemical
cells that convert stored chemical energy into electrical
energy. In another example, a battery includes a capacitor that
can store electrical energy.

Herein, a device is considered to be a battery powered
device (also referred to as a “battery operated device”), when
a battery is able to supply the device’s power consumption
while the device operates in a regular mode (i.e., not a sleep
mode). Furthermore, the battery needs to be able to meet the
device’s power demands for at least one second, without the
battery or the device receiving power from an external power
source at that time (though at other times the device may
receive power from an external source). For example, the
main battery of a mobile phone or a Bluetooth earpiece is
considered a battery for the purpose of the present embodi-
ments, but a current stabilizer or a capacitor, which may be
able to operate a circuit for just a tiny fraction of a second, is
not considered as a battery.

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Examples of content delivery modules via which the user
may be exposed to visual content include a screen embedded
in a mobile device such as a tablet or a smart phone, a non-
mobile display such as a wall-mounted television, or a head-
mounted display such as virtual reality or augmented reality
display glasses.

Inone example, a device used to measure the user 114, such
as the device 252, includes at least one component that is not
shared with the content delivery module. The device in this
example may be a bracelet worn by the user 114 which can
measure the user’s heart rate, while the content delivery mod-
ule is a screen embedded in the user’s phone (which is a
different device than the bracelet).

In another example, a device used to measure the user 114,
such as the device 252, may include at least one component
that is shared with the content delivery module. In this
example, a head-mounted device may include both an EEG
sensor and a display serving as a content delivery module,
which can display augmented-reality, virtual reality, and/or
video content, to the user.

In yet another example, a device used to measure the user
114, such as the device 252, may be a battery powered sensor,
and the content delivery module and the battery powered
sensor are realized in the same device. For example, the user
114 may be wearing a computing device nearby or on his
wrist, such as a phone. The wrist-worn computing device in
this case may include both a sensor for measuring GSR and a
flexible touch screen display that serves as the content deliv-
ery module.

In one embodiment, at least one element of the controller
258 is implemented as a dedicated hardware element. For
example, the controller 258 may be a component coupled to
the eye tracker 251 and/or the device 252. Alternatively or
additionally, at least some of the functionality of the control-
ler 258 is implemented in software running on a general
purpose processor (for example, the processor 256 may be a
general purpose processor). In some cases, the controller 258
may run, at least in part, on a device belonging to the user 114,
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such as a mobile phone. In some cases, the controller 258 may
run, at least in part, on a system remote of the user, such as on
a cloud-based server.

In one embodiment, the controller 258 is realized as hard-
ware that is embedded in the housing of the device 252. For
example, a controller for a mobile EEG measuring headset
may be embedded in the headset itself, and communicate data
wirelessly. Additionally, at least some of the functionality of
the controller 258 may be realized as software that runs on a
processor that belongs to the device 252 and/or the eye tracker
251. In one example, the controller for a device that is a
mobile EEG measuring headset may run on a processor that
belongs to the headset and may be used to process EEG
measurements.

In one embodiment, the system 250 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
comprising measurements of affective response of the user
114 taken with the device 252. Optionally, the measurements
of the device 252 are processed prior to being sent to the
measurement ERP for prediction. For example, the measure-
ments may undergo filtering and/or feature extraction.

FIG. 4 illustrates one embodiment that includes a model
trainer 290 for training a model for a measurement Emotional
Response Predictor (measurement ERP). The model trainer
290 receives as input the measurements taken by a device that
measures the user 114, such as the measurements 252a taken
by the device 252. The received measurements are taken in
temporal vicinity of the first duration indicated by the tag
292a. The measurements include affective response of the
user 114 to the first segment of content corresponding to the
tag 292q4. Optionally, the measurements may be processed
prior to being sent to the module to be used for training; for
instance, the measurements undergo filtering and/or feature
extraction in order to produce feature values that are included
in one or more training samples utilized by the module.

In one embodiment, a tag may include a value indicative of
an expected emotional response to a segment of content to
which the user 114 was exposed essentially during a duration
indicated by the tag. Thus, the model trainer 290 may be used
to create training samples that include measurement values
along with the corresponding emotional response a user is
likely to experience. The training samples can then be utilized
by a machine learning-based algorithm that trains an emo-
tional response model 291.

In one embodiment, a training sample that includes values
derived from measurements of a user, along with the corre-
sponding emotional response, is generated from the tag 292a
and measurements received by the model trainer 290 (e.g., the
measurements 252a). The training sample is provided to an
algorithm that trains the emotional response model 291 that
may be used for predicting emotional response from mea-
surements of affective response. For example, algorithm may
train a model utilized by a predictor such as a neural network,
Naive Bayes classifier, and/or decision trees. Optionally, the
trained model is utilized by a measurement ERP to predict
emotional response from certain measurements of affective
response. Optionally, the certain measurements of affective
response utilized by the measurement ERP to make predic-
tions of emotional response are measurements taken by a
device that measures the user, such as the device 252.

FIG. 5 illustrates an interactive computer game 294 that
generates the segments (289a to 2894) and the tags (283a to
283c¢). The interactive computer game has an element whose
actions in the game are at least partially controlled by the user
114. Being able to measure the affective response of the user
114 to segments of content (2894 to 2894) generated by the
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computer game can be beneficial since it can help guide the
system towards alterations that can improve the user’s play-
ing experience. For example, if the user’s affective response
indicates that the user is losing interest and is not excited by
playing at a certain level of difficulty, the game can increase
the difficulty and add surprising effects and/or plot twists in
order to make the game more exciting for the user.

In one embodiment, at least some of the tags 283a to 283¢
are generated by the interactive computer game 294 are gen-
erated in order to gauge affective response of the user 114 to
events occurring in a game which the user 114 is playing. The
computer game 294 may generate a tag that is indicative of a
duration during which a device is to measure affective
response of the user, and/or indicate a mode of operation for
the device to operate in. For example, tag 283a may indicate
that the device 252 is to be operated at a first mode of opera-
tion 2874 in order to measure the user’s affective response to
the segment 289a.

In one embodiment, measurements of the user, taken by a
device, such as the device 252, during a duration indicated by
a tag may be utilized by the interactive computer game in
order to determine emotional response of the user 114 (e.g.,
by providing the measurements to a measurement ERP). The
predicted emotional response may be used in order to deter-
mine if elements in the game need to be changed in order to
improve the user experience. For example, if in an action
game, the measurements of the affective response of the user
114 reveal that the user is becoming frustrated, possibly due
to not being able to complete a level, the computer game may
reduce the difficulty of the level to allow the user to succeed.
In another example, the user 114 controls a character in a
virtual world that is part of a larger group of other characters
that may be controlled by the computer game. In this game,
some of the characters may be killed off, e.g., in a fight with
monsters in the virtual world. The computer game may gen-
erate tags that initiate measuring of the affective response of
the user 114 when interacting with different virtual characters
in order to determine which characters the user 114 likes.
Using this information, the computer game may select spe-
cific characters, such as ones the user does not in particularly
like, to be characters that fall prey to a rampaging dragon.

In one embodiment, the functionality of the controller 258
is included in the interactive computer game 294. In this
embodiment, the computer game sets a mode of operation for
the device 252. For example, the controller 258 is imple-
mented, at least in part, as software running on a processor
belonging to a game console. In another example, the con-
troller 258 is implemented, at least in part, as software run-
ning on a server running a game such as an online multiplayer
game.

FIG. 6 illustrates a controller 288 that utilizes measure-
ments of a sensor 281 to reduce power consumption of a
device 282 operative to measure affective response. The con-
troller 288 includes at least a first interface 284, a second
interface 285, and a processor 286.

The first interface 284 receives tags, such as the tags illus-
trated in FIG. 4, which correspond to segments of content to
which the user 114 is exposed. Optionally, the first interface
284 is implemented, at least in part, in software. Optionally,
the software runs on the processor 286. In one embodiment,
the first interface 284 is configured to receive at least a first tag
2924 and a second tag 2925: The first tag 292a indicates a first
duration during which to measure affective response to a first
segment of content by operating the device 282 in a first mode
of'operation. The second tag 2925 indicates a second duration
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during which to measure affective response to a second seg-
ment of content by operating the device 282 in the first mode
of operation.

The second interface 285 receives measurements of the
user 114 taken by the sensor 281 in temporal vicinity of
durations indicated by the tags. Optionally, the second inter-
face 285 is implemented, at least in part, in software. Option-
ally, the software runs on the processor 286. In one embodi-
ment, the second interface 285 is configured to receive at least
first and second measurements: The first measurement is a
measurement of the user 114 taken by the sensor 281 in
temporal vicinity of the first duration indicated by the first tag
2924. The second measurement is a measurement of the user
114 taken by the sensor 281 in temporal vicinity of the second
duration indicated by the second tag 2925.

Inone embodiment, measurements of the user 114 taken by
the sensor 281 in temporal vicinity of the durations are pro-
cessed prior to being evaluated by the processor 286. For
example, the measurements may undergo filtration, normal-
ization, and/or feature extraction. Optionally, at least some of
the processing of the measurements is performed by the pro-
cessor 286. Alternatively or additionally, at least some of the
processing is performed by the interface 285 and/or the sensor
281.

The processor 286 selects a mode of operation for the
device 282, based on the evaluation of measurements of the
user 114 taken by the sensor 281 in temporal vicinity of
durations indicated by tags. The processor 286 may compare
the measurements and/or data derived from the measure-
ments to a predetermined threshold in order to determine
whether the predetermined threshold is reached. Thus, given
a duration indicated by a tag, the processor 286 may assign an
appropriate mode of operation based on whether or not the
measurements of the sensor 281, which correspond to the
duration, reach the predetermined threshold. In one embodi-
ment, the processor 286 is configured to receive first and
second measurements taken by the sensor 281. Optionally,
the processor 286 may determine that the first measurement
reaches a first predetermined threshold, and accordingly
selects a first mode of operation 287a for the device 282 to
operate in order to measure affective response of the user 114
to the first segment during the first duration. Additionally or
alternatively, the processor 286 may determine that the sec-
ond measurement does not reach a second predetermined
threshold, and accordingly selects a second mode of opera-
tion 2875 for the device 282 to operate in order to measure
affective response of the user 114 to the second segment
during the second duration.

Herein, by stating that a value reaches a predetermined
threshold, it is meant that the value equals or exceeds the
predetermined threshold. In addition, a predetermined thresh-
old to which a value a measurement of affective response is
compared, refers to a value of which there is prior knowledge.
For example, the threshold value itself is known and/or com-
puted prior to when the comparison is made. Additionally or
alternatively, a predetermined threshold may utilize a thresh-
old value that is computed according to logic (such as func-
tion) that is known prior to when the comparison is made.

In one embodiment, the first predetermined threshold and
the second predetermined threshold may represent different
thresholds. For example, reaching the first predetermined
threshold is based on achieving different value than is
required to pass the second predetermined threshold. Thus,
there may be cases in which a certain value may reach the first
predetermined threshold, but not reach the second predeter-
mined threshold. Alternatively, in another embodiment, the
first predetermined threshold and the second predetermined
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threshold may represent essentially the same predetermined
threshold. Thus, in this embodiment, a value that reaches the
first predetermined threshold also reaches the second prede-
termined. Similarly, in this embodiment, a value that does not
reach the first predetermined threshold also does not reach the
second predetermined threshold.

In one embodiment, a predetermined threshold is a value of
a physiological signal. For example, the sensor may measure
heart rate, and the predetermined threshold is a value of a
specific heart rate. If the sensor measures a heart rate that
exceeds the value of the predetermined threshold, the thresh-
old is considered to be reached. In another example, the
predetermined threshold is a value representing a specific
level of electrical conductance of skin, as measured by a GSR
sensor (Galvanic Skin Response). In yet another example, the
predetermined threshold is a level of movement, and the
sensor is an accelerometer.

In another embodiment, a predetermined threshold is a
value that is computed in temporal vicinity to when measure-
ments of the user 114 are taken by a sensor. For example, the
predetermined threshold may be a heart rate that is a function
of a baseline value that is a running average heart rate of the
preceding 10 minutes. In this example, the predetermined
threshold may me set to represent a significant increase over
the baseline; for instance, the predetermined threshold is set
to be 115% of the baseline value. In another example, the
predetermined threshold may be a level of skin conductivity
that is proportional to the maximum value previously
detected for the user 114.

In yet another embodiment, a predetermined threshold is
derived from a behavioral cue. In one example, the predeter-
mined threshold may represent a minimum duration in which
the user does not make substantial movements (which could
be detected by sensors such as cameras or EMG). In another
example, the predetermined threshold is based on detecting a
specific facial expression such as a smile or a cringe (e.g.,
from being exposed to a frightening scene). In this example,
if the required expression is identified, e.g., by analyzing
images captured with a camera, the threshold may be consid-
ered to be reached.

In still another embodiment, a predetermined threshold
includes a value representing an emotional response that can
be computed from data comprising measurements of a sensor,
such as the sensor 281. Optionally, the emotional response is
predicted from measurements of the sensor utilizing a mea-
surement ERP (Emotional Response Predictor). In one
example, the predetermined threshold may involve a specific
level of arousal, which is computed from measurements of the
sensor which in this example may be a GSR sensor. In another
example, the predetermined threshold involves a minimal
level of interest the user should display in order for the thresh-
old to be reached. In this example, the interest may be pre-
dicted from images captured by the sensor (e.g., the sensor
may be a camera).

In one embodiment, computing a predetermined threshold
is done utilizing additional information to measurements
received from a sensor, such as the sensor 281. In one
example, the predetermined threshold may be computed
using external information that pertains to the context or
situation the user is in, e.g., information indicating what activ-
ity is the user partaking in and/or what type of media the
content is. In another example, a predetermined threshold
involving a heart rate may change depending on the level of
the user’s activity at the time (e.g., walking in the park or
sitting on the couch). In yet another example, computing the
predetermined threshold may utilize historical information
such as medical records, in order to determine the predeter-
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mined threshold. For example, predetermined thresholds
involving brainwave measurements may consult medical
records of a user in order to determine whether the threshold
needs to be adjusted according to certain mental conditions or
personality traits of the user.

In one embodiment, the processor 286 selects a mode of
operation, from two modes of operation: a first mode of
operation that is a standby mode of operation, and a second
mode of operation that is a normal mode of operation. In this
example, as is the case with many devices, when the device
282 operates in the standby mode, it consumes significantly
less power compared to when it operates in the normal mode
of operation.

In another embodiment, selecting a mode of operation may
involve selecting different parameter settings for the opera-
tion of a device, such as the device 282.

In one example, a predetermined threshold that is used may
indicate whether a user is paying attention or not (e.g., as
detected by a sensor that measures the rate of the user’s
movements while sitting down). The processor 286 may
select, according to whether the predetermined threshold was
reached, parameters that define the mode of operation, such
as aresolution of images captured by the device which may be
a camera. If the predetermined threshold is reached, the pro-
cessor may select a first mode of operation in which the
camera captures high-resolution images (e.g., 1920x1080
pixels). In this case, using high resolution images may enable
better analysis of the user’s affective response, since it can
enable better detection of gestures and/or facial expressions.
However, If the predetermined threshold is not reached (indi-
cating that the user is not paying sufficient attention), the
processor may select a second mode of operation in which a
camera captures low-resolution images (e.g., 320x240 pix-
els), which enables only basic image analysis. In some cases,
different resolutions lead to different power consumptions for
acquiring images. For instance, the lower resolution of the
second mode of operation can cause a camera to utilize sig-
nificantly less CMOS gates, compared to the number of
CMOS gates it needs to utilize in the first mode of operation.
Thus, in this example, the power consumption of the device
operating in the first mode of operation is significantly higher
than the power consumption of the device operating in the
second mode of operation.

In another example, the predetermined threshold may
involve reaching a certain level of excitement, for example, as
determined by an arousal level measured by a GSR sensor. In
this example, the user 114 is presented with content that can
frighten and/or excite the user. The device 282 may be a
battery operated headset that measures brainwaves with EEG.
If the threshold is reached, it means that the content being
viewed by the user 114 at the time causes the user to be
excited; thus, the processor 286 may select a first mode of
operation in which the user’s brainwaves are measured exten-
sively (e.g., by measuring multiple bands of frequencies).
Measuring the user with the EEG may help determine to what
extent the user was really frightened while watching the con-
tent, and maybe better characterize the emotions the user felt.
However, if the threshold is not reached, it is not likely that the
user 114 is frightened or excited by the content, and thus the
processor may choose a second mode of operation in which
the user is not measured at all, or measured rudimentary (e.g.,
by monitoring less bands of frequencies).

In one embodiment, the sensor 281 comprises an image
capturing device and the device 282 is a battery powered
sensor that measures a physiological signal and is coupled to
the user (e.g., GSR or EEG). Optionally, the measurements of
the camera are utilized in order to determine whether the user
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is paying attention to content, and the mode of operation for
the device 282 is selected accordingly.

In another embodiment, the sensor 281 is coupled to the
user 114 and measures a physiological signal.

In yet another, the device 282 may be a battery powered
sensor that is coupled to the user, and measures a physiologi-
cal signal. For example, the device 282 may be a GSR sensor
embedded in a bracelet or an EEG sensor implanted in the
scalp or embedded in headgear.

In one embodiment, the sensor 281 operates substantially
independently of whether the user 114 is exposed to segments
of content identified by tags; and the device 282 is a battery
powered sensor that is mainly used to measure affective
response of the user while exposed to segments identified by
tags. In one example, the sensor 281 may be a movement
sensor (e.g., an accelerometer in a mobile phone that works
substantially all the time), and the device 282 may be a battery
operated EEG sensor embedded in headgear. In another
example, the sensor 281 may be a camera embedded in a
television, such as a camera that enables gesture control of the
television and thus operates substantially whenever the tele-
vision is on; the device 282 in this example may be bracelet
with embedded sensors that monitor heart rate and/or GSR. In
one example, by “substantially independently of whether the
user is exposed . . . ” it is meant that the normal behavior,
unless specifically overridden by the user or software, is for
the sensor 281 to operate without respect to tags. In another
example, “substantially independently of whether the user is
exposed . .. ” it is meant that the sensor 281 has a controller
that may not necessarily take into consideration instructions
or indications that appear in tags.

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 282 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 282 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 282 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, at least one element of the controller
288 is implemented as a dedicated hardware element. For
example, the controller 288 may be a component coupled to
the sensor 281 and/or the device 282. Alternatively or addi-
tionally, at least some of the functionality of the controller
288 is implemented in software running on a general purpose
processor (for example, the processor 286 may be a general
purpose processor). In some cases, the controller 288 may
run, atleast in part, on a device belonging to the user 114, such
as a mobile phone. In some cases, the controller 288 may run,
at least in part, on a system remote of the user, such as on a
cloud-based server.

In one embodiment, the controller 288 is realized as hard-
ware that is embedded in the housing of the sensor 281 and/or
is part of the device 282. For example, the controller for a
mobile EEG measuring headset may be embedded in the
headset itself, and communicate data wirelessly. Addition-
ally, at least some of the functionality of the controller 288
may be realized as software that runs on a processor that
belongs to the sensor 281 and/or the device 282. For example,
the controller for a mobile EEG measuring headset may run
on a processor that belongs to the headset and is used to
process EEG measurements.

In one embodiment, the system 280 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
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comprising measurements of affective response of the user
114 taken with the device 282. Optionally, the measurements
taken by the device are processed prior to being sent to the
measurement ERP for prediction. For example, the measure-
ments may undergo filtering and/or feature extraction. Addi-
tionally, the measurement ERP may receive and utilize mea-
surements of affective response of the user 114 taken with the
sensor 281 during at least some of the durations in which the
measurements of the user 114 were taken with the device 282.

In one embodiment, the system 280 includes a model
trainer 290, as illustrated in FIG. Optionally, the model trainer
290 may receive as input measurements taken by the device
282, in temporal vicinity of the first duration indicated by the
tag 292a. The measurements may include affective response
of the user 114 to the first segment of content corresponding
to the tag 292a.

In one embodiment, the computer game 294, which is
illustrated in FIG. 5, generates the tags 292a and 2926
received by the first interface 284. Measurements taken with
the device 282 during the first duration, indicated by the tag
292a, may then be utilized by the interactive computer game
in order to determine emotional response of the user 114 (e.g.,
by providing the measurements to a measurement ERP). The
predicted emotional response may be used in order to deter-
mine if elements in the game need to be changed in order to
improve the user experience.

In one embodiment, the functionality of the controller 288
is included in the interactive computer game 294. In this
embodiment, the computer game sets a mode of operation for
the device 282. For example, the controller 288 is imple-
mented, at least in part, as software running on a processor
belonging to a game console. In another example, the con-
troller 288 is implemented, at least in part, as software run-
ning on a server running a game such as an online multiplayer
game.

FIG. 7 illustrates one embodiment of a method for utilizing
a sensor to reduce power consumption of a device used to
measure affective response. The method includes the follow-
ing steps:

In step 300, receiving a first tag that indicates a first dura-
tion during which to measure affective response to a first
segment of content by operating the device in a first mode of
operation.

In step 301, receiving a first indication that a first measure-
ment of the user, taken by the sensor in temporal vicinity of
the first duration, reaches a first predetermined threshold.
Optionally, the first measurement is taken during a period that
ends after the end of the exposure of the user to the first
segment. Alternatively or additionally, the first measurement
may be taken during a period that starts before the start of the
exposure of the user to the first segment.

In step 302, configuring the device to operate in the first
mode of operation while measuring affective response of the
user to the first segment.

In step 303, receiving a second tag that indicates a second
duration during which to measure affective response to a
second segment of content by operating the device in the first
mode of operation.

In step 304, receiving a second indication that a second
measurement of the user, taken by the sensor in temporal
vicinity of the second duration, does not reach a second
predetermined threshold. Optionally, the second measure-
ment is taken during a period that ends after the end of the
exposure of the user to the second segment. Alternatively or
additionally, the second measurement may be taken during a
period that starts before the start of the exposure of the user to
the second segment.
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An in step 305, configuring the device to operate in a
second mode of operation while measuring affective response
of the user to the second segment.

In one embodiment, power consumption of the device
when operating in the first mode of operation is significantly
higher than the power consumption of the device when oper-
ating in the second mode of operation. Thus, operating the
device in the second mode of operation, during at least part of
the time tags indicated it should be operated in the first mode
of operation, may result is reducing power consumed by the
device.

In one example, the first predetermined threshold may
involve a specific measurement value such as a heart rate. In
this example, the first indication indicates that the heart rate of
the user 114 measured by the sensor in temporal vicinity of
the first duration, reaches the predetermined threshold’s
value. Additionally, the second predetermined threshold may
also involve a specific measurement value such as a heart rate
(this value may optionally be different than the value involved
in the first predetermined threshold). In this example, the
second indication may indicate that the heart rate of the user
114 measured by the sensor in temporal vicinity of the second
duration, does not reach the second predetermined thresh-
old’s value.

In another example, the first and second predetermined
thresholds may involve, possible different, emotional
responses a user should feel. Optionally, the prediction of
emotional response is performed by the processor utilizing a
measurement ERP (Emotional Response Predictor). In this
example, measurement of the affective response of the user
taken with the sensor is provided to the processor in order to
predict the user’s likely emotional response, and generate
indications accordingly. Optionally, the indications are used
internally by the processor, for instance, by passing values
and/or messages between different procedures and/or regions
in memory that are involved in running the controller. In this
example, the first indication indicates that the user likely feels
the required emotional response according to the first prede-
termined threshold, so the first measurement taken in tempo-
ral vicinity of the first duration reaches the first predetermined
threshold. In contrast, the second indication indicates that the
user does not likely feel the required emotional response
according to the second predetermined threshold, so the sec-
ond measurement taken in temporal vicinity of the second
duration does not reach the second predetermined threshold.

In one embodiment, the first tag includes a representation
of an expected emotional response to being exposed to the
first segment. Optionally, the method described in FIG. 7
includes an additional step of forwarding, to a module that
trains an emotional response model, the first tag and measure-
ments ofthe affective response of the user to being exposed to
the first segment. Optionally, the module that trains an emo-
tional response model generates a training sample form mea-
surements of the affective response of the user to being
exposed to the first segment and corresponding label is gen-
erated from the first tag.

In one embodiment, the method described in FIG. 7
includes an additional step of generating the first segment and
the first tag by an interactive computer game having an ele-
ment whose actions in the game are at least partially con-
trolled by the user. Optionally, the first tag corresponds to a
certain event occurring in the first segment. For example, the
first tag indicates to measure the user while the user is
exposed to an exciting action sequence that takes place in the
first segment.

In one embodiment, a controller configured to utilize mea-
surements of a sensor to reduce power consumption of a
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device operative to measure affective response, comprising: a
first interface configured to receive a first tag that indicates a
first duration during which to measure affective response to a
first segment of content by operating the device in a first mode
of operation; a second interface configured to receive a first
measurement of a user, taken by the sensor in temporal vicin-
ity of the first duration; and a processor configured to: deter-
mine that the first measurement reaches a first predetermined
threshold, and to select the first mode of operation for oper-
ating the device, during the first duration, to measure affective
response of the user to the first segment; the first interface is
further configured to receive a second tag that indicates a
second duration during which to measure affective response
to a second segment of content by operating the device in the
first mode of operation; the second interface is further con-
figured to receive a second measurement of the user taken by
the sensor in temporal vicinity of the second duration; the
processor is further configured to determine that the second
measurement does not reach a second predetermined thresh-
old, and to select a second mode of operation for operating the
device during the second duration while measuring affective
response of the user to the second segment; wherein power
consumption of the device when operating in the first mode of
operation is significantly higher than power consumption of
the device when operating in the second mode of operation.
Optionally, the first tag further comprises a representation of
expected emotional response to the first segment. Optionally,
the controller further comprises a training module configured
to receive the first tag and measurements taken by the device
during the first duration, and to train an emotional response
model utilizing the first tag and the measurements. Option-
ally, the first tag depends on information conveyed by the first
segment, and does not depend mainly on behavior of the user
while being exposed to the first segment. Optionally, the
sensor comprises an image capturing device and the device is
a battery powered sensor that measures a physiological signal
and is coupled to the user. Optionally, the device is a battery
powered sensor that is coupled to the user and measures a
physiological signal. Optionally, the sensor is coupled to the
user and measures a physiological signal of the user. Option-
ally, the sensor operates substantially independently of
whether the user is exposed to segments of content identified
by tags; and the device is a battery powered sensor that is
mainly used to measure affective response of the user while
the user is exposed to segments identified by tags. Optionally,
the first and second segments and the first and second tags are
generated by an interactive computer game having an element
whose actions in the game are at least partially controlled by
the user. Optionally, the power consumption of the device
when operating in the second mode of operation is essentially
Zero.

In one embodiment, a method for utilizing a sensor to
reduce power consumption of a device used to measure affec-
tive response, comprising: receiving a first tag that indicates a
first duration during which to measure affective response to a
first segment of content by operating the device in a first mode
of operation; receiving a first indication that a first measure-
ment of a user, taken by the sensor in temporal vicinity of the
first duration, reaches a first predetermined threshold; config-
uring the device to operate in the first mode of operation to
measure affective response of the user to the first segment;
receiving a second tag that indicates a second duration during
which to measure affective response to a second segment of
content by operating the device in the first mode of operation;
receiving a second indication that a second measurement of
the user, taken by the sensor in temporal vicinity of the second
duration, does not reach a second predetermined threshold;
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and configuring the device to operate in a second mode of
operation to measure affective response of the user to the
second segment; wherein power consumption of the device
when operating in the first mode of operation is significantly
higher than the power consumption of the device when oper-
ating in the second mode of operation. Optionally, the first tag
further comprises a representation of an expected emotional
response to being exposed to the first segment. Optionally, the
method further comprises forwarding, to a module that trains
an emotional response model, the first tag and measurements
of the affective response of the user to being exposed to the
first segment. Optionally, the first tag depends on information
conveyed by the first segment, and does not depend mainly on
behavior of the user while being exposed to the first segment.
Optionally, the sensor comprises an image capturing device
and the device is a battery powered sensor that measures a
physiological signal and coupled to the user. Optionally, the
device is a battery powered sensor that is coupled to the user
and measures a physiological signal. Optionally, the sensor is
coupled to the user and measures a physiological signal of the
user. Optionally, the sensor operates substantially indepen-
dently of whether the user is exposed to segments of content
identified by tags; and the device is a battery powered sensor
that is mainly used to measure affective response of the user
while exposed to segments identified by tags. Optionally, the
method further comprises generating the first segment and the
first tag by an interactive computer game having an element
whose actions in the game are at least partially controlled by
the user; wherein the first tag corresponds to a certain event
occurring in the first segment.

In one embodiment, a controller configured to utilize a
sensor to reduce power consumption of a device operative to
measure affective response, comprising: a first interface con-
figured to receive a first tag that indicates a first duration
during which to measure affective response to a first segment
of'content by operating the device in a first mode of operation;
wherein the device is battery powered and measures a physi-
ological signal; a second interface configured to receive a first
measurement of a user taken by the sensor in temporal vicin-
ity of the first duration; and a processor configured to: deter-
mine that the first measurement reaches a first predetermined
threshold, and to select the first mode of operation for oper-
ating the device during the first duration while measuring
affective response of the user to the first segment; the first
interface is further configured to receive a second tag that
indicates a second duration during which to measure affective
response to a second segment of content by operating the
device in the first mode of operation; the second interface is
further configured to receive a second measurement of the
user taken by the sensor in temporal vicinity of the second
duration; the processor is further configured to determine that
the second measurement does not reach a second predeter-
mined threshold, and to select a second mode of operation for
operating the device during the second duration while mea-
suring affective response of the user to the second segment;
wherein power consumption of the device when operating in
the first mode of operation is significantly higher than power
consumption of the device when operating in the second
mode of operation.

FIG. 8 illustrates one embodiment of a system 350 that is
configured to reduce power consumption of a device 358 by
overriding instructions to measure indicated by tags. The
system 350 includes at least a mode-selector 352 and a thresh-
old module 362.

The mode-selector 352 is configured to receive tags corre-
sponding to segments of content, such as the tags illustrated in
FIG. 3. In one embodiment, the mode-selector 352 is config-
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ured to receive the first tag 292a and the second tag 2925
corresponding to first and second segments of content,
respectively. The first tag 292 indicates to operate the device
358 in a first mode of operation 357a to measure affective
response to the first segment. The second tag 2925 indicates to
operate the device 358 in a first mode of operation 357a to
measure affective response to the second segment.

The threshold module 362 is configured to receive, from a
sensor 360, measurements of affective response of the user
114, taken in period corresponding to an exposure of the user
to segments of content. Optionally, a measurement corre-
sponding to a certain segment of content is taken essentially
before the end of exposure of the user to the segment. Thus,
the measurement may reflect a condition of the user 114
during the time of exposure to a segment of content, such as
astate of affective response of the user. Optionally, the thresh-
old module 362 is also configured to determine whether the
measurement reaches a predetermined threshold.

In one embodiment, a measurement taken essentially
before end of exposure of the user to a segment of content
means that the measurement is taken during a period spanning
when the user is exposed to the segment, and possibly before
that. For example, the measurement may be taken over a
period spanning from 10 seconds before exposure to the
segment starts and until half of the segment has been exposed
to the user. Optionally, a period in which the measurement is
taken may also extend a bit after the end of exposure, for
example, a measurement taken 5 seconds after the end of
exposure may still be considered as being taken essentially
before end of exposure.

In another embodiment, a measurement of a user 114 taken
by a sensor, such as the sensor 360, essentially before end of
exposure of the user to a segment of content, may be taken
during a period that starts, and possibly ends, prior to the
beginning of the exposure to the segment. Thus, for example,
ameasurement taken with the sensor 360 may be indicative of
the state and/or expected state of the user 114 during the
exposure to the segment of content.

Measurements of the user 114 taken by a sensor, such as the
sensor 360, may be processed, in some embodiments, prior to
being evaluated by the threshold module 362. For example,
the measurements may undergo filtration, normalization,
and/or feature extraction. Optionally, at least some of the
processing of the measurements is performed by the thresh-
old module 362. Alternatively or additionally, at least some of
the processing is performed by the sensor 360.

In one embodiment, the threshold module 362 is config-
ured to receive a first measurement 3614 and a second mea-
surement 3615 of a user taken by the sensor 360 essentially
before end of exposure of the user to the first and second
segments, respectively. That is, the first measurement 361a is
taken essentially before the end of exposure of the user to the
first segment, and the second measurement 3615 is taken
essentially before the end of exposure of the user to the
second segment. Optionally, the threshold module 362 may
determine that the first measurement 361a reaches a first
predetermined threshold, and may optionally indicate thereof
to the mode-selector 352 (i.e., that the first measurement 361a
reaches the first predetermined threshold). Optionally, the
threshold module 362 may determine that the second mea-
surement 3615 does notreach a second predetermined thresh-
old, and may optionally indicate to the mode-selector 352
thereof (i.e., that the second measurement 3615 does not
reach the second predetermined threshold).

In one example, a predetermined threshold is a value of a
physiological signal. In another example, the predetermined
threshold is a value that is computed in temporal vicinity to
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when measurements of the user 114 are taken by a sensor. In
yet another example, a predetermined threshold is derived
from a behavioral cue. In still another example, a predeter-
mined threshold includes a value representing an emotional
response that can be computed from data comprising mea-
surements of a sensor, such as the sensor 360. Optionally,
computing a predetermined threshold is done utilizing addi-
tional information to the measurements received from a sen-
sor, such as the sensor 360.

The threshold module 362 may indicate to the mode-selec-
tor 352 whether a measurement taken by the sensor 360
reaches a predetermined threshold. There may be different
ways in which the threshold module 362 may make such
indications. In one example, the threshold module 362 signals
(e.g., via a message communicated to the mode-selector 352)
a value that describes if the measurement reached the thresh-
old, and/or the actual measurement value and/or the differ-
ence between the measurement value and the threshold. In
another example, the threshold module 362 sends a signal to
the mode-selector 352 when the measurement reaches the
threshold, and if no signal is sent, the mode-selector 352
operates under the assumption that the measurement did not
reach the threshold. Alternatively, the threshold module 362
may send a signal to the mode-selector 352 when the mea-
surement does not reach the threshold, and if no signal is sent,
the mode-selector 352 operates under the assumption that the
measurement reached the threshold.

The mode-selector 352 is configured to select a mode of
operation for the device 358 to operate in when measuring
affective response of the user 114. Optionally, the selection of
a mode of operation may be done according to an indication
in a received tag, such as the tags 292q and/or 2925. Option-
ally, the mode-selector 352 may make a selection of the mode
of operation also according to other information such as an
indication from the threshold module 362 regarding whether
or not a measurement value of the sensor 360 reaches a
predetermined threshold. Optionally, a mode of operation for
the device 358 is chosen from a set that includes the first mode
of operation 357a and a second mode of operation 35754.

In one embodiment, the mode-selector 352 selects the first
mode of operation 357a, as indicated by the first tag 2924, for
measuring the affective response of the user to the first seg-
ment of content. The mode-selector makes this selection
because the threshold module indicates that the measurement
361a reaches a first predetermined threshold. However, the
mode-selector 352 overrides the first mode of operation 357a,
indicated by the second tag 2925, based on indication of the
threshold module 362 that the second measurement 3615
does not reach a second predetermined threshold. The power
consumption of the device 358 when operating in the second
mode of operation 3575 is significantly lower than the power
consumption of the device 358 when operating in the first
mode of operation 357a. Thus, by switching modes of opera-
tion of the device 358, the mode-selector 352 is able to help
reduce the power consumption of the device 358.

In one example, the mode-selector 352 may override a
tentative choice of the first mode of operation 3574 (as indi-
cated by a tag), by replacing the selected first mode of opera-
tion 357a with the second mode of operation 3575. For
instance, this may be done by changing parameters originally
set by the mode-selector 352 according to information
received from the threshold module 362. In another example,
overriding may be achieved by the threshold module 362
running before the mode-selector 352 receives a tag indicat-
ing the desired mode of operation. If the threshold module
362 determines that a measurement of the user taken with the
sensor 360 does not reach a predetermined threshold, it may
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prevent the tag from reaching the mode-selector 352, thus
casing the mode-selector 352 not to select the first mode of
operation 357q for the device 358. In this example, the default
behavior of the device 358 may be to operate in the second
mode of operation 3575; thus blocking the tag from reaching
the mode-selector 352 and/or blocking the mode-selector 352
from acting according to the tag is equivalent to selecting the
second mode of operation for the device 358.

In some embodiments, the power consumption of the
device 358 while operating in the first mode of operation 3574
may be significantly higher than its power consumption while
operating in the second mode of operation 357h. Conse-
quently, by selecting for certain durations, the second mode of
operation 3575 for the device 358 to operate in, instead of the
intended first mode of operation 357a, the total amount of
energy consumed over time by the device 358 may be
reduced. Additionally, the mode-selector 352 may reduce the
power consumption of other elements that participate in the
processing of the affective response measurements taken by
the device 358, such as a processor that processes the data
comprising the measurements. Optionally, the power con-
sumption of the device 358 while operating at the second
mode of operation 35756 is essentially zero. For example, by
essentially zero it is meant that the power consumption is at
most 5% of the power consumption of the device 358 when
operating at the first mode of operation 357a.

In one embodiment, the mode-selector 352 selects a mode
of operation, from two modes of operation: a first mode of
operation that is a standby mode of operation, and a second
mode of operation that is a normal mode of operation. In this
example, as is the case with many sensors and/or devices,
when the device 358 operates in the standby mode, it con-
sumes significantly less power compared to when it operates
in the normal mode of operation.

In another embodiment, selecting a mode of operation, by
the mode-selector 352, may involve selecting different
parameter settings for the operation of a device, such as
setting resolution of images captured by a camera, or brain-
wave frequencies that are to be monitored using EEG.

In one embodiment, the system 350 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
comprising measurements of affective response of the user
114 taken with the device 358.

In one embodiment, the system 350 includes a module for
training a model for a measurement Emotional Response
Predictor (measurement ERP), such as the model trainer 290
illustrated in FIG. 4. The module receives as input measure-
ments of affective response of the user 114 to segment of
content corresponding to tags, which were taken by the device
358. Optionally, the measurements may be processed prior to
being sent to the module to be used for training; for instance,
the measurements undergo filtering and/or feature extraction
in order to produce feature values that are included in one or
more training samples utilized by the module. The module
may also receive tags as input. For example, the tag 2924 may
include values indicative of an expected emotional response
to the first segment of content to which the user 114 was
exposed while the measurements were taken. Thus, the mod-
ule can create a training sample that includes measurement
values along with the corresponding emotional response a
user is likely to experience. The training sample can then be
utilized by a machine learning-based algorithm that trains an
emotional response model.

In one embodiment, the sensor 360 comprises an image
capturing device and the device 358 is a battery powered
sensor that measures a physiological signal and is attached to
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or implanted in the user (e.g., GSR or EEG). Optionally, the
image capturing device is directed at a location in which the
user is expected to be in order to look at a displayed content.
Images captured by the device 358 may be utilized in order to
determine whether the user is present and/or paying attention
to the content, and the mode of operation for the device 358 is
selected accordingly.

In one embodiment, the device 358 is a battery powered
sensor that is attached to or implanted in the user, and mea-
sures a physiological signal (e.g., a bracelet with an embed-
ded GSR sensor, or headgear with embedded EEG sensors).
Additionally, the sensor 360 may be a sensor that is attached
to or implanted in the user, and measures a physiological
signal (e.g., a bracelet with an embedded GSR sensor, or
headgear with embedded EEG sensors).

In one embodiment, the sensor 360 operates substantially
independently of whether the user 114 is exposed to segments
of content identified by tags. Optionally, the device 358 is a
battery powered sensor that is mainly used to measure affec-
tive response of the user while exposed to segments identified
by tags. For example, the sensor 360 may be a movement
sensor (e.g., an accelerometer in a mobile phone that works
substantially all the time), and the device 358 may be a battery
operated EEG sensor embedded in headgear. In another
example, the sensor 360 may be a camera embedded in a
television, such as a camera that enables gesture control of the
television and thus operates substantially whenever the tele-
vision is on; the device 358 in this example may be a bracelet
with embedded sensors that monitor heart rate and/or GSR. In
one example, by “substantially independently of whether the
user is exposed . . . ” it is meant that the normal behavior,
unless specifically overridden by the user or software, is for
the sensor 360 to operate without respect to tags. In another
example, by “substantially independently of whether the user
is exposed . . . 7 itis meant that the sensor 360 has a controller
that does not take into consideration instructions or indica-
tions that appear in tags.

In one embodiment, the mode-selector 352 and/or the
threshold module 362 are part of a device belonging to the
user 114. Optionally, the device is a mobile device, such as a
smart phone or tablet computer. Optionally, the mode-selec-
tor 352, and/or the threshold module 362, are implemented, at
least in part, as software running on a processor of the device.

In another embodiment, the mode-selector 352 and/or the
threshold module 362 are implemented, at least in part, via a
program that is run on a processor located on a server typi-
cally remote of the user, such as a cloud-based server.

In one embodiment, the mode-selector 352 and the thresh-
old module 362 are implemented at least in part with soft-
ware. Optionally, the mode-selector 352 and the threshold
module 362 share at least some of the same software modules.
Optionally, the mode-selector 352 and the threshold module
362 both utilize the same processor to run at least some of
their software modules. Optionally, the mode-selector 352
and the threshold module 362 are both implemented via the
same program.

In one embodiment, the mode-selector 352 is implemented
as part of the device 358. In one example, the mode-selector
352 is implemented as a software module associated with the
device 358. In another example, the mode-selector 352 is
realized via hardware that is embedded in the device 358.

In one embodiment, the threshold module 362 is imple-
mented as part of the sensor 360. In one example, threshold
module 362 is implemented as a software module associated
with the sensor 360. In another example, the threshold mod-
ule 362 is realized via hardware that is embedded in the sensor
360.
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In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 358 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 358 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 358 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, the first tag 292a and the second tag
292b are generated by an interactive computer game which,
such as the interactive computer game 294 illustrated in FIG.
5. The computer game may generate segments of content to
which the user may be exposed. Optionally, tags are gener-
ated by the computer game in order to gauge affective
response of the user to segments of content generated by the
computer game.

FIG. 9illustrates one embodiment of a method for reducing
power consumption by overriding an instruction to measure.
The method includes the following steps:

In step 370, receiving first and second tags corresponding
to first and second segments of content, respectively; the first
and second tags indicate to operate a device in a first mode of
operation to measure aftective response to the first and second
segments.

Instep 371, receiving a first measurement of a user taken by
a sensor essentially before end of exposure of the user to the
first segment. Alternatively or additionally, the first measure-
ment may be taken during a period that starts before the start
of the exposure of the user to the first segment.

In step 372, determining that the first measurement reaches
afirst predetermined threshold, and selecting the first mode of
operation for the device to operate in order to measure affec-
tive response of the user to the first segment. Optionally, the
device is also configured to operate in the first mode of opera-
tion during a duration indicated by the first tag.

In step 373, receiving a second measurement of the user,
taken by the sensor essentially before end of exposure of the
user to the second segment. Alternatively or additionally, the
second measurement may be taken during a period that starts
before the start of the exposure of the user to the second
segment.

And In step 374, determining that the second measurement
does not reach a second predetermined threshold, and over-
riding first mode of operation indicated by the second tag by
selecting a second mode of operation in which to operate the
device to measure affective response of the user to the second
segment. Optionally, the device is also configured to operate
in the second mode of operation during a duration indicated
by the second tag.

In one embodiment, power consumption of the device
when operating in the second mode of operation is signifi-
cantly lower than the power consumption of the device when
operating in the first mode of operation. Thus, the overriding
implemented in step 374 can enable the system to reduce its
energy consumption. For example, at certain times, it might
not be beneficial for the system to measure the user with the
device; for instance, when the user is not paying attention to
the content (e.g., not looking at the content), and/or the user is
not in a desired state (e.g., a measurement taken by the sensor
indicate the user is not in the desired emotional state). During
such times, the system may elect to override an instruction to
measure the user, and thus reduce the power consumed by the
device without significantly reducing from the utility of the
measurements of the device to the system (since in this
example, they are not suitable).
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In one embodiment, a system configured to reduce power
consumption by overriding an instruction to measure, com-
prising: a mode-selector configured to receive first and sec-
ond tags corresponding to first and second segments of con-
tent, respectively; wherein the first and second tags indicate to
operate a device in a first mode of operation to measure
affective response to the first and second segments; and a
threshold module configured to receive first and second mea-
surements of a user taken by a sensor essentially before end of
exposure of the user to the first and second segments, respec-
tively; the threshold module is further configured to deter-
mine that the first measurement reaches a first predetermined
threshold; the threshold module is further configured to deter-
mine that the second measurement does not reach a second
predetermined threshold, and to indicate thereofto the mode-
selector; the mode-selector is further configured to: operate
the device in the first mode of operation to measure affective
response of the user to the first segment, and to override first
mode of operation indicated by the second tag, by operating
the device in a second mode of operation to measure affective
response of the user to the second segment; wherein power
consumption of the device when operating in the second
mode of operation is significantly lower than the power con-
sumption of the device when operating in the first mode of
operation. Optionally, the threshold module is further config-
ured to determine that the first measurement reaches a first
predetermined threshold, and to indicate thereofto the mode-
selector. Optionally, the first tag further comprises a repre-
sentation of an expected emotional response to the first seg-
ment. Optionally, the system further comprising a training
module configured to train an emotional response predictor;
the training module configured to receive the first tag and an
affective response measurement taken by the device while
operating in the first mode of operation. Optionally, the sensor
comprises an image capturing device and the sensor is a
battery powered sensor that measures a physiological signal
and is attached to or implanted in the user. Optionally, the
device is a battery powered sensor that is coupled to the user
and measures a physiological signal of the user. Optionally,
the sensor is coupled to the user and measures a physiological
signal of the user. Optionally, the sensor operates substan-
tially independently of whether the user is exposed to seg-
ments having corresponding tags; and the device is mainly
used to measure affective response of the user while exposed
to segments having corresponding tags. Optionally, the sys-
tem further comprising an interactive computer game config-
ured to generate the first segment and the first tag; wherein the
interactive computer game has an element whose actions in
the game are at least partially controlled by the user. Option-
ally, the power consumption of the device when operating in
the second mode of operation is essentially zero.

In one embodiment, a method for reducing power con-
sumption by overriding an instruction to measure, compris-
ing: receiving first and second tags corresponding to first and
second segments of contents, respectively; wherein the first
and second tags indicate to operate a device in a first mode of
operation to measure affective response to the first and second
segments; receiving a first measurement of a user taken by a
sensor essentially before end of exposure of the user to the
first segment; determining that the first measurement reaches
afirst predetermined threshold, and selecting the first mode of
operation for the device to operate in to measure affective
response of the user to the first segment; receiving a second
measurement of the user taken by the sensor essentially
before end of exposure of the user to the second segment; and
determining that the second measurement does not reach a
second predetermined threshold, and overriding first mode of
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operation indicated by the second tag by selecting a second
mode of operation in which to operate the device to measure
affective response of the user to the second segment; wherein
power consumption of the device when operating in the sec-
ond mode of operation is significantly lower than the power
consumption of the device when operating in the first mode of
operation. Optionally, the first tag further comprises a repre-
sentation of'an expected emotional response of auser to being
exposed to the first segment. Optionally, the method further
comprises forwarding, to a training module that trains an
emotional response predictor, the first tag and measurements
of the affective response of the user to being exposed to the
first segment. Optionally, the first tag depends on information
conveyed by the first segment, and does not depend mainly on
behavior of the user while being exposed to the first segment.
Optionally, the sensor comprises an image capturing device
and the sensor is a battery powered sensor that measures a
physiological signal and is attached to or implanted in the
user. Optionally, the device is a battery powered sensor that is
coupled to the user and measures a physiological signal of the
user. Optionally, the sensor is coupled to the user and mea-
sures a physiological signal of the user. Optionally, the sensor
operates substantially independently of whether the user is
exposed to segments having the corresponding tags; and the
device is mainly used to measure affective response of the
user while exposed to segments of content having corre-
sponding tags. Optionally, the method further comprises gen-
erating the first segment and the first tag by an interactive
computer game having an element whose actions in the game
are at least partially controlled by the user; and the first tag
corresponds to a certain event occurring in the first segment.

In one embodiment, a system configured to reduce power
consumption by overriding instruction to measure, compris-
ing: a mode-selector configured to receive first and second
tags corresponding to first and second segments of content,
respectively; wherein the first and second tags indicate to
operate a device in a first mode of operation to measure
affective response to the first and second segments; and
wherein the device is battery operated and measures a physi-
ological signal of auser; and a threshold module configured to
receive first and second measurements of the user taken by a
sensor essentially before end of exposure of the user to the
first and second segments, respectively; the threshold module
is further configured to determine that the first measurement
reaches a first predetermined threshold and indicate thereofto
the mode-selector, and to determine that the second measure-
ment does not reach a second predetermined threshold and
indicate thereof to the mode-selector; the mode-selector is
further configured to: select the first mode of operation for the
device to operate in to measure affective response of the user
to the first segment, and to override first mode of operation
indicated by the second tag, by selecting a second mode of
operation for the device to operate in to measure affective
response of the user to the second segment; wherein power
consumption of the device when operating in the second
mode of operation is significantly lower than the power con-
sumption of the device when operating in the first mode of
operation.

FIG. 10 illustrates one embodiment of a system 380 that is
configured to reduce power consumption of a device 388 by
overriding instructions to measure indicated by tags. The
system 380 includes at least a mode-selector 382 and a gaze
analyzer 384.

The mode-selector 382 is configured to receive tags corre-
sponding to segments of content, such as the tags illustrated in
FIG. 3. In one embodiment, the mode-selector is configured
to receive the first tag 2924 and the second tag 2925 corre-
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sponding to first and second segments of content, respec-
tively. The first tag 292a indicates to operate the device 388 in
a first mode of operation 3874 to measure affective response
to the first segment. The second tag 2925 indicates to operate
the device 388 in a first mode of operation 387a to measure
affective response to the second segment.

The gaze analyzer 384 is configured to receive, eye track-
ing data of the user 114 acquired by an eye tracker 389, taken
in period corresponding to an exposure of the user 114 to
segments of content. Optionally, eye tracking data of the user
114 corresponding to a certain segment of content is acquired
essentially during exposure of the user to the segment.

In one example, by “essentially during” it is meant that
most of the duration during which the eye tracking data was
acquired overlaps with when the user was exposed to the
certain segment. In another example, by “essentially during”
it is meant that the eye tracking data was acquired during the
exposure, or during a period starting shortly before the expo-
sure (e.g., shortly before may be up to 15 seconds before).
Thus, the eye tracking data may reflect a condition of the user
114 during the time of exposure to a segment of content, in
particular it may be determined if the user is paying attention
to the segment and/or a display via which the user is exposed,
or is to be exposed, to the segment.

In one embodiment, the gaze analyzer 384 is configured to
receive first eye tracking data of the user 114 acquired essen-
tially during exposure of the user to the first segment. The
gaze analyzer 384 is also configured to receive second eye
tracking data of the user 114 acquired essentially during
exposure of the user to the second segment. Optionally, the
first and second eye tracking data are acquired by the eye
tracker 389. Optionally, the first and second eye tracking data
may undergo processing, such as filtration, normalization,
and/or feature extraction. Optionally, processing the first and
second eye tracking data may involve analysis of the eye
tracking data to determine for different times directions of
gaze of the user and/or objects the user was looking at.
Optionally, at least some of the processing of the eye tracking
data is performed by gaze analyzer 384. Alternatively or
additionally, at least some of the processing is performed by
the eye tracker 389. Additionally or alternatively, at least
some of the processing is performed by an external module,
such as a cloud-based server running analysis software. Addi-
tional information regarding eye tracking and computing the
gaze-based attention level is given below.

The gaze analyzer 384 is also configured to determine from
eye tracking data it receives whether a gaze-based attention
level, computed from the eye tracking data, reached a prede-
termined threshold. Optionally, the gaze analyzer 384 may
indicate to other modules, such as the mode-selector 382,
whether the predetermined threshold was reached. Option-
ally, a gaze-based attention level, computed from eye tracking
data acquired during exposure of the user 114 to a segment of
content, may correspond to an attention level of the userto the
content. Optionally, this information may be utilized in order
to determine whether it is worthwhile at that time to measure
the user with the device 388 in order to measure affective
response of the user to the content: if the user is not paying
attention to the content, then an affective response measure-
ment taken at that time may not accurately represent the
user’s attitude towards the content.

In one embodiment, the gaze analyzer 384 is configured to
determine from the first eye tracking data that a gaze-based
attention level to the first segment reaches a first predeter-
mined threshold, and may optionally indicate to the mode-
selector 382 thereof (i.e., that the gaze-based attention level to
the first segment reaches the first predetermined threshold).
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Additionally, the gaze analyzer 384 is configured to deter-
mine from the second eye tracking data that a gaze-based
attention level to the second segment does not reach a second
predetermined threshold, and may optionally indicate to the
mode-selector 382 thereof (i.e., that the gaze-based attention
level to the second segment does not reach the second prede-
termined threshold).

Herein, by stating that a value reaches a predetermined
threshold, it is meant that the value equals or exceeds the
predetermined threshold. In addition, a predetermined thresh-
old to which a value a measurement of affective response is
compared, refers to a value of which there is prior knowledge.
For example, the threshold value itself is known and/or com-
puted prior to when the comparison is made. Additionally or
alternatively, a predetermined threshold may utilize a thresh-
old value that is computed according to logic (such as func-
tion) that is known prior to when the comparison is made.

In one embodiment, the first predetermined threshold and
the second predetermined threshold may represent different
thresholds. For example, reaching the first predetermined
threshold is based on achieving different value than is
required to pass the second predetermined threshold. Thus,
there may be cases in which a certain value may reach the first
predetermined threshold, but not reach the second predeter-
mined threshold. Alternatively, in another embodiment, the
first predetermined threshold and the second predetermined
threshold may represent essentially the same predetermined
threshold. Thus, in this embodiment, a value that reaches the
first predetermined threshold also reaches the second prede-
termined. Similarly, in this embodiment, a value that does not
reach the first predetermined threshold also does not reach the
second predetermined threshold.

In one embodiment, a predetermined threshold, such as the
first or second predetermined thresholds, has a fixed value.
For example, the predetermined threshold may be 50%, rep-
resenting that a user’s eye tracking data should indicate that
the user looked at the content for at least half of the time. In
another example, the predetermined threshold may be 7, and
represent the fact that a user’s gaze-based attention level, as
determined by a certain function that computes gazed-based
attention level from eye tracking data on a scale of 1 to 10, is
7 or more.

In another embodiment, when a predetermined threshold is
computed various factors may be taken into account, such as
the length of the duration during which eye tracking data was
acquired, the type of content the use was exposed to, and/or
characteristics of the user and/or the environment. Thus,
based on one or more of these factors, the predetermined
threshold may represent lower or higher degrees of required
attention in order for the predetermined threshold to be con-
sidered reached. In one example, a longer duration in which
eye tracking is acquired may lead to a decrease in a predeter-
mined threshold that represents a percentage of time a user
looks at the content; it may be difficult in some situations to
continually look at content (e.g., when outside in the com-
pany of other people), so the threshold can be relaxed in such
situations. In another example, the predetermined threshold
used with a user that is a child may be lower than that of an
adult, since for some children, it is more difficult to stay
concentrated for long. In another example, the predetermined
threshold used with content that is a commercial may be
lower than the predetermined threshold used for content that
is a movie or television program, since users tend to pay less
attention to commercials (though often measurements in
these situations are desired). In still another example, the type
of display on which content is consumed may influence the
predetermined threshold. For instance, a display that is head-
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mounted (e.g., an augmented reality display) may have a
different, possibly higher, predetermined threshold associ-
ated with it, compared to a display on a smartphone, since
content on an augmented reality display may be clearer and
easy to see if the user desires to look at it.

The gaze analyzer 384 may indicates to the mode-selector
382 whether a gaze-based attention level computed from eye
tracking data reaches a predetermined threshold. There may
be different ways in which the gaze analyzer 384 may make
such indications. In one example, the gaze analyzer 384 sig-
nals (e.g., via a message communicated to the mode-selector
382) a value that describes if the gaze-based attention level
reached the threshold, and/or the actual gaze-based attention
level and/or the difference between the gaze-based attention
level and the threshold. In another example, the gaze analyzer
384 sends a signal to the mode-selector 382 when the gaze-
based attention level reaches the threshold, and if no signal is
sent, the mode-selector 382 operates under the assumption
that the gaze-based attention did not reach the threshold.
Alternatively, the gaze analyzer 384 may send a signal to the
mode-selector 382 when the gaze-based attention does not
reach the threshold, and if no signal is sent, the mode-selector
382 operates under the assumption that the gaze-based atten-
tion reached the threshold.

The mode-selector 382 is configured to select a mode of
operation for the device 388 to operate in when measuring
affective response of the user 114. Optionally, the selection of
a mode of operation may be done according to an indication
in a received tag. Optionally, the mode-selector 382 may
make a selection of the mode of operation also according to
other information such as an indication from the gaze ana-
lyzer 384 regarding whether or not a gaze-based attention
level computed from eye tracking data reaches a predeter-
mined threshold. Optionally, a mode of operation for the
device 388 is chosen from a set that includes the first mode of
operation 3874 and a second mode of operation 3875.

In one embodiment, the mode-selector 382 selects the first
mode of operation 3874, as indicated by the first tag 2924, for
measuring the affective response of the user to the first seg-
ment of content. The mode-selector 382 makes this selection
because the gaze analyzer 384 indicates that the gaze-based
attention level to the first segment reaches the first predeter-
mined threshold. However, the mode-selector 382 overrides
the first mode of operation 3874, indicated by the second tag
292p, based on indication of the gaze analyzer 384 that the
second the gaze-based attention level to the second segment
does not reach the second predetermined threshold. The
power consumption of the device 388 when operating in the
second mode of operation 3875 is significantly lower than the
power consumption of the device 388 when operating in the
first mode of operation 3874. Thus, by switching modes of
operation of the device 388, the mode-selector 382 is able to
help reduce the power consumption of the device 388 when it
is not likely that measurements of the user with the device 388
are going to be useful.

In one example, the mode-selector 382 may override a
tentative choice of the first mode of operation 3874 (as indi-
cated by a tag), by replacing the selected first mode of opera-
tion 387a with the second mode of operation 3875. For
instance, this may be done by changing parameters originally
set by the mode-selector 382 according to information
received from the threshold-module 384. In another example,
overriding may be achieved by the gaze analyzer 384 running
before the mode-selector 382 receives a tag indicating the
desired mode of operation. If the gaze analyzer 384 deter-
mines that a measurement of the user taken with the sensor
360 does not reach a predetermined threshold, it may prevent
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the tag from reaching the mode-selector 382, thus casing the
mode-selector 382 not to select the first mode of operation
387a for the device 388. In this example, the default behavior
of the device 388 may be to operate in the second mode of
operation 3875b; thus blocking the tag from reaching the
mode-selector 382 and/or blocking the mode-selector 382
from acting according to the tag is equivalent to selecting the
second mode of operation for the device 388.

In some embodiments, the power consumption of the
device 388 while operating in the first mode of operation 3874
may be significantly higher than its power consumption while
operating in the second mode of operation 387h. Conse-
quently, by selecting for certain durations, the second mode of
operation 3875 for the device 388 to operate in, instead of the
intended first mode of operation 387a, the total amount of
energy consumed over time by the device 388 may be
reduced. Additionally, the mode-selector 382 may reduce the
power consumption of other elements that participate in the
processing of the affective response measurements taken by
the device 388, such as a processor that processes the data
comprising the measurements. Optionally, the power con-
sumption of the device 388 while operating at the second
mode of operation 3875 is essentially zero. For example, by
essentially zero it is meant that the power consumption is at
most 5% of the power consumption of the device 388 when
operating at the first mode of operation 387a.

In one embodiment, the mode-selector 382 selects a mode
of operation, from two modes of operation: a first mode of
operation that is a standby mode of operation, and a second
mode of operation that is a normal mode of operation. In this
example, as is the case with many sensors and/or devices,
when the device 388 operates in the standby mode, it con-
sumes significantly less power compared to when it operates
in the normal mode of operation.

In another embodiment, selecting a mode of operation, by
the mode-selector 382, may involve selecting different
parameter settings for the operation of a device, such as
setting resolution of images captured by a camera, or brain-
wave frequencies that are to be monitored using EEG.

In one embodiment, a mode of operation for a sensor, such
as the modes 387a and/or 3875, may be implicitly or explic-
itly selected. For example, an implicit selection of the mode
of operation may occur if the device 388 does not receive a
signal that may indicate and/or influence a mode of operation
at which it operates. By contrast, an explicit selection of the
mode of operation may involve sending the device 388 infor-
mation that indicates which mode of operation to operate in
and/or parameter values that determine how the device 388 is
to operate.

In one embodiment, the system 380 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
comprising measurements of affective response of the user
114 taken with the device 388. Optionally, the measurements
taken by the device are processed prior to being sent to the
measurement ERP for prediction. For example, the measure-
ments may undergo filtering and/or feature extraction.

In one embodiment, the system 380 includes a model
trainer 290, as illustrated in FIG. Optionally, the model trainer
290 may receive as input measurements taken by the device
388, in temporal vicinity of the first duration indicated by the
tag 292a. The measurements may include affective response
of the user 114 to the first segment of content corresponding
to the tag 292a.

In one embodiment, the computer game 294, which is
illustrated in FIG. 5, generates the tags 292a and 2926
received by the mode-selector 382. Measurements taken with
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the device 388 during the first duration, indicated by the tag
292a, may then be utilized by the interactive computer game
in order to determine emotional response of the user 114 (e.g.,
by providing the measurements to a measurement ERP). The
predicted emotional response may be used in order to deter-
mine if elements in the game need to be changed in order to
improve the user experience.

In one embodiment, the functionality of the system 380 is
included in the interactive computer game 294. In this
embodiment, the computer game sets a mode of operation for
the device 388. For example, the system 380 is implemented,
at least in part, as software running on a processor belonging
to a game console. In another example, the system 380 is
implemented, at least in part, as software running on a server
running a game such as an online multiplayer game.

In one embodiment, the first and second eye tracking data
are acquired utilizing an eye tracker, such as the eye tracker
389, which includes image capturing device. Optionally, the
device 388 may be a battery powered sensor that measures a
physiological signal and is coupled to the user. Optionally, the
first and second eye tracking data are collected substantially
independently of whether the user is exposed to segments of
content identified by tags, and the device 388 comprises a
battery powered sensor that is mainly used to measure affec-
tive response of the user while exposed to segments identified
by tags.

In one embodiment, the eye tracker 389 operates substan-
tially independently of whether the user 114 is exposed to
segments of content identified by tags. Optionally, the device
388 is a battery powered sensor that is mainly used to measure
affective response of the user while exposed to segments
identified by tags. In one example, by “substantially indepen-
dently of whether the user is exposed . . . it is meant that the
normal behavior, unless specifically overridden by the user or
software, is for the eye tracker 389 to operate without respect
to tags. In another example, “substantially independently of
whether the user is exposed . . . ” it is meant that the eye
tracker 389 has a controller that may not necessarily take into
consideration instructions or indications that appear in tags.

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 388 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 388 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 388 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, the mode-selector 382 and/or the gaze
analyzer 384 are part of a device belonging to the user 114.
Optionally, the device is a mobile device, such as a smart
phone or tablet computer. Optionally, the mode-selector 382,
and/or the gaze analyzer 384, are implemented, at least in
part, as software running on a processor of the device.

In another embodiment, the mode-selector 382 and/or the
gaze analyzer 384 are implemented, at least in part, via a
program that is run on a processor located on a server typi-
cally remote of the user, such as a cloud-based server.

In one embodiment, the mode-selector 382 and the gaze
analyzer 384 are implemented at least in part with software.
Optionally, the mode-selector 382 and the gaze analyzer 384
share at least some of the same software modules. Optionally,
the mode-selector 382 and the gaze analyzer 384 both utilize
the same processor to run at least some of their software
modules. Optionally, the mode-selector 382 and the gaze
analyzer 384 are both implemented via the same program.
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In one embodiment, the mode-selector 382 is implemented
as part of the device 388. In one example, the mode-selector
382 is implemented as a software module associated with the
device 388. In another example, the mode-selector 382 is
realized via hardware that is embedded in the device 388.

In one embodiment, the gaze analyzer 384 is implemented
as part of the eye tracker 389. In one example, gaze analyzer
384 is implemented as a software module associated with the
eye tracker 389. In another example, the gaze analyzer 384 is
realized via hardware that is embedded in the eye tracker 389.

In one embodiment, the system 380 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
comprising measurements of affective response of the user
114 taken with the device 388. Optionally, the measurements
taken by the device are processed prior to being sent to the
measurement ERP for prediction. For example, the measure-
ments may undergo filtering and/or feature extraction.

In one embodiment, the system 380 includes a model
trainer 290, as illustrated in FIG. Optionally, the model trainer
290 may receive as input measurements taken by the device
388, in temporal vicinity of the first duration indicated by the
tag 292a. The measurements may include affective response
of the user 114 to the first segment of content corresponding
to the tag 292a.

FIG. 11 illustrates one embodiment of a method for reduc-
ing power consumption by utilizing eye tracking to override
instructions conveyed by tags. The method includes the fol-
lowing steps:

In step 390, receiving first and second tags corresponding
to first and second segments of contents, respectively; the first
tag indicates to operate a device in a first mode of operation to
measure affective response to the first segment, and the sec-
ond tag indicates to operate the device in the first mode to
measure affective response to the second segment.

In step 391, receiving first eye tracking data of the user
acquired essentially during exposure of the user to the first
segment.

In step 392, determining, based on the first eye tracking
data, that a gaze-based attention level to the first segment
reaches a first predetermined threshold, and operating the
device in the first mode of operation to measure affective
response of the user to the first segment.

In step 393, receiving second eye tracking data of the user
acquired essentially during exposure of the user to the second
segment.

And in step 394, determining, based on the second eye
tracking data, that a gaze-based attention level to the second
segment does not reach a second predetermined threshold,
and overriding first mode of operation indicated by the second
tag by operating the device in a second mode of operation to
measure affective response of the user to the second segment.

In one embodiment, power consumption of the device
when operating in the second mode of operation is signifi-
cantly lower than the power consumption of the device when
operating in the first mode of operation. Thus, the overriding
implemented in step 394 can enable the system to reduce its
energy consumption. For example, at certain times, it might
not be beneficial for the system to measure the user with the
device; for instance, when the user is not paying attention to
the content (e.g., not looking at the content). During such
times, the system may elect to override an instruction to
measure the user, and thus reduce the power consumed by the
device without significantly reducing from the utility of the
measurements of the device to the system (since in this
example, they are not suitable).
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In one embodiment, a system configured to reduce power
consumption by utilizing eye tracking to override instructions
conveyed by tags, comprising: a mode-selector configured to
receive first and second tags corresponding to first and second
segments of content, respectively; wherein the first and sec-
ond tags indicate to operate a device in a first mode of opera-
tion to measure affective response to the first and second
segments; and a gaze analyzer configured to receive first and
second eye tracking data of a user acquired essentially during
exposure of the user to the first and second segments, respec-
tively; the gaze analyzer is further configured to determine
from the first eye tracking data that a gaze-based attention
level to the first segment reaches a first predetermined thresh-
old; the gaze analyzer is further configured to determine from
the second eye tracking data that a gaze-based attention level
to the second segment does not reach a second predetermined
threshold, and to indicate thereof to the mode-selector; the
mode-selector is further configured to: operate the device in
the first mode of operation to measure affective response of
the user to the first segment, and to override first mode of
operation indicated by the second tag, by operating the device
in a second mode of operation to measure affective response
of the user to the second segment; wherein power consump-
tion of the device when operating in the second mode of
operation is significantly lower than the power consumption
of the device when operating in the first mode of operation.
Optionally, the gaze analyzer is further configured to indicate
to the mode-selector that the gaze-based attention level to the
first segment reaches the first predetermined threshold.
Optionally, the first and second tags further comprise repre-
sentations of expected emotional responses to the segments.
Optionally, the system further comprises a training module
configured to receive the first tag and measurements taken by
the device during the first duration, and to train an emotional
response model utilizing the first tag and the measurements.
Optionally, the first and second eye tracking data are acquired
utilizing an image capturing device, and the device is a battery
powered sensor that measures a physiological signal and is
coupled to the user. Optionally, the device is a battery pow-
ered sensor that is coupled to the user and measures a physi-
ological signal. Optionally, the first and second eye tracking
data are collected substantially independently of whether the
user is exposed to segments of content identified by tags; and
the device is a battery powered sensor that is mainly used to
measure affective response of the user while exposed to seg-
ments identified by tags. Optionally, the system further com-
prises an interactive computer game configured to generate
the first and second segments and the first and second tags;
wherein the interactive computer game has an element whose
actions in the game are at least partially controlled by the user.
Optionally, the power consumption of the device when oper-
ating in the second mode of operation is essentially zero.

In one embodiment, a method for reducing power con-
sumption by utilizing eye tracking to override instructions
conveyed by tags, comprising: receiving first and second tags
corresponding to first and second segments of content,
respectively; wherein the first and second tags indicate to
operate a device in a first mode of operation to measure
affective response to the first and second segments; receiving
first eye tracking data of the user acquired essentially during
exposure of the user to the first segment; determining, based
on the first eye tracking data, that a gaze-based attention level
to the first segment reaches a first predetermined threshold,
and operating the device in the first mode of operation to
measure affective response of the user to the first segment;
receiving second eye tracking data of the user acquired essen-
tially during exposure of the user to the second segment; and
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determining, based on the second eye tracking data, that a
gaze-based attention level to the second segment does not
reach a second predetermined threshold, and overriding first
mode of operation indicated by the second tag by operating
the device in a second mode of operation to measure affective
response of the user to the second segment; wherein power
consumption of the device when operating in the second
mode of operation is significantly lower than the power con-
sumption of the device when operating in the first mode of
operation. Optionally, the first tag further comprises a repre-
sentation of'an expected emotional response of auser to being
exposed to the first segment. Optionally, the method further
comprises forwarding, to a training module that trains an
emotional response predictor, the first tag and measurements
of the affective response of the user to being exposed to the
first segment. Optionally, the first tag depends on information
conveyed by the first segment, and does not depend mainly on
behavior of the user while being exposed to the first segment.
Optionally, the first and second eye tracking data are acquired
utilizing an image capturing device and the device is a battery
powered sensor that measures a physiological signal and is
coupled to the user. Optionally, the device is a battery pow-
ered sensor that is coupled to the user, and measures a physi-
ological signal. Optionally, the first and second eye tracking
data are collected substantially independently of whether the
user is exposed to segments of content identified by tags; and
the device is a battery powered sensor that is mainly used to
measure affective response of the user while exposed to seg-
ments identified by tags. Optionally, the method further com-
prises generating the first segment and the first tag by an
interactive computer game having an element whose actions
inthe game is at least partially controlled by the user; wherein
the first tag corresponds to a certain event occurring in the first
segment.

In one embodiment, a system configured to reduce power
consumption by utilizing eye tracking to override instructions
conveyed by tags, comprising: a mode-selector configured to
receive first and second tags corresponding to first and second
segments of content, respectively; wherein the first and sec-
ond tags indicate to operate a device in a first mode of opera-
tion to measure affective response to the first and second
segments; and a gaze analyzer configured to receive first and
second eye tracking data of a user acquired essentially during
exposure of the user to the first and second segments, respec-
tively; gaze analyzer is further configured to determine from
the first eye tracking data that a gaze-based attention level to
the first segment reaches a first predetermined threshold, and
to indicate thereof to the mode-selector; the mode-selector is
further configured to select the first mode of operation for the
device to operate in to measure affective response of the user
to the first segment; the gaze analyzer is further configured to
determine from the second eye tracking data that a gaze-based
attention level to the second segment does not reach a second
predetermined threshold, and to indicate thereof to the mode-
selector; the mode-selector is further configured to override
first mode of operation indicated by the second tag by select-
ing a second mode of operation for the device to operate in to
measure affective response of the user to the second segment;
wherein power consumption of the device when operating in
the second mode of operation is significantly lower than the
power consumption of the device when operating in the first
mode of operation. Optionally, the first and second eye track-
ing data are acquired utilizing an image capturing device and
the device is a battery powered sensor that measures a physi-
ological signal and is coupled to the user. Optionally, the
image capturing device and the battery powered sensor utilize
separate power sources.
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FIG. 12 illustrates one embodiment of a system 100 con-
figured to reduce power consumption according to analysis of
content. The system 100 includes at least a content ERA 104
and a controller 108.

The content ERA (Emotional Response Analyzer) 104 is
configured to (i) receive a first segment 102a of content and a
second segment 10256 of content, (ii) analyze the segments
102a and 1025, and (iii) output a first indication 1064 and a
second indication 1065. The first indication 1064 indicates
that a first value related to a prediction of emotional response
to the first segment 102a does not reach a first predetermined
threshold. The second indication 1064 indicates that a second
value related to a prediction of emotional response to the
second segment 1026 does reach a second predetermined
threshold.

Herein, a first segment of content and a second segment of
content, such as the first segment 102a and the second seg-
ment 1025, are not necessarily segments of the same content
item. For example, the segment 102a may be a clip from a first
movie, and the segment 1025 may be a clip of a second,
different, movie. In another example, the first segment 102a is
a portion of a video game play, and the second segment 1025
is a different type of content, such as a web page. Optionally,
the first and second segments are different segments of the
same content. For example, the first segment 102a¢ and the
second segment 1025 may be first and second scenes in the
same movie.

A segment of content, such as the segments 102a and/or
10254, is a portion of content to which a user 114 may be
exposed. For example, the segment of content may be a por-
tion of a conversation (e.g., messages conveyed in text, audio,
video, and/or tactile stimulation), a portion of visual media
content (e.g., belonging to amovie, web site, and/or computer
game), and/or a portion of audio content (e.g., music and/or
sound effects). Optionally, an interaction of the user 114 with
a digital device may lead to the generation of a segment of
content. For example, an interaction of the user with a com-
puter gaming device may lead to the generation of a segment
of gaming content such as the user battling a monster in a
virtual world. Optionally, an interaction of the user 114 with
a digital device may lead to the presentation of an essentially
already prepared segment of content. For example, an inter-
action of the user with a browser on a tablet computer can
trigger the presentation of a video clip to the user on the
tablet’s display.

In one embodiment, a segment of content might undergo
processing before being received by the content ERA 104
and/or before the content ERA 104 analyzes the segment of
content. Thus, the data representing the segment of content,
which gets analyzed by the content ERA 104, may not be the
same data presented to the user 114. For example, a segment
of content that includes video may undergo feature extraction
prior to being sent to the content ERA 104 (e.g., in order to
identify object, people, and/or the genre). In this example, the
exposure of the user 114 to the segment of content involves
viewing a video clip. However, the content ER A 104 receives
related data, such as feature values corresponding to objects,
people, and/or the genre of the video, and performs its analy-
sis on that data.

In one embodiment, the content ERA 104 may output the
first indication 1064 and the second indication 1065, which
may be conveyed to the controller 108. The controller 108 is
configured to select a mode of operation for operating a
device 112 based on a received indication. Optionally, the
device 112 includes a sensor that may be used to measure
affective response of the user 114. In one example, based on
the indication 1064, the controller 108 is configured to select
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for the device 112 a first mode operation 110a, and based on
the second indication 1065, the controller 108 is configured to
select for the device 112 a second mode of operation 1105.
Optionally, while operating in the first mode of operation
110a, the device 112 measures the affective response of the
user 114 to the first segment 102a. Optionally, while operat-
ing in the second mode of operation 1105, the device 112
measures the affective response of the user 114 to the second
segment 10254. Optionally, the indications 106a and 1065
may be received separately by the controller 108 (e.g., each
indication is communicated in a separate communication), or
may be received jointly (e.g., both indications are communi-
cated in the same communication).

In one embodiment, the content ER A 104 utilizes a predic-
tion of emotional response to a segment of content, and pro-
vides in a corresponding indication it produces one or more
values related to the prediction. Optionally, to make the pre-
diction, the content ERA utilizes a personalized model that
provides indications optimized for the user 114. Alterna-
tively, to make the prediction, the content ERA utilizes a
general model that is not personalized for the user 114.

In another embodiment, the indication 106a and/or the
indication 1065 may be interpreted as operating instructions
for another module in the system, such as the controller 108
and/or the device 112. For example, the indications may be
interpreted as instructions to turn the device 112 on or off,
and/or to select a specific mode of operation for the device
112. For example, the indication first 106a may be interpreted
as an instruction to select the first mode 110q, and similarly,
the second indication 1065 may be interpreted as an instruc-
tion to select the second mode 1104. In another example, the
indications 106a and/or 1065 may indicate how long the
device 112 should operate and/or specify a period of time
(e.g., by providing start and end times) in which a device 112
should operate.

It is noted that phrases like “to indicate something” or
“indicative of something” are to be interpreted as directly
and/or indirectly signaling the something. Therefore, a phrase
like “the indication is indicative of reaching a threshold”,
means that the indication directly or indirectly signals that the
threshold is reached. For example, to indicate something the
indication may explicitly state it (e.g., include information
that may be interpreted as reaching or not reaching a thresh-
0ld). In another example, to indicate something the indication
may include a value, which when interpreted by a recipient
conveys the signal (e.g., an indication may include a value of
heart rate which may be compared to a certain heart rate value
to determine if the threshold is reached). In yet another
example, a property of the indication (e.g., its size, type,
and/or the fact that it is sent), are sufficient to signal some-
thing to a recipient.

In some embodiments, the first indication 106« indicates
whether a first value, related to a prediction of emotional
response to the first segment 102a, reaches a first predeter-
mined threshold. Additionally, the second indication 1065
may indicate whether a second value, related to a prediction
of'emotional response to the second segment 1025, reaches a
second predetermined threshold. Optionally, the prediction of
emotional response to the first segment 102a is generated as
part of the analysis of the first segment 102a by the content
ERA 104. Optionally, the prediction of emotional response to
the second segment 1025 is generated as part of the analysis
of'the second segment 1025 by the content ERA 104. Option-
ally, a content emotional response predictor (content ERP) is
utilized to make the prediction of emotional response to the
first segment 102a¢ and/or the prediction of emotional
response to the second segment 1024.
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Herein, by stating that a value reaches a predetermined
threshold, it is meant that the value equals or exceeds the
predetermined threshold. In addition, a predetermined thresh-
old to which a value related to a prediction of emotional
response is compared, refers to a threshold value of which
there is prior knowledge. In one example, the threshold value
itself is known and/or computed prior to when the comparison
is made. Alternatively or additionally, a predetermined
threshold may be a threshold that is computed according to
logic (such as function) that is known prior to when the
comparison is made.

In one example, the first predetermined threshold and the
second predetermined threshold represent different thresh-
olds. For example, reaching the first threshold is based on
achieving different value than is required to pass the second
predetermined threshold. Thus, a value related to a predicted
emotional response to a certain segment of content might
reach the first predetermined threshold but not reach the sec-
ond predetermined threshold, or vice versa. In another
example, the first predetermined threshold and the second
predetermined threshold represent the same threshold. Thus,
any value related to a predicted emotional response to a cer-
tain segment that reaches the first predetermined threshold
also reaches the second predetermined. Similarly, any value
related to a predicted emotional response to a certain segment
that does not reach the first predetermined threshold also does
not reach the second predetermined threshold.

In one embodiment, the value related to the prediction of
emotional response to a segment of content may represent a
type and/or extent of an emotional response to the segment of
content. For example, the predicted emotional response needs
to be of a certain type and/or be at a certain extent, in order for
the predetermined threshold to be reached.

In one example, a predetermined threshold may relate to an
emotional response of happiness; thus, if a user is not pre-
dicted to be happy from exposure to the first segment 102a,
the indication 1064 may indicate that the first predetermined
threshold is not reached. However, if the user is predicted to
feel happy due to being exposed to the second segment 1025,
the indication 1065 may indicate that the second predeter-
mined threshold is reached. Optionally, the user for which the
predictions of emotional response are made is the user 114.

In another example, a predetermined threshold may relate
to the extent of expected expression of excitement. The
expected excitement to a segment of content may be a pre-
dicted value on a scale of 1 to 10; a predetermined threshold,
in this example, may be set to a level of 5 on the scale of 1 to
10. Thus, if a user is predicted to have an excitement of Sto a
certain segment, the indication may indicate that the prede-
termined threshold is reached, while if the excitement is pre-
dicted to be at level 2, the indication may indicate that the
predetermined threshold is not reached.

A predetermined threshold, such as the first and/or second
predetermined thresholds, may be set based on a property of
a segment of content and/or analysis of a segment of content.
For example, the type of content may influence the value of
the threshold. Given a segment of content that is a from a
video game, a first value representing excitement may be used
as a threshold, while if the segment comes from a television
program, a second, possibly lower, value may be used. In this
example, the fact that a user is likely to be more emotionally
involved in a video game (which is typically interactive),
leads to a higher threshold for a segment of a game compared
to the threshold that is used for the video game. In another
example, a short segment of content (e.g., a 10 second video
clip) corresponds to a lower threshold value for user excite-
ment than a longer segment of content (e.g., a 2 minute video
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clip). In this example, it is assumed that the longer a user is
exposed to content (at least up to a certain point), the stronger
the user’s emotional response is likely to be.

In some embodiments, a device, such as the device 112, is
used to measure affective response of the user 114. Option-
ally, the device includes a sensor and/or is a sensor. Option-
ally, the sensor may be a physiological sensor (e.g., a sensor
that measures heart rate, galvanic skin response, and/or brain-
wave activity), and/or a sensor that measures the user’s
behavior (e.g., a camera, and/or a motion detector). Option-
ally, the device may include additional components to the
sensor, such as a memory, a processor, a battery, a transmitter,
and/or a receiver. Optionally, the device may be coupled to a
user. Herein a phrase like “a device coupled to a user” refers
to a device that is attached to the user (e.g., on clothing, a
bracelet, headgear), in contact with the user’s body (e.g., a
sticker on a user’s skin), and/or implanted in the user’s body
(e.g., an implanted heart-rate sensor or implanted EEG elec-
trodes).

In some embodiments, the device 112 may output mea-
surements 113 of the affective response of the user 114.
Optionally, the measurements 113 are forwarded to other
modules of the system such as the measurement Emotional
Response Predictor (measurement ERP) 118. Optionally,
some of the measurements 113 of the device 112 may include
raw measurement values (i.e., the values undergo very little
transformation prior to their output). Alternatively or addi-
tionally, the measurements 113 may include processed values
such as values that are the result of filtering, normalization,
signal processing, feature extraction, encryption, and/or com-
pression.

In some embodiments, a mode of operation selected by a
controller, such as the first mode 110a and/or the second
mode 1105, may have preset operation parameters (such as
voltage, resolution, sampling rate). Alternatively or addition-
ally, the mode of operation may include certain operation
parameters that are computed by the controller according to
the received indication and/or other data that is available at
the time of computation.

In some embodiments, a mode of operation for the device
112 is selected from a set comprising at the first mode 110a
and the second mode 1105. Optionally, the power consump-
tion of the device 112 while operating in the first mode 110a
is significantly lower than its power consumption while oper-
ating in the second mode 1105. Consequently, by selecting
the mode of operation with respect to the information in an
indication produced by the content ERA 104, the system 100
may reduce the amount of power consumed over time by the
device 112 for measuring the affective response of the user
114. Additionally, the system 100 may reduce the power
consumption of other elements that participate in the process-
ing of the affective response measurements taken by the
device 112, such as a processor that processes the data com-
prising the measurements, and/or a transmitter that transmits
the measurements. Optionally, the power consumption of the
device 112 while operating in the first mode of operation is
substantially zero. In one example, power consumption the
device 112 is considered to be substantially zero if it is less
than 10% of the power consumption of the device 112 when
it is operating in the second mode of operation 1105. In
another example, power consumption the device 112 is con-
sidered to be substantially zero if it is less than double the of
power consumption of the device 112 when the device 112 is
in a standby mode in which the device does not take measure-
ments, does not transmit measurements, and/or does not pro-
cess measurements.
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In one example, the controller 108 chooses a mode of
operation for the device 112, from two modes of operation:
the first mode 110a corresponds to a standby mode of opera-
tion and the second mode 1105 corresponds to a normal mode
of operation. In this example, as is the case with many
devices, when the device 112 operates in the standby mode, it
consumes significantly less power compared to when it oper-
ates in the normal mode of operation.

In another example, an indication generated by the content
ERA 104, such as the first indication 106a and/or the second
indication 1065, may include a value that is indicative of a
predicted interest level of a user in a segment of content. The
controller 108 may select, according to the predicted interest
level, parameters that define a mode of operation of the device
112, such as a resolution of images captured by a camera that
is part of the device 112. If the indication indicates that the
predicted interest level is low, the controller 108 may select a
first mode of operation in which a camera captures low reso-
Iution images (e.g., 320x240 pixels). However, if the indica-
tion indicates the predicted interest level is high, the control-
ler 108 may select a second mode of operation in which the
camera captures high-resolution images (e.g., 1920x1080
pixels). In some cases, different resolutions lead to different
power consumptions for acquiring images. For instance, the
lower resolution of the first mode of operation can cause a
camera to utilize significantly less CMOS gates, compared to
the number of CMOS gates it needs to utilize in the second
mode of operation. Thus, in this example, the power con-
sumption of the device 112 operating in the first mode of
operation is significantly lower than the power consumption
of the device 112 operating in the second mode of operation.

In one embodiment, as part of its analysis of a segment of
content, the content ERA 104 predicts a value describing the
expected emotional response of a user to a segment of con-
tent. Such a value may be included in an indication created by
the content ERA 104, which is conveyed to the controller 108.
Additionally or alternatively, an indication may be indicative
of' whether the expected emotional response reaches a prede-
termined threshold; and the controller 108 selects a mode of
operation based on whether or not the predetermined thresh-
old is reached.

For example, in the course of its analysis, the content ERA
104 predicts how frightened a user is likely to get from view-
ing a segment of content thatis a video clip. An indication that
is generated by the content ERA 104, indicates on a scale of
1-10 how frightened a user is expected to be (10 being the
extremely frightened). The controller 108 receives the indi-
cation, and with respect to the indication, selects a mode of
operation for the device 112, which may be an EEG head-
mounted, battery operated, sensor that may be used to mea-
sure the affective response of the user 114 while viewing the
video clip. In order to save power, the system may elect to
measure the affective response of the user with the EEG
sensor, while the clip is played, if the emotional response is
expected to reach a predetermined threshold level, such as 3
on the scale of 1-10. Measuring the user with the EEG may
help determine to what extent the user was really frightened
while watching the video clip; however, if the predicted value
is too low, it is not likely that the clip is going to scare the user
atall, so the system chooses not to waste power on confirming
that. Thus, if the expected emotional response is below the
threshold, the controller 108 may select a “low power” mode
of operation for the device 112, in which the device 112
consumes very little power. However, if the expected emo-
tional response reaches the threshold, the controller 108 may
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select a “regular” mode of operation for the device 112, in
which the device 112 consumes significantly more power
than in the low power mode.

In one embodiment, the controller 108 may be imple-
mented as part of the content ERA 104. In another example,
the controller 108, the device 112, and the content ERA 104
are combined in a single device. Optionally, the device is
battery powered (e.g., a smart phone).

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 112 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 112 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 112 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, at least one element of the controller
108 is implemented as a dedicated hardware element. For
example, the controller 108 may be a component coupled to
the device 112. In another example, the controller 108 is
coupled to a processor that processes affective response mea-
surements.

In one embodiment, the controller 108 is implemented in
software running on a general purpose processor. In some
cases, the controller may run, at least in part, on a device
belonging to the user, such as a mobile phone. In some cases,
the controller may run, at least in part, on a system remote of
the user, such as on a cloud-based server.

In one embodiment, the controller 108 that selects a mode
of operation for the device 112 is realized as hardware that is
embedded in the housing of the device 112. For example, the
controller for a mobile EEG measuring headset may be
embedded in the headset itself, and optionally communicate
data wirelessly.

In another embodiment, the controller 108 is realized as
software that runs on a processor that belongs to the device
112. For example, the controller for a mobile EEG measuring
headset may run on a processor that belongs to the headset
and is used to process EEG measurements.

In one embodiment, the controller 108 and/or the content
ERA 104 are implemented at least in part, as software running
on a remote processor, such as a cloud-based server. For
example, the cloud-based service can be used to analyze
content that is to be presented to the user 114, such as video to
be streamed to the user’s display. According to indications of
the content ERA’s analysis, the controller 108 running on the
cloud-based service may send different operating instructions
to the device 112 regarding how to measure the user.

FIG. 14 illustrates one embodiment of a method for reduc-
ing power consumed measuring affective response. The
method includes the following steps:

In step 130, receiving a first indication derived from analy-
sis of a first segment of content.

In step 131, determining that the first indication indicates
that a first value related to a prediction of emotional response
to the first segment does not reach a first predetermined
threshold.

In step 132, configuring a device, based on the first indica-
tion, to operate in a first mode of operation to measure affec-
tive response of a user to the first segment.

In step 133, receiving a second indication derived from
analysis of a second segment of content.
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In step 134, determining that the second indication indi-
cates that a second value related to a prediction of emotional
response to the second segment does reach a second prede-
termined threshold.

And in step 135, configuring the device, based on the
second indication, to operate in a second mode of operation to
measure affective response of the user to the second segment.

In one embodiment, power consumed by the device, per
unit of measurement time, for measuring the affective
response of the user to the first segment, is significantly lower
than power consumed by the device for measuring the affec-
tive response of the user to the second segment.

It is noted that references to first and second indices, such
as the first and second segments, the first and second indica-
tions, and/or the first and second modes of operation, are not
intended to limit the order of presenting the enumerated ele-
ments in any way. For example, the second indication may be
received before the first indication, and the indications may
also include a third indication related to a third predetermined
threshold.

In one embodiment, the first and second segments are
received from an interactive computer game module. The
module provides information regarding an expected emo-
tional response to the second segment, which is used in order
to generate the second indication. Additionally, the computer
game may also provide information regarding an expected
emotional response to the first segment, which is used to
generate the first indication.

FIG. 15 is a schematic illustration of an embodiment com-
prising a system that includes a computer game 120 that
outputs segments of content 102a and 1025, and information
122 about the expected emotional response to the segments of
content 1024 and/or 1025. Optionally, the user 114 provides
the interactive computer game 120 with input that influences
events and/or characters in the computer game. Optionally,
the segments 102a and 1025 are displayed to the user 114
and/or are provided to the content ERA 104, possibly after
undergoing some form of processing (e.g., feature extrac-
tion). Optionally, the information 122 about the expected
emotional response is provided to the content ERA 104 in
order to assist with the analysis of the segments 102 and
1024, and/or the information 122 is provided to the Measure-
ment ERP 118 to improve its performance.

With computer games there are often many opportunities
to substantially instantaneously alter how the game proceeds
(e.g., difficulty of missions, appearance of characters). There-
fore, being able to measure the affective response of the user
114 to content generated by the computer game 120 can be
beneficial since it can help guide the system towards alter-
ations that can improve the user’s playing experience. For
example, if the user’s affective response indicates that the
user is losing interest and is not excited by playing at a certain
level of difficulty, the game can increase the difficulty and add
surprising effects and/or plot twists in order to make the game
more exciting for the user.

In one example, the computer game 120 provides the con-
tent ERA 104 with context information regarding an event in
the game that is related to the segments of content 102a and
1024. For instance, the computer game may provide the con-
tent ERA with information indicative of the fact that the user
114 has been playing the same level for a long time, which
may indicate that the user might be getting bored and/or
frustrated with the game. In another example, the computer
game 120 provides the content ERA 104 with information
regarding the status of events in the game not represented in
the analyzed content (such as the state of other characters in
the game, and/or how the user 114 stands with respect to
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completing a mission). This information can provide context
and assist the content ERA in determining the user’s expected
emotional response to the content, and thus improve the accu-
racy of selection of appropriate modes of operation for mea-
suring the affective response to different segments of content.
In yet another example, the computer game 120 includes a
character whose actions are controlled at least partially by the
user, and the information provided by the game to the content
ERA 104 is related to the actions of the character and/or to the
fate of character in the game.

In one embodiment, the functionality of the content ERA
104 is included in the interactive computer game 120. In this
embodiment, the computer game provides indications to the
controller 108 that selects a mode of operation for the device
112. In another embodiment, the functionality of both the
content ERA 104 and the controller 108 are included in the
interactive computer game 120. In this case, the hardware of
the computer game may control the device 112.

In one embodiment, the system 100 includes a measure-
ment Emotional Response Predictor (measurement ERP)
configured to predict the user’s emotional response from data
comprising measurements 113, which may be measurements
of affective response. Optionally, the measurements 113 are
processed prior to being sent to the measurement ERP 118 for
prediction. For example, the measurements 113 may undergo
filtering and/or feature extraction. Additionally, the measure-
ment ERP 118 may be provided with information generated
by the content ERA’s 104 analysis of a segment of content,
such as the indication 106a or 1065. The measurement ERP
118 may utilize this information for generating its prediction
of'the user’s emotional response.

In one embodiment, the system 100 further includes a
module for training an emotional response predictor. The
measurements 113 of the user’s affective response to a seg-
ment of content may be forwarded to the module to be used
for creating training samples for training the predictor. Addi-
tionally, the measurements 113 may be processed prior to
being sent to the module to be used for training; for instance,
the measurements may undergo filtering and/or feature
extraction in order to produce feature values that are included
in one or more training samples utilized by the module.
Optionally, the module is provided with indications generated
by the content ERA 104, and/or other information generated
by the content ERA, which are utilized to create a label for
one or more training samples.

FIG. 13 illustrates one embodiment of an apparatus con-
figured to power consumed measuring affective response.
The apparatus includes at least a receiver 143, a processor
145, and a controller 147.

The receiver 143 is configured to receive a first indication
1424 and a second indication 1425 from a content ERA 141.
Optionally, the content ERA 141 produces the indications
142a and 1425 by analyzing segments of content 102a and
1025.

In one embodiment, the first indication 142a indicates that
a first value, which is a function of emotional response the
first segment 102q, does not reach a first predetermined
threshold. Additionally, the second indication 1425 indicates
that a second value, which is a function of emotional response
to the second segment 1025, does reach a second predeter-
mined threshold. Optionally, the first and/or second values are
derived by utilizing a content ERP that predicts emotional
response to the first and/or second segments. Optionally, the
first and second values may represent confidence levels in
predictions of emotional response to the first and second
segments, types of emotional response to the first and second
segments, magnitude of emotional responses to the first and
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second segments, and/or benefits from measuring affective
response to the first and second segments.

The processor 145 is configured to select, based on indica-
tions 142a and 1425 received by the receiver 143, a first mode
of operation 146a and a second mode of operation 1465, for
the device 112 for measuring affective responses of the user to
the first segment 102¢ and the second segment 1024, respec-
tively.

In one embodiment, the controller 147 is configured to
manage power consumption of the device 112 according to
the mode of operation selected by the processor 145. Option-
ally, managing the power consumption of the device is
achieved by configuring the device 112 to operate in a certain
mode of operation, such as the first mode 146a or the second
mode 1465. Optionally, the first mode 146a and the second
mode 14654 are selected such that per unit of measurement
time, the power consumed by the device 112 measuring the
affective response of the user 114 to the first segment 1024 is
significantly lower than the power consumed by the device
112 measuring the affective response of the user 114 to the
second segment 1025. Thus, configuring the device 112 to
operate in the first and/or second modes of operation to mea-
sure affective response of the user to at least some of the
segments may result in a reduction of power consumed by the
device 112.

In one embodiment, a training module 139 configured to
train an emotional response predictor such as a content ERP
or ameasurement ERP receives measurements 113 ofthe user
114 taken by the device 112. Optionally, the training module
139 receives the indication 1426 and utilizes to generate a
training sample comprising measurements of the affective
response of the user 114 to the second segment 1026 and a
label derived from the indication 142a representing the
expected emotional response to the second segment 1025.

In one embodiment, a system configured to reduce power
consumption according to analysis of content, comprising: a
content emotional response analyzer (content ERA) config-
ured to: receive a first segment of content, analyze the first
segment, and output a first indication that a first value related
to a predicted emotional response to the first segment does not
reach a first predetermined threshold; and a controller con-
figured to select, based on the first indication, a first mode of
operation for a device for measuring affective response of a
user to the first segment; the content ERA is further config-
ured to: receive a second segment of content, analyze the
second segment, and output a second indication that a second
value related to a predicted emotional response to the second
segment reaches a second predetermined threshold; the con-
troller is further configured to select, based on the second
indication, a second mode of operation for the device for
measuring affective response of the user to the second seg-
ment; wherein the device is configured to consume signifi-
cantly less power while operating in the first mode of opera-
tion compared to the power it is configured to consume while
operating in the second mode of operation. Optionally, the
first and second predetermined thresholds represent first and
second confidence levels in predictions of emotional
response, respectively; and wherein the first and second val-
ues represent confidence in predictions of emotional response
to the first and second segments, respectively; whereby the
first mode of operation is selected when the first indication
indicates that confidence in a prediction of emotional
response to the first segment does not reach the first confi-
dence level, and the second mode of operation is selected
when the second indication indicates that confidence in a
prediction of emotional response to the second segment does
reach the second confidence level. Optionally, the first and
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second predetermined thresholds represent first and second
magnitudes of change in affective response, respectively; and
wherein the first and second values represent predicted
changes in affective response due to exposure to the first and
second segments, respectively; whereby the first mode of
operation is selected when the first indication indicates that a
predicted change in affective response due to exposure to the
first segment does not reach the first magnitude, and the
second mode of operation is selected when the second indi-
cation indicates that a predicted change in affective response
due to exposure to the second segment does reach the second
magnitude. Optionally, the first and second predetermined
thresholds represent first and second benefit levels, respec-
tively; and wherein the first and second values represent pre-
dicted benefits to measuring affective response to the first and
second segments, respectively; whereby the first mode of
operation is selected when the first indication indicates that a
predicted benefit of measuring affective response to the first
segment does not reach the first benefit level, and the second
mode of operation is selected when the second indication
indicates that a benefit of measuring affective response to the
second segment does reach the second benefit level. Option-
ally, the first and second segments comprise visual content,
and being exposed to the first and second segments is
achieved by viewing the first and second segments. Option-
ally, the first and second segments comprise data representing
text, and the content ERA utilizes semantic analysis of the
text to produce the first and second indications. Optionally,
the device is battery powered and is one or more of the
following: a physiological sensor, and an image capturing
device. Optionally, the system further comprises a measure-
ment emotional response predictor (measurement ERP) con-
figured to predict emotional response of the user from data
comprising the measurements of the device. Optionally, the
first and second segments are received from a computer game
that further provides information about expected emotional
response to the first and second segments.

In one embodiment, a method for reducing power con-
sumed measuring affective response, comprising: receiving a
first indication derived from analysis of a first segment of
content; determining that the first indication indicates that a
first value related to a prediction of emotional response to the
first segment does not reach a first predetermined threshold,
and configuring a device to operate in a first mode of opera-
tion to measure affective response of a user to the first seg-
ment; receiving a second indication derived from analysis of
a second segment of content; and determining that the second
indication indicates that a second value related to a prediction
of'emotional response to the second segment reaches a second
predetermined, and configuring the device to operate in a
second mode of operation to measure affective response of
the user to the second segment; wherein power consumed by
the device, per unit of measurement time, for measuring the
affective response of the user to the first segment, is signifi-
cantly lower than power consumed by the device for measur-
ing the affective response of the user to the second segment.
Optionally, the first and second segments comprise data rep-
resenting text, and the analysis of the first and second seg-
ments utilizes semantic analysis of the text to produce the first
and second indications. Optionally, power consumed measur-
ing the user with the device while operating in the first mode
of operation is substantially zero; whereby power consump-
tion of substantially zero is achieved by substantially not
measuring the user with the device. Optionally, the method
further comprises forwarding, to a module that trains an emo-
tional response model, a description of expected emotional
response to the second segment and data obtained from the
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measuring the affective response of the user to the second
segment. Optionally, the first and second indications indicate
confidence in predictions of emotional response to the first
and second segments, respectively; whereby based on the first
indication, it is determined that confidence in the prediction
of the emotional response to the first segment does not reach
the first predetermined threshold, and based on the second
indication, it is determined that confidence in the prediction
of the emotional response to the second segment does reach
the second predetermined threshold. Optionally, the first and
second indications indicate expected magnitudes of change in
affective response due to exposure to the first and second
segments, respectively; whereby based on the first indication,
it is determined that expected magnitude of change in affec-
tive response due to exposure to the first segment does not
reach the first predetermined threshold, and based on the
second indication, it is determined that expected magnitude
of change to affective response due to exposure to the second
segment does reach the second predetermined threshold.
Optionally, the first and second indications indicate how ben-
eficial it is to measure the affective response to the first and
second segments, respectively; whereby based on the first
indication, it is determined that benefit from measuring the
affective response to the first segment does not reach the first
predetermined threshold, and based on the second indication
it is determined that benefit from measuring affective
response to the second segment does reach the second prede-
termined threshold. Optionally, the device is battery powered,
and measuring the affective response of the user comprises
utilizing the device to take physiological measurements of the
user. Optionally, the device is part of a battery powered image
capturing device, and measuring the affective response of the
user comprises utilizing the device to capture an image of the
user. Optionally, the second segment is received from an
interactive computer game that further provides information
about expected emotional response to the second segment.

In one embodiment, an apparatus configured to reduce
power consumed measuring affective response, comprising: a
receiver configured to receive first and second indications
generated from analysis of first and second segments of con-
tent, respectively; wherein the first indication indicates that a
first value, which is a function of emotional response the first
segment, does not reach a first predetermined threshold; and
wherein the second indication indicates that a second value,
which is a function of emotional response to the second
segment, reaches a second predetermined threshold; a pro-
cessor configured to select, based on the first and second
indications, first and second modes of operation for device for
measuring affective responses of a user to the first and second
segments, respectively; and a controller configured to man-
age power consumption of the device according to a mode of
operation selected by the processor; wherein, per unit of
measurement time, the power consumed by the device for
measuring the affective response of the user to the first seg-
ment is significantly lower than the power consumed by the
device for measuring the affective response of the user to the
second segment.

FIG. 16 illustrates one embodiment of a system 150 con-
figured to reduce computational load involved in processing
affective response measurements. The system includes at
least at least a content Emotional Response Analyzer (content
ERA) 104, a controller 154, and a processor 156.

In one embodiment, the content ERA 104 may outputs the
first indication 1064 and the second indication 1065, which
may be conveyed to the controller 154. The controller 154 is
configured to select a processing level for the processor 156,
based on the indications. Optionally, the indications 1064 and

10

15

20

25

30

35

40

45

50

55

60

65

50

1065 may be received separately by the controller 154 (e.g.,
each indication is communicated in a separate communica-
tion), or may be received jointly by it (e.g., both indications
are communicated to the controller 154 in the same commu-
nication). In one example, based on the indication 1064, the
controller 154 is configured to select for the processor 156 a
first processing level 155a, and based on the second indica-
tion 1065, the controller 154 is configured to select for the
processor 156 a second processing level 1555. Optionally, at
least during some of the time it operates at the first processing
level 1554 and/or the second processing level 1555, the pro-
cessor 156 processes affective response measurements taken
with a device 148. Optionally, at least some of the affective
response measurements taken by the device 148 are measure-
ments of the affective response of the user 114 to the segment
of contents 102a and/or 1025.

In one embodiment, the indication 106a and/or the indica-
tion 1065 may be interpreted as operating instructions for
another module in the system, such as the controller 154
and/or the processor 156. For example, the indications 106a
and/or 1065 may be interpreted as instructions to the proces-
sor 156 to run a certain procedure and/or as an instruction to
the controller 154 to select a specific processing level for the
processor 156. In another example, the indications 106a and/
or 1065 may indicate how long the processor 156 should
process data and/or specify a period of time (e.g., by provid-
ing start and end times) in which the processor 156 should
process data.

In some embodiments, a device, such as the device 148, is
used to measure affective response of the user 114. Option-
ally, the device includes a sensor and/or is a sensor. Option-
ally, the sensor may be a physiological sensor (e.g., a sensor
that measures heart rate, galvanic skin response, and/or brain-
wave activity), and/or a sensor that measures the user’s
behavior (e.g., a camera, and/or a motion detector). Option-
ally, the device may include additional components to the
sensor, such as a memory, a processor, a battery, a transmitter,
and/or a receiver. Optionally, the device may be coupled to a
user. Herein a phrase like “a device coupled to a user” refers
to a device that is attached to the user (e.g., on clothing, a
bracelet, headgear), in contact with the user’s body (e.g., a
sticker on a user’s skin), and/or implanted in the user’s body
(e.g., an implanted heart-rate sensor or implanted EEG elec-
trodes).

In some embodiments, the device 148 may output mea-
surements of the affective response of the user 114. Option-
ally, the measurements are forwarded to the processor 156
and undergo processing, such as filtering, normalization, sig-
nal processing, feature extraction, encryption, and/or com-
pression. Additionally, affective response measurements pro-
cessed by the processor 156 may be forwarded to other
modules of the system such as the measurement Emotional
Response Predictor (measurement ERP) 158. Optionally,
some of the measurements from the device 148 are forwarded
to the measurement ERP 158, and may optionally include raw
measurement values (i.e., the values undergo very little trans-
formation prior to their output).

In some embodiments, the controller 154 is configured to
utilize the indications 1064 and/or 1065 to select a processing
level for the processor 206 from a set comprising a first
processing level 155a and a second processing level 1555.
The processing level may have preset operation parameters
(such as procedures to run, duration of processing, and/or
volume of data to process). Alternatively or additionally, the
processing level may include certain operation parameters
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that are computed by the controller using the indications 1064
and/or 10654, and/or other data that is available at the time of
computation.

In one example, the controller chooses a processing level
for the processor from two processing level: a standby pro-
cessing level and a normal processing level. In this example,
as is the case with many processors, when a processor oper-
ates at the standby processing level, it substantially doesn’t
process data, but monitors communication channels to
receive instructions (such as a wake up signal). When oper-
ating at the standby processing level, the processor utilizes
significantly fewer computation cycles compared to when it
operates at the normal processing level. For example, a pro-
cessor in a standby mode my run at a lower clock frequency or
utilize fewer computational cores.

In another example, the affective response of the user 114
is recorded with a camera. The Indications generated by a
content ERA and/or a semantic analyzer may include values
that is indicative of a predicted interest level of a user in
segments of content. According to the predicted interest level,
processing levels with different parameters may be selected
for processing the video images of the user 114. For example,
if an indication indicates that the predicted interest level is
low, the controller may select the first processing level in
which the processor may perform basic filtering and/or low-
level feature extraction from the video; such rudimentary
processing may be required for identifying the genre of video
from low level features. However, if an indication indicates
the predicted interest level is high, a second processing level
may be selected in which the processor performs advanced
compute-intensive procedures such as object, face, and/or
gesture recognition in order to identify things such as the
objects, people, and/or emotions expressed in the recorded
video. Thus, in this example, the computational load of the
processor operating at the first processing level is signifi-
cantly lower than the computational load of the processor
operating at the second processing level.

In one embodiment, as part of its analysis of the segment of
content, the content ERA 104 and/or the semantic analyzer
173 predicts a value describing the expected emotional
response of a user to the segment of content. An indication
generated by the content ERA 104 and/or the semantic ana-
lyzer 173 may include information regarding the expected
emotional response and is conveyed via indications that may
be indicative of whether the expected emotional response
reaches a predetermined threshold. Based on the indications,
different processing levels may be selected. The indications
may indicate on a scale of 1 to 10 (10 being the extremely
frightened), how frightened a user is likely to get from view-
ing a segment of content that is a video clip. Based on a
received indication, a controller selects a certain processing
level for processing of affective response measurements of
the user 114 (e.g., brainwaves acquired by an EEG sensor). In
order to save computational resources, the system may elect
to process the affective response measurements of the user
114 mainly when the emotional response is expected to reach
apredetermined threshold, such as 5 on the scale of 1to 10. In
this case, processing the measurements may help pinpoint
what elements in the content led to the user’s affective
response. However, if the predicted value is too low, it is not
likely that the clip is going to scare the user 114 very much, so
the system chooses not to waste computational resources on
confirming that. Thus, if the expected emotional response is
below the threshold, the controller may select a first process-
ing level, which may be a standby processing level, for the
processor. However, if the expected emotional response
reaches the predetermined threshold, the controller may
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select the second processing level, which may be a regular
processing level, for the processor. In the normal processing
level, the processor utilizes significantly more computational
cycles than it does when it operates at the standby processing
level. Consequently, the computational load of the processor
is significantly lower when operating at the first processing
level, compared to when it operates at the second processing
level.

In one embodiment, a processing level may be implicitly or
explicitly selected by the controller. For example, an implicit
selection of the processing level may occur when the control-
ler does not receive an indication from the content ERA (e.g.,
when the indication has not been changed since the last sig-
naling, and/or when the indication is a default indication); an
explicit selection of the processing level may occur when an
indication received by the controller explicitly mentions the
processing level that is to be set by the controller.

In some embodiments, the processor 156 is configured to
process measurements of affective response of the user 114,
while operating at a certain processing level. The certain
processing level may be selected from a set that includes at
least the first processing level 1554 and the second processing
level 155b. The computational load of the processor may be
expressed in terms of the number of computational cycles the
processor utilizes to process a volume unit of data.

In one embodiment, based on the first indication 106a, the
controller 154 selects the first processing level 155q, with a
low computational load, at which the processor 156 should
operate while processing measurements of affective response
of'theuser 114 to the first segment 102a. In addition, based on
the second indication 1065, the controller 154 selects the
second processing level 1555, with a higher computational
load, at which the processor 156 should operate while pro-
cessing measurements of affective response of the user 114 to
the second segment 10256. Consequently, per volume unit of
measurement data, the number of computation cycles utilized
for processing measurements of atfective response ofauserto
the first segment, is significantly lower than number of com-
putation cycles utilized for processing measurements of
affective response of the user to the second segment.

It is to be noted that a term such as “significantly lower”,
when referring to the number of computation cycles, refers to
adifference greater than a factor of two between the lower and
higher numbers of computation cycles being compared. To
illustrate this point, consider a processor capable of operating
at two processing levels: A and B. When it is stated that the
processor utilizes a significantly lower number of computa-
tion cycles while operating at processing level A compared to
the number of computation cycles it utilizes while operating
at processing level B, it is meant that the number of compu-
tation cycles utilized by the processor for processing data, per
volume unit of data, while operating at processing level A, is
less than half of the number of computation cycles utilized by
the processor, per volume unit of measurement data, when it
operates at processing level B.

It is to be noted that a phrase like “computation cycles per
volume unit of measurement data” refers to the number of
computational cycles used to process a fixed volume of affec-
tive response measurement data (such as a byte, a kilobyte, a
megabyte, or a gigabyte). The value representing the number
of computation cycles utilized by a processor per volume unit
of data is computed by dividing the total number of compu-
tation cycles utilized to process data by the volume of the data
(e.g., expressed in bytes, kilobytes, or megabytes). This value
serves as a normalized value that enables the comparison of
computational loads of a processor operating at different
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processing levels, and/or different processors operating at the
same or different processing levels.

A computation cycle, as used herein, refers to a pulse of a
CPU’s clock in which a CPU core typically performs a single
simple computation operation (such as adding two numbers,
or storing a value in a register). Modern CPUs with clock
frequencies that are measured in Gigahertz (GHz) perform
billions of computation cycles per second, and consequently
are capable of performing billions of computation operations
each second. In typical computational applications, the
amount of computational work that goes into processing data
is proportional to the volume of the data, i.e., the amount of
processing time and/or computation cycles utilized to process
data is a function of the volume of the data. This makes it
possible to refer to the work load involved in processing data
by way of the number of computation cycles a processor
typically utilizes to process a certain volume unit of data.

In one embodiment, two processing levels may be consid-
ered different processing levels, and be referred to as “a first
processing level” and “a second processing level” in the
claims, if the difference, per volume unit of data, between the
number of computational cycles utilized by a processor pro-
cessing measurements at the first processing level and the
number of computational cycles utilized by a processor pro-
cessing measurements at the second processing level, is sig-
nificant. If the difference is not significant, then the two
processing levels are not “a first processing level” and “a
second processing level” as used in the claims. In one
example, a significant difference refers to a difference of at
least 100% in the number of computation cycles, e.g., the
processor 156 processing 1 kilobyte of measurement data at
the second processing level 1555 utilizes at least double the
number of computation cycles as the processor 156 utilizes to
process the same 1 kilobyte of data at the first processing level
155a. In another example, a significant difference refers to a
difference of at least 1000% in the number of computation
cycles utilized by the first and second processing levels. In yet
another example, if when processing measurement data at the
first processing level 1554, the processor 156 utilizes essen-
tially zero computation cycles (e.g., it doesn’t process the
measurement data), and at the second processing level 1555,
the processor 156 does not utilize essentially zero computa-
tion cycles (e.g., it performs some processing of the data),
then the difference between the processing levels 155a and
1555 is significant.

There may be various hardware configurations that involve
the content ERA 104, the controller 154, and/or the processor
156. In one example, the controller 154 may be implemented,
at least in part, as hardware that is part of the processor 156.
In another example, the controller 154 may be implemented,
at least in part, as software that runs on the processor 156. In
another example, the controller 154 may be implemented as
part of the content ERA 104. In still another example, the
controller 154, the processor 156, and the content ERA 104
are combined in a certain device. Optionally, the certain
device is battery powered (e.g., a smart phone). Optionally,
the device 148 is also part of the certain device and/or draws
power from the certain device’s power supply.

In one embodiment, the processor 156 is embedded in a
certain battery powered device, and the measurements of
affective response of the user to the second segment include
physiological measurements of the user taken with the device
148 that includes a physiological sensor. Additionally or
alternatively, the measurements of affective response of the
user to the second segment comprise images of the user taken
with an image capturing device.
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In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 148 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 148 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 148 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, the controller 154 and/or the content
ERA 104 are implemented at least in part, as software running
on a remote processor, such as a cloud-based server. For
example, a cloud-based service can be used to analyze con-
tent that is to be presented to the user 114, such as video to be
streamed to the user’s display. According to indications of the
content ERA’s analysis, the controller 154, running on the
cloud-based service, may send different operating instruc-
tions to the processor 156, such as specifying a processing
level for the processor 156 at to operate while processing
affective response measurements of the user.

In one embodiment, the functionality of the content ERA
104 is included in the interactive computer game 120 illus-
trated in FIG. 15. In this embodiment, the computer game
provides indications to the controller 154 that selects a pro-
cessing level for the processor 156. In another embodiment,
the functionality of both the content ERA 104 and the con-
troller 154 are included in the interactive computer game 120.
In this case, the hardware of the computer game may control
the device 148.

In one embodiment, the system 150 includes a measure-
ment Emotional Response Predictor (measurement ERP) 158
configured to predict the user’s emotional response from data
comprising measurements of affective response. Optionally,
the measurements are processed by the processor 156 prior to
being sent to the measurement ERP 158 for prediction. For
example, the measurements may undergo filtering and/or fea-
ture extraction. Additionally, the measurement ERP 158 may
be provided with information generated by the content ERA’s
104 analysis of segment of content, such as the indications
106a and/or 1065. The measurement ERP 158 may utilize
this information for generating its prediction of the user’s
emotional response.

In one embodiment, the system 150 further includes a
module for training an emotional response predictor. The
measurements of the user’s affective response to segments of
content may be forwarded to the module to be used for cre-
ating training samples for training the predictor. Additionally,
the measurements may be processed by the processor 156
prior to being sent to the module to be used for training; for
instance, the measurements may undergo filtering and/or fea-
ture extraction in order to produce feature values that are
included in one or more training samples utilized by the
module. Optionally, the module is provided with the indica-
tions 1064 and/or 1065, and/or other information generated
by the content ERA 104, which are utilized to create a label
for one or more training samples.

FIG. 17 illustrates one embodiment of a method for reduc-
ing computational load of processing measurements of affec-
tive response to content. The method includes the following
steps:

In step 160, receiving a first indication derived from analy-
sis of a first segment of content.

In step 161, determining that the first indication indicates
that a first value related to a prediction of emotional response
to the first segment does not reach a first predetermined
threshold.
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In step 162, configuring a processor, based on the first
indication, to operate at a first processing level to process
measurements of affective response of the user to the first
segment.

In step 163, receiving a second indication derived from
analysis of a second segment of content.

In step 164, determining that the second indication indi-
cates that a second value related to a prediction of emotional
response to the second segment does reach a second prede-
termined.

And in step 165, configuring the processor, based on the
second indication, to operate at a second processing level to
process measurements of affective response of the user to the
second segment.

In one embodiment, per volume unit of measurement data,
number of computation cycles utilized by the processor to
process, at the first processing level, measurements of the
affective response of the user to the first segment, is signifi-
cantly lower than the number of computation cycles utilized
by the processor to process, at the second processing level,
measurements of the affective response of the user to the
second segment.

In one embodiment, a processor is configured to utilize
significantly less computation cycles per volume unit of data
(e.g., per kilobyte of measurement data) to process data when
operating in a first processing level, compared to the number
of computation cycles utilized per volume unit of data when
operating at a second processing level. Additionally, the pro-
cessor operating at the second processing level may require
significantly more time and/or consume significantly more
energy compared to when the processor operates at the sec-
ond processing level. Optionally, the phrase “significantly
more” when referring to processing cycles, means at least
double, and similarly, the phrase “significantly less” means at
most half. Thus for example, by stating that “the number of
computation cycles utilized for processing the measurements
of affective response of a user to the first segment, is signifi-
cantly lower than the number of computation cycles utilized
for processing measurements of affective response of the user
to the second segment”; it is meant that to process the same
volume of data, the processor utilizes at most half the number
of computation when operating at the first processing level,
compared to the number of computation it cycles it utilizes
when operating at the second processing level.

In one embodiment, a processor configured to operate at a
first processing level that utilizes significantly less computa-
tion cycles for processing measurements of affective
response of a user to the first segment, compared to the
number of computational cycles utilized by the processor for
processing measurements of affective response of a user to
the second segment. Optionally, the processor utilizes sub-
stantially zero computation cycles to process data when oper-
ating at the first processing level. For example, the processor
is placed in a standby mode, does not receive and/or access
data that includes the available measurements of affective
response of a user to the first segment, and/or deletes data
involving the measurements of affective response of a user to
the first segment.

In one embodiment, the first and second segments are
received from an interactive computer game module. The
module provides information regarding an expected emo-
tional response to the second segment, which is used in order
to generate the second indication. Additionally, the computer
game may also provide information regarding an expected
emotional response to the first segment, which is used to
generate the first indication.
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In one embodiment, the first and second segments include
data representing text. The analysis of the first and second
segments utilizes semantic analysis of the data representing
text to produce the indications that indicate whether or not the
predetermined threshold is reached. Additionally, the seman-
tic analysis may be used to generate feature values that
describe the meaning of the text of the first and second seg-
ments. The feature values may be used by the content ERA to
make predictions related to the emotional response to the
content and/or the benefit of determining the emotional
response to the first and/or second segments.

In one embodiment, a system configured to reduce com-
putational load involved in processing measurements of
affective response of a user to content, comprising: a content
emotional response analyzer (content ERA) configured to:
receive a first segment of content, analyze the first segment,
and output a first indication indicating that a first value related
to an emotional response to the first segment does not reach a
first predetermined threshold; and a controller configured to
select, based on the first indication, a first processing level for
aprocessor to process measurements of affective response of
the user to the first segment; the content ERA is further
configured to: receive a second segment of content, analyze
the second segment, and output a second indication indicating
that a second value related to a prediction of emotional
response to the second segment reaches a second predeter-
mined threshold; the controller is further configured to select,
based on the second indication, a second processing level for
the processor to process measurements of affective response
of'the user to the second segment; wherein, per volume unit of
measurement data, number of computation cycles utilized by
the processor to process, at the first processing level, mea-
surements of the affective response of the user to the first
segment, is significantly lower than number of computation
cycles utilized by the processor to process, at the second
processing level, measurements of the affective response of
the user to the second segment. Optionally, the first and sec-
ond indications indicate confidence in predictions of emo-
tional response to the first and second segments, respectively;
whereby based on the first indication, it is determined that
confidence in the prediction of the emotional response to the
first segment does not reach the first predetermined threshold,
and based on the second indication, it is determined that
confidence in the prediction of the emotional response to the
second segment does reach the second predetermined thresh-
old. Optionally, the first and second indications indicate
expected magnitudes of change in affective response due to
exposure to the first and second segments, respectively;
whereby based on the first indication, it is determined that
expected magnitude of change in affective response due to
exposure to the first segment does not reach the first prede-
termined threshold, and based on the second indication, it is
determined that expected magnitude of change to affective
response due to exposure to the second segment does reach
the second predetermined threshold. Optionally, the first and
second indications indicate how beneficial it is to measure the
affective response to the first and second segments, respec-
tively; whereby based on the first indication, it is determined
that benefit from measuring the affective response to the first
segment does not reach the first predetermine threshold, and
based on the second indication it is determined that benefit
from measuring affective response to the second segment
does reach the second predetermined threshold. Optionally,
the first and second segments comprise visual content, and
being exposed to the first and second segments is achieved by
viewing the first and second segments. Optionally, the first
and second segments comprise data representing text, and the
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content ERA utilizes semantic analysis of the text to produce
the first and second indications. Optionally, measurements of
the affective response of the user to the first and second
segments are acquired by a sensor; wherein the sensor is
battery powered and is one or more of the following: a physi-
ological sensor, and an image capturing device. Optionally,
the number of computation cycles utilized to process affec-
tive response while operating at the first processing level is
substantially zero; whereby utilizing substantially zero com-
putation cycles is achieved by substantially not processing
measurement of affective response. Optionally, comprising a
measurement emotional response predictor (measurement
ERP) configured to predict emotional response of the user
from data comprising measurements of a sensor. Optionally,
the first and second segments are received from a computer
game that further provides information about expected emo-
tional response to the first and second segments.

In one embodiment, a method for reducing computational
load of processing measurements of affective response of a
user to content, comprising: receiving a first indication
derived from analysis of a first segment of content; determin-
ing that the first indication indicates that a first value related to
a prediction of emotional response to the first segment does
not reach a first predetermined threshold, and configuring a
processor to operate at a first processing level to process
measurements of affective response of the user to the first
segment; receiving a second indication derived from analysis
of a second segment of content; and determining that the
second indication indicates that a second value related to a
prediction of emotional response to the second segment
reaches a second predetermined threshold, and configuring
the processor to operate at a second processing level to pro-
cess measurements of affective response of the user to the
second segment; wherein, per volume unit of measurement
data, number of computation cycles utilized by the processor
to process, at the first processing level, measurements of the
affective response of the user to the first segment, is signifi-
cantly lower than number of computation cycles utilized by
the processor to process, at the second processing level, mea-
surements of the affective response of the user to the second
segment. Optionally, the first and second predetermined
thresholds represent first and second confidence levels in
predictions of emotional response, respectively; and wherein
the first and second values represent confidence in predictions
of emotional response to the first and second segments,
respectively; whereby the processor is configured to operate
at the first processing level to process measurements of affec-
tive response of the user to the first segment when the first
indication indicates that confidence in a prediction of emo-
tional response to the first segment does not reach the first
confidence level, and the processor is configured to operate at
the second processing level to process measurements of
affective response of the user to the second segment when the
second indication indicates that confidence in a prediction of
emotional response to the second segment does reach the
second confidence level. Optionally, the first and second pre-
determined thresholds represent first and second magnitudes
of'change in affective response, respectively; and wherein the
first and second values represent predicted changes in affec-
tive response due to exposure to the first and second seg-
ments, respectively; whereby the processor is configured to
operate at the first processing level to process measurements
of affective response of the user to the first segment when the
first indication indicates that a predicted change in affective
response due to exposure to the first segment does not reach
the first magnitude, and the processor is configured to operate
at the second processing level to process measurements of
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affective response of the user to the second segment when the
second indication indicates that a predicted change in affec-
tive response due to exposure to the second segment does
reach the second magnitude. Optionally, the first and second
predetermined thresholds represent first and second benefit
levels, respectively; and wherein the first and second values
represent predicted benefits to measuring affective response
to the first and second segments, respectively; whereby the
processor is configured to operate at the first processing level
to process measurements of affective response of the user to
the first segment when the first indication indicates that a
benefit of measuring affective response to the first segment
does not reach the first benefit level, and the processor is
configured to operate at the second processing level to pro-
cess measurements of affective response of the user to the
second segment when the second indication indicates that a
benefit of measuring affective response to the second segment
does reach the second benefit level. Optionally, the first and
second segments comprise data representing text, and the
analysis of the first and second segments utilizes semantic
analysis of the text to determine whether the predetermined
threshold is reached. Optionally, the number of computation
cycles utilized to process the measurements at the first pro-
cessing level is substantially zero; whereby utilizing substan-
tially zero computation cycles is achieved by substantially not
processing measurements of affective response. Optionally,
the method further comprises forwarding, to a module that
trains an emotional response model, a description of expected
emotional response to the second segment and data obtained
from processing the measurements of the affective response
of the user to the second segment. Optionally, the method
further comprises forwarding data obtained from processing
the measurements of the affective response of the user to the
second segment to a module that predicts emotional response.
Optionally, the second segment is received from an interac-
tive computer game that further provides information about
expected emotional response to the second segment.

In one embodiment, a system configured to reduce com-
putational load involved in predicting emotional response to
content, comprising: a content emotional response analyzer
(content ERA) configured to: receive a first segment of con-
tent, analyze the first segment, and output a first indication
that a first value related to a predicted emotional response to
the first segment does not reach a first predetermined thresh-
old; the content ERA is further configured to: receive a sec-
ond segment of content, analyze the second segment, and
output a second indication that a second value related to a
predicted emotional response to the second segment reaches
a second predetermined threshold; a controller configured to
select, based on the first indication, a first processing level for
aprocessor to process measurements of affective response of
auser to the first segment; the controller is further configured
to select, based on the second indication, a second processing
level for the processor to process measurements of affective
response of the user to the second segment; wherein, per
volume unit of measurement data, number of computation
cycles utilized by the processor to process, at the first pro-
cessing level, measurements of the affective response of the
user to the first segment, is significantly lower than number of
computation cycles utilized by the processor to process, at the
second processing level, measurements of the affective
response of the user to the second segment; and a measure-
ment emotional response predictor configured to predict
emotional response of the user to the second segment of
content from data comprising the measurements of the affec-
tive response of the user to the second segment, which were
processed by the processor.
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FIG. 18 illustrates one embodiment of a system 170 con-
figured to measure affective response at varying rates that are
set according to semantic analysis of text. The system
includes at least a semantic analyzer 173 and a controller 175.

In one embodiment, the semantic analyzer 173 is config-
ured to: (i) receive a first segment 1724 of content and a
second segment 17256 of content, (ii) analyze the segments
172a and 1726 utilizing semantic analysis, and (iii) output a
first indication 1744 and a second indication 1745. The first
segment 172a and second segment 1724 include data repre-
senting text. The first indication 1744 indicates that a first
value related to a prediction of emotional response to the first
segment 172a does not reach a first predetermined threshold.
The second indication 1745 indicates that a second value
related to a prediction of emotional response to the second
segment 1725 does reach a second predetermined threshold.

In one embodiment, the segment of content might undergo
processing before being received by the semantic analyzer
173 and/or before the semantic analyzer 173 analyzes the
segment of content. Thus, data derived from the segment of
content, which gets analyzed by the semantic analyzer 173,
may not be the same data presented to the user 114. For
example, a segment of content that includes video may
undergo feature extraction prior to being sent to the semantic
analyzer 173 (e.g., in order to identify object, people, and/or
the genre). In this example, the exposure of the user 114 to the
segment of content involves viewing a video clip. However,
the semantic analyzer 173 receives related data, such as fea-
ture values corresponding to objects, people, and/or the genre
of'the video, and performs its analysis on that data. In another
example, a segment of content is converted to features repre-
senting words (e.g., using a “bag of words™ model).

Being able to determine the meaning of a segment of con-
tent can assist algorithms to predict an emotional response to
the segment of content. In some embodiments, the semantic
analyzer 173 utilizes semantic analysis methods to analyze
the segments of content 1724 and 1724. Optionally, the
semantic analysis methods are used to generate feature values
that describe some aspects of the meaning of the segments
172a and 172b. Additionally, the feature values may be used
by algorithms that predict an emotional response to the seg-
ment 172g and 1725.

In one example, the semantic analyzer may utilize methods
such as Latent Semantic Analysis (LSA) or Latent semantic
indexing of text in order to associate a segment of content
with concepts and/or categories corresponding to its mean-
ing. In another example, the semantic analyzer utilizes a
lexicon that associates words and/or phrases with core emo-
tions. The information regarding which emotions are
expressed in a segment of content can be helpful in determin-
ing the meaning and/or sentiment expressed in the segment of
content. In yet another example, the semantic analyzer uti-
lizes a predictor of emotions expressed in text. Information
regarding the emotion expressed in the segment of content
can help to predict a user’s emotional response to the content
(e.g., auser might enjoy segment that expresses affection, but
dislike a segment that expresses confrontation).

In one embodiment, the semantic analyzer evaluates the
segment a short period before the user 114 is exposed to the
segment. For example, the semantic analyzer evaluates the
second segment 1725 less than one minute before the user 114
is exposed to the second segment 1725. Optionally, the seg-
ment 1725 is generated shortly before it is analyzed. For
example, the segment 1725 is generated by a computer game,
and the content of the segment 1725 depends at least in part on
actions taken by the user.
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In one embodiment, if the evaluation of the semantic ana-
lyzer 173 determines that a predefined threshold related to an
emotional response is not reached, this fact may be commu-
nicated to a module that generated the segment of content.
The module that generated the segment of content may
modify the segment of content so that the predefined thresh-
old may be reached in a future evaluation performed by the
semantic analyzer on the modified segment of content.

In one embodiment, the semantic analyzer utilizes a con-
tent ERP (Emotional Response Predictor) that predicts an
emotional response to a segment of content. Optionally, the
content ERP utilizes feature values derived using semantic
analysis methods.

In one embodiment, the semantic analyzer 173 may gen-
erate the first indication 174a and the second indication 1745,
which are conveyed to the controller 175. The controller 175
is configured to select a measuring rate for a device 177, based
ona received indication. For example, based on the indication
174a, the controller 175 may be configured to select for the
device 177 a first measuring rate 176a, and based on the
second indication 1745, the controller 175 may be configured
to select for the device 177 a second measuring rate 1765.
Optionally, while operating according to the measuring rate
1764, the device 177 measures the affective response of the
user 114 to the first segment 102a. Optionally, while operat-
ing according to the second measuring rate 1764, the device
177 measures the affective response of the user 114 to the
second segment 1025.

In one embodiment, the semantic analyzer 173 utilizes a
prediction of emotional response to a segment of content, and
provides in a corresponding indication one or more values
related to the prediction. Optionally, to make the prediction,
the semantic analyzer 173 utilizes a personalized model that
provides indications optimized for the user 114. Alterna-
tively, to make the prediction, the semantic analyzer utilizes a
general model that is not personalized for the user 114.

In one embodiment, the indication 174a and/or the indica-
tion 174b may be interpreted as operating instructions for
another module in a system, such as the controller 175 and/or
the device 177. For example, the indications may be inter-
preted as an instruction to turn the device 177 on or off, and/or
to select a specific measuring rate for the device 177. In
another example, the indications may indicate how long the
device 177 should be operated and/or specifies a period of
time (e.g., by providing start and end times) in which a device
177 should operate.

In some embodiments, the first indication 174a indicates
whether a first value, related to a prediction of emotional
response to the first segment 172a, reaches a first predeter-
mined threshold. Additionally, the second indication 1745
may indicate whether a second value, related to a prediction
of'emotional response to the second segment 1725, reaches a
second predetermined threshold. Optionally, the prediction of
emotional response to the first segment 172a is generated as
part of the analysis of the first segment 172a by the semantic
analyzer 173. Optionally, the prediction of emotional
response to the second segment 1725 is generated as part of
the analysis of the second segment 1726 by the semantic
analyzer. Optionally, a content emotional response predictor
(content ERP) is utilized to make the prediction of emotional
response to the first segment 172a and/or the prediction of
emotional response to the second segment 1725. Optionally,
a content emotional response analyzer (content ERA) is uti-
lized by the semantic analyzer 173 in its analysis of segments
of content.

In some embodiments, a device, such as the device 177, is
used to measure affective response of the user 114. Option-



US 9,239,615 B2

61

ally, the device includes a sensor and/or is a sensor. Option-
ally, the sensor may be a physiological sensor (e.g., a sensor
that measures heart rate, galvanic skin response, and/or brain-
wave activity), and/or a sensor that measures the user’s
behavior (e.g., a camera, and/or a motion detector). Option-
ally, the device may include additional components to the
sensor, such as a memory, a processor, a battery, a transmitter,
and/or a receiver. Optionally, the device may be coupled to a
user.

In some embodiments, the device 177 may output mea-
surements of the affective response of the user 114. Option-
ally, the measurements are forwarded to other modules of the
system such as the measurement Emotional Response Pre-
dictor (measurement ERP) 188. Optionally, some of the mea-
surements of the device 177 may include raw measurement
values (i.e., the values undergo very little transformation prior
to their output). Alternatively or additionally, the measure-
ments may include processed values such as values that are
the result of filtering, normalization, signal processing, fea-
ture extraction, encryption, and/or compression.

In some embodiments, a measuring rate the controller 175
selects, such as the first rate 1764 and/or the second rate 1765,
has preset operation parameters (such as voltage, resolution,
sampling rate). Alternatively or additionally, the measuring
rate may include certain operation parameters that are com-
puted by the controller according to the received indication
and/or other data that is available at the time of computation.

In one embodiment, a measuring rate is characterized by
one or more of the following aspects: (i) the number of times,
per unit of measurement time (e.g., per minute), in which a
device is configured to take measurements; (ii) the volume of
data, per unit of measurement time, that the device is config-
ured to generate while measuring; and/or (iii) the amount of
power (e.g., wattage), the device is configured to draw per
unit of measurement time.

It is to be noted that the phrase “per unit of measurement
time” refers to a period of time in which the device may be
operated and used to measure affective response. In this
phrase, “measurement time” refers to a slot of time, during
which the user may be measured with the device; however, in
some cases, the system may elect not to measure the user with
the device (e.g., by keeping it off or in standby mode). In one
example, a unit of measurement time may be one second or
one minute.

Normalizing values according to a unit of measurement
time enables the comparison of amounts of measurements.
For example, referring to the number of measurements per
unit of measurement time enables the comparison between
the number of measurements taken by different devices, or
measurements of the same device during different durations,
and/or while operating at different measuring rates.

In one embodiment, a unit of measurement time may refer
to a contiguous period of time in which the device may
operate. Thus, for example, if in a fixed period of time, such
as one second, the device (or a component of the device) may
rapidly alternate between being turned on and off; so that half
of the time it is on and half of the time it is off, the measure-
ment time of the device is considered to be the full second.

In some embodiments, a measuring rate for the device 177
is selected from a set comprising at least the first and mea-
suring rate 176a and the second measuring rate 1765. While
operating at the first measuring rate 176a, the device 177
takes significantly fewer measurements of affective response,
per unit of measurement time, compared to the number of
measurements taken by the device 177 while operating at the
second measuring rate 1765. Additionally or alternatively,
while operating at the first measuring rate 1764, the device
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177 may generate less data and/or consume less power, per
unit of measurement time, compared to when it operates at the
second measuring rate.

Consequently, by selecting a measuring rate with respect to
the information in indications, over time, the system 170 may
reduce the total number of measurements taken by the device
177, the total amount of data generated by the device 177,
and/or the total power consumed by the device 177. Addition-
ally, this may affect other modules in the system, such as
reducing the power consumption of other elements that par-
ticipate in the processing of the affective response measure-
ments, such as a processor that processes measurement data.

A device, such as the device 177, may operate according to
different measuring rates, which can dramatically change the
number of measurements the device is configured to take, the
amount of data the device generates, and/or its power con-
sumption. For example, the controller can cause the device to
change from an operable mode to a substantially inoperable
mode (or standby mode), in which it takes significantly fewer
measurements, and vice versa. It is to be noted that a term
such as “significantly less” or “significantly lower”, when
referring to values such as a number of measurements taken,
avolume of data generated, and/or power consumed, refers to
adifference greater than a factor of two between the lower and
higher values being compared. To illustrate this point, con-
sider a device 177 capable of operating at two measuring
rates: A and B. When it is stated that the device takes signifi-
cantly fewer measurements while operating at measuring rate
A, compared to the measurements the device takes while
operating at measuring rate B, it means that the number of
measurements taken by the device, per unit of measurement
time, while operating in measuring rate A, is less than half of
the number of measurements taken by the device, per unit of
measurement time, while operating at measuring rate B.
Alternatively or additionally, it may also mean that the vol-
ume of measurement data generated by the device, per unit of
measurement time, while operating in measuring rate A, is
less than half of the volume of measurement data generated
by the device, per unit of measurement time, while operating
at measuring rate B. And also, alternatively or additionally, it
may mean that the amount of power consumed by the device,
per unit of measurement time, while operating at measuring
rate A, is less than half of the amount of power consumed by
the device, per unit of measurement time, while operating at
measuring rate B.

In one example, an indication generated by the semantic
analyzer 173 includes a value that is indicative of a predicted
interest level of a user in a segment of content. The controller
175 may select, according to the predicted interest level,
parameters that define a measuring rate, and/or sample size
such as a resolution of images captured by a camera. If the
indication indicates that the predicted interest level is low, the
controller may select the first measuring rate 176a that may be
interpreted by a camera to capture low resolution images
(e.g., 320%x240 pixels). However, if the indication indicates
the predicted interest level is high, the controller may select a
second measuring rate that may be interpreted by the camera
to capture high-resolution images (e.g., 1920x1080 pixels).
Additionally, if an indication indicates that the interest is low,
the first measuring rate 176a may configure the camera to
record video images of the user at a low frame rate. However,
if the interest level is predicted to be high, the second mea-
suring rate 1765 can be selected, which may be interpreted by
the camera as instructions to records images at a much higher
frame rate. A higher frame rate may enable more thorough
analysis, such as identification of briefly lasting micro-ex-
pressions, which may help determine if the user was really
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interested in the content. A higher frame rate also corresponds
to more measurements being taken per second, and a larger
volume of image data being generated per second.

In one embodiment, as part of its analysis of the segment of
content, the semantic analyzer 173 may predict a value
describing the expected emotional response of a user to the
segment of content. An indication, generated by the semantic
analyzer 173, may include information regarding the
expected emotional response, which is conveyed to the con-
troller 175. Additionally or alternatively, the indication may
be indicative of whether the expected emotional response
reaches a predefined threshold; and the controller 175 may
select a measuring rate based on whether or not the predefined
threshold is reached.

In one example, in the course of its analysis, the semantic
analyzer 173 predicts how excited a user is likely to get from
reading a certain post on a social network site. An indication
that is generated by the semantic analyzer 173, indicates on a
scale of 1-10 how excited auser is expected to be (10 being the
extremely excited). The controller 175 receives the indica-
tion, and with respect to the indication, selects a measuring
rate for an EEG head-mounted, battery operated, sensor that
may be used to measure the affective response of the user 114
while reading content. In order to save power, the system may
elect to measure the affective response of the user with the
EEG sensor, while the user interacts with the social network
site, if the emotional response is expected to reach a pre-
defined threshold level, such as excitement of at least 3 on the
scale of 1-10. Measuring the user with the EEG may help
determine to what extent the user was really excited by what
the user read. However, if the predicted value is too low, it is
not likely that the clip is going to scare the user at all, so the
system chooses not to waste resources on confirming that.
Thus, if the expected emotional response is below the thresh-
old, the controller 175 may select a “reduced” measuring rate
for the device 177, in which the device 177 measures less. For
example, the device may be configured to sample fewer brain-
wave channels, take less frequent measurements, and/or con-
figure its electrodes to draw less power each measurement.
However, if the expected emotional response reaches the
threshold, the controller 175 may select a “regular” measur-
ing rate for the device 177, in which the device 177 performs
significantly more measurements, compared to the reduced
measuring rate. For example, the device 177 may be config-
ured to measure more brainwave channels, take measure-
ments more frequently, and/or set its electrodes to draw more
power during each measurement.

In one embodiment, a measuring rate for the device 177
may be selected by the controller 175 implicitly or explicitly.
For example, an implicit selection of the measuring rate may
occur when the controller 175 does not receive an indication
from the semantic analyzer 173, when the indication has not
been changed since the last signaling, and/or when the indi-
cation is the default indication. An explicit selection of the
measuring rate may occur when indication determines the
measuring rate selected by the controller 175, e.g., by provid-
ing parameters describing the measuring rate.

In one embodiment, the system 170 includes a measure-
ment Emotional Response Predictor (measurement ERP) 188
configured to predict the user’s emotional response from data
comprising measurements of affective response. Optionally,
the measurements are processed prior to being sent to the
measurement ERP 188 for prediction. For example, the mea-
surements may undergo filtering and/or feature extraction.
Additionally, the measurement ERP 188 may be provided
with information generated by the semantic analyzer’s 173
analysis of the segment of content 172, such as the indications
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174a and/or 174b. The measurement ERP 188 may utilize
this information for generating its prediction of the user’s
emotional response.

In one embodiment, the system 170 further includes a
measurement ERP trainer 186. Optionally, the measurement
ERP trainer 186 is provided with information regarding an
expected emotional response to segment of contents. For
example, the measurement ERP trainer is provided with an
indication 1745 generated by the semantic analyzer 173 as a
result of its analysis of the segment of content 1725. The
information provided to the measurement ERP trainer may be
used by it to generate a label for a sample utilized by the
measurement ERP trainer when training a model for a mea-
surement ERP. Additionally or alternatively, the measure-
ment ERP trainer may be provided with measurements of
affective response to the user 114 to a segment of content,
which may serve as a training sample for training a predictor.
Optionally, the measurements may be processed prior to
being sent to the measurement ERP trainer. For example, the
measurements may undergo filtering and/or feature extrac-
tion in order to produce feature values that are included in one
or more training samples utilized by the module.

FIG. 19 illustrates one embodiment of a system configured
to enable a device 196 to measure affective response at vary-
ing measuring rates based on semantic analysis of content.
The system includes at least a receiver 192, a processor 193,
and a controller 195.

The receiver 192 is configured to receive a first indication
1914 and a second indication 1915 derived from evaluations
comprising semantic analysis of first and second segments of
content, respectively. The segments of content include data
that represents text (e.g., the segments include portions of text
or media that may be converted to text). Optionally, the
semantic analyzer 173 generates the indications 191a¢ and
1915 by analyzing segments of content 172a and 1725,
respectively. Optionally, the semantic analyzer 173 utilizes
semantic analysis methods in its analysis of the segments.
The indications 191a and 1915 may be received separately by
the receiver 192 (e.g., each is communicated in a separate
communication), or may be received jointly (e.g., both are
communicated in the same communication). Optionally, the
first indication 191a and/or the second indications 1915 are
functions of the expected emotional responses to the first and
second segments. For example, the indications may indicate
the type of emotional response a user is expected to have to
content, the magnitude of the expected emotional response to
the content, and/or the expected benefit from determining the
emotional response to the content by measuring the affective
response of the user.

The first indication 191« indicates that a first value, which
is a function of emotional response the first segment, does not
reach a first predetermined threshold. Additionally, the sec-
ond indication 1915 indicates that a second value, which is a
function of emotional response to the second segment, does
reach a second predetermined threshold.

The processor 193 is configured to select, based on an
indication received by the receiver 192, a measuring rate for
the device 196 to be used to measure affective response of a
user 114 to segments of content. In one example, based on the
first indication 191a, the processor 193 selects a first measur-
ing rate 194q for the device 196 to measure affective response
of the user to the first segment of content. And based on the
second indication 1915, the processor 193 selects a second
measuring rate 1945 for the device 196 to measure affective
response of the user to the second segment.

The controller 195 is operable to configure the device 196
to measure affective response of the user according to a mea-
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suring rate selected by the processor 193, such as the first and
second measuring rates. In one example, the controller 195 is
configured to manage power consumption of the device 196
according to the measuring rate selected by the processor 193.
In another example, the controller 195 is configured to man-
age the number of measurements taken by the device 196, per
unit of measurement (e.g., frame rate of video images). In yet
another example, the controller is configured to manage the
volume of data generated by the device 196, per unit of
measurement time, for example by selecting number of brain-
wave channels to be monitored each second by a brainwave
monitor.

In one embodiment, the device 196 takes significantly
fewer measurements, per unit of measurement time, while
operating at the first measuring rate 194 to measure the affec-
tive response of the user 114 to the first segment, compared to
the number of measurements the device 196 takes while oper-
ating at the second measuring rate 1965 to measure the affec-
tive response of the user 114 to the second segment.

FIG. 20 illustrates one embodiment of a method for utiliz-
ing semantic analysis to set a measuring rate of a device that
measures affective response. The method includes the follow-
ing steps:

In step 180, receiving a first indication derived from an
evaluation involving semantic analysis of a first segment of
content. The first segment includes data representing text.

In step 181, determining that the first indication indicates
that a first value related to a prediction of emotional response
to the first segment does not reach a first predetermined
threshold.

In step 182, configuring the device to measure, at a first
measuring rate, affective response of a user to the first seg-
ment.

In step 183, receiving a second indication derived from an
evaluation involving semantic analysis of a second segment
of content. The first segment includes data representing text.

In step 184, determining that the second indication indi-
cates that a second value related to a prediction of emotional
response to the second segment reaches a second predeter-
mined threshold.

And in step 185, configuring the device to measure, at a
second measuring rate, affective response of the user to the
second segment.

In one embodiment, the device takes significantly fewer
measurements of affective response, per unit of measurement
time, while operating at the first measuring rate, compared to
number of measurements of affective response the device
takes while operating at the second measuring rate.

In one embodiment, the first and second segments include
data representing text. The analysis of the first and second
segments utilizes semantic analysis of the data representing
text to produce the indications that indicate whether or not the
predetermined threshold is reached. Additionally, the seman-
tic analysis may be used to generate feature values that
describe the meaning of the text of the first and second seg-
ments. Optionally, the semantic analysis of the second seg-
ment of content, which contributed to generating the second
indication, is performed less than one minute, or even one
second, before the user is exposed to the second segment of
content. For example, the second segment of content includes
portions of messages sent to a user (e.g., posts to a social
network and/or instant message texts). Additionally or alter-
natively, the semantic analysis of the first segment of content,
which contributed to generating the first indication, may be
performed less than one minute, or even one second, before
the user is exposed to the first segment of content.
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In another embodiment, semantic analysis of a segment of
content is performed substantially while the user 114 is
exposed to the segment and/or shortly after the user is
exposed to it. For example, the segments of content may
include portions of a live conversation (e.g., video, voice,
and/or text), and the semantic analyzer performs its analysis
of the segments substantially as conversation takes place.

Inone embodiment, configuring the operation of the device
according to the first and second measuring rates may be done
essentially simultaneously. For example, based on the first
and second indications, the device may be programmed to
measure at the first or second measuring rates at different
times in the future, such as setting the sensor’s measuring rate
a priori to measure affective response to various segments of
content before the segments of content are presented. Alter-
natively, the device may be configured to operate at different
measuring rate as indications are received. For example, each
indication may indicate a certain measuring rate (and possi-
bly operating times for the device), which may override pre-
vious settings that were made by an indication that was
received earlier.

FIG. 21 is a schematic illustration of an embodiment com-
prising a system that includes a computer game 179 that
outputs segments of content 172 and context information 178
about the segments 172. Optionally, the user 114 provides the
interactive computer game 179 with input that influences
events and/or characters in the computer game. Optionally,
the segments of content 172 are displayed to the user 114
and/or are provided to the semantic analyzer 173, possibly
after undergoing some form of processing (e.g., feature
extraction). Optionally, the context information 178 is pro-
vided to: (i) the semantic analyzer 173 to assist with the
analysis of the segment 172, and/or (ii) the measurement ERP
188 to improve its performance.

In one example, the computer game provides the semantic
analyzer 173 with context information regarding an event in
the game that is related to the segment of content 1724 and/or
172b. For instance, the computer game may provide the
semantic analyzer with information indicative of the fact that
the user 114 has been playing the same level for a long time,
which may indicate that the user might be getting bored
and/or frustrated with the game. In another example, the
computer game provides the semantic analyzer 173 with
information regarding the status of events in the game not
represented in the analyzed content (such as the state of other
characters in the game, and/or how the user 114 stands with
respect to completing a mission). This information can pro-
vide context and assist the semantic analyzer in determining
the user’s expected emotional response to the content, and
thus improve the accuracy of selection of appropriate mea-
suring rates for measuring the affective response to different
segments of content. In yet another example, the computer
game includes a character whose actions are controlled at
least partially by the user, and the information provided by the
game to the semantic analyzer 173 is related to the actions of
the character and/or to the fate of character in the game.

In one embodiment, the functionality of the semantic ana-
lyzer 173 is included in the interactive computer game 179. In
this embodiment, the computer game provides an indication
to the controller 175 that selects a measuring rate for the
device 177. In another embodiment, the functionality of both
the semantic analyzer 173 and the controller 175 are included
in the interactive computer game 179. In this case, the hard-
ware of the computer game may control the device 177.

In one embodiment, the controller 175 may be imple-
mented as part of the semantic analyzer 173. In another
example, the controller 175, the device 177, and the semantic
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analyzer 173 are combined in a single device. Optionally, the
device is battery powered (e.g., a smart phone).

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 177 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 177 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 177 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.

In one embodiment, at least one element of the controller
175 is implemented as a dedicated hardware element. For
example, the controller 175 may be a component coupled to
the device 177. In another example, the controller 175 is
coupled to a processor that processes affective response mea-
surements.

In one embodiment, the controller 175 is implemented in
software running on a processor. In some cases, the controller
may run, at least in part, on a device belonging to the user,
such as a mobile phone. In some cases, the controller may run,
at least in part, on a system remote of the user, such as on a
cloud-based server.

In one embodiment, the controller 175 is realized as hard-
ware that is embedded in the housing of the device 177. For
example, the controller for a mobile EEG measuring headset
may be embedded in the headset itself, and communicate data
wirelessly.

In another embodiment, the controller 175 is realized as
software that runs on a processor that belongs to the device
177. For example, the controller for a mobile EEG measuring
headset may run on a processor that belongs to the headset
and is used to process EEG measurements.

In one embodiment, the controller 175 and/or the semantic
analyzer 173 are implemented at least in part, as software
running on a remote processor, such as a cloud-based server.
For example, the cloud-based service can be used to analyze
content that is to be presented to the user 114, such as video to
be streamed to the user’s display. According to results of the
semantic analyzer’s analysis, the controller 175 running on
the cloud-based service may send different operating instruc-
tions to the device 177 regarding how to measure the user.

In one embodiment, a system configured to use semantic
analysis to measure affective response at varying measuring
rates, comprising: a semantic analyzer configured to: receive
a first segment of content, analyze the first segment utilizing
semantic analysis, and output a first indication that a first
value related to a predicted emotional response to the first
segment does not reach a first predetermined threshold;
wherein the first segment comprises data representing text;
and a controller configured to select, based on the first indi-
cation, a first measuring rate for a device for measuring affec-
tive response of a user to the first segment; the semantic
analyzer is further configured to: receive a second segment of
content, analyze the second segment utilizing semantic analy-
sis, and output a second indication that a second value related
to a predicted emotional response to the second segment does
reach a second predetermined threshold; wherein the second
segment comprises data representing text; the controller is
further configured to select, based on the second indication, a
second measuring rate for the device for measuring affective
response of the user to the second segment; wherein the
device takes significantly fewer measurements of affective
response, per unit of measurement time, while operating at
the first measuring rate, compared to number of measure-
ments of affective response the device takes while operating
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at the second measuring rate. Optionally, the first and second
predetermined thresholds represent first and second confi-
dence levels in predictions of emotional response, respec-
tively; and wherein the first and second values represent con-
fidence in predictions of emotional response to the first and
second segments, respectively; whereby the first measuring
rate is selected when the first indication indicates that confi-
dence in a prediction of emotional response to the first seg-
ment does not reach the first confidence level, and the second
measuring rate is selected when the second indication indi-
cates that confidence in a prediction of emotional response to
the second segment does reach the second confidence level.
Optionally, the first and second predetermined thresholds
represent first and second magnitudes of change in affective
response, respectively; and wherein the first and second val-
ues represent predicted changes in affective response due to
exposure to the first and second segments, respectively;
whereby the first measuring rate is selected when the first
indication indicates that a predicted change in affective
response due to exposure to the first segment does not reach
the first magnitude, and the second measuring rate is selected
when the second indication indicates that a predicted change
in affective response due to exposure to the second segment
does reach the second magnitude. Optionally, the first and
second predetermined thresholds represent first and second
benefit levels, respectively; and wherein the first and second
values represent predicted benefits to measuring affective
response to the first and second segments, respectively;
whereby the first measuring rate is selected when the first
indication indicates that a predicted benefit of measuring
affective response to the first segment does not reach the first
benefit level, and the second measuring rate is selected when
the second indication indicates that a benefit of measuring
affective response to the second segment does reach the sec-
ond benefit level. Optionally, the first measuring rate is sub-
stantially zero, and when operating at the first measuring rate
the device substantially does not take affective response mea-
surements of the user. Optionally, the device is one or more of
the following: a physiological sensor, and an image capturing
device. Optionally, the system further comprises a module
configured to train an emotional response predictor (measure-
ment ERP) based on feature values that are a product of
measurements of the affective response of the user to the
second segment of content, and a label based on the second
indication generated by the semantic analyzer. Optionally, the
semantic analyzer applies statistics on words that are corre-
lated with certain emotional responses. Optionally, the
semantic analyzer applies Latent Semantic Analysis in order
to associate a segment of content with a likely subject.
Optionally, the semantic analyzer evaluates the second seg-
ment shortly before the user is exposed to the second segment,
whereby shortly is less than one minute. Optionally, the sec-
ond segment is received from an interactive computer game
that provides context information about the second segment
that may be utilized by the semantic analyzer to compute the
second indication.

In one embodiment, a method for utilizing semantic analy-
sis to set a measuring rate of a device that measures affective
response, comprising: receiving a first indication derived
from an evaluation comprising semantic analysis of a first
segment of content; wherein the first segment comprises data
representing text; determining that the first indication indi-
cates that a first value related to a prediction of emotional
response to the first segment does not reach a first predeter-
mined threshold, and configuring the device to measure, at a
first measuring rate, affective response of a user to the first
segment; receiving a second indication derived from an
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evaluation comprising semantic analysis of a second segment
of content; wherein the second segment comprises data rep-
resenting text; and determining that the second indication
indicates that a second value related to a prediction of emo-
tional response to the second segment reaches a second pre-
determined threshold, and configuring the device to measure,
at a second measuring rate, affective response of the user to
the second segment; wherein the device takes significantly
fewer measurements of affective response, per unit of mea-
surement time, while operating at the first measuring rate,
compared to number of measurements of affective response
the device takes while operating at the second measuring rate.
Optionally, the semantic analysis of the data derived from the
second segment is performed shortly before the user is
exposed to the second segment, whereby shortly is less than
one minute. Optionally, the first and second indications indi-
cate confidence in predictions of emotional response to the
first and second segments, respectively; whereby based on the
first indication, it is determined that confidence in the predic-
tion of the emotional response to the first segment does not
reach the first predetermined threshold, and based on the
second indication, it is determined that confidence in the
prediction of the emotional response to the second segment
does reach the second predetermined threshold. Optionally,
the first and second indications indicate expected magnitudes
of'change in affective response due to exposure to the firstand
second segments, respectively; whereby based on the first
indication, it is determined that expected magnitude of
change in affective response due to exposure to the first seg-
ment does not reach the first predetermined threshold, and
based on the second indication, it is determined that expected
magnitude of change to affective response due to exposure to
the second segment does reach the second predetermined
threshold. Optionally, the first and second indications indi-
cate how beneficial it is to measure the affective response to
the first and second segments, respectively; whereby based on
the first indication, it is determined that benefit from measur-
ing the affective response to the first segment does not reach
the first predetermined threshold, and based on the second
indication it is determined that benefit from measuring affec-
tive response to the second segment does reach the second
predetermined threshold. Optionally, the first measuring rate
is substantially zero, and substantially no measuring of the
affective response of the user to being exposed to the first
segment takes place. Optionally, the device comprises a bat-
tery powered physiological sensor, and measuring the affec-
tive response of the user to the second segment comprises
utilizing the device to take a physiological measurement of
the user. Optionally, the device is part of a battery powered
image capturing device, and measuring the affective response
of the user to the second segment comprises utilizing the
image capturing device to capture an image of the user.

In one embodiment, a system configured to enable a device
to measure affective response at varying measuring rates
based on semantic analysis of content, comprising: a receiver
configured to receive first and second indications derived
from evaluations comprising semantic analysis of first and
second segments of content, respectively; wherein the first
and second segments comprise data representing text; and
wherein the first indication indicates that a first value, which
is a function of emotional response the first segment, does not
reach a first predetermined threshold, and the second indica-
tion indicates that a second value, which is a function of
emotional response to the second segment, does reach a sec-
ond predetermined threshold; a processor configured to
select, based on the first and second indications, first and
second measuring rates for measuring affective response,
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respectively; and a controller operable to configure the device
to measure the affective response of a user according to the
first and second measuring rates; wherein the device takes
significantly fewer measurements, per unit of measurement
time, while operating at the first measuring rate to measure
affective response of the user to the first segment, compared to
number of measurements the device takes while operating at
the second measuring rate to measure affective response of
the user to the second segment.

FIG. 22 illustrates one embodiment of a system 200 con-
figured to configured to utilize semantic analysis to set a
processing level for processing affective response measure-
ments. The system includes at least a semantic analyzer 173,
a controller 204, and a processor 206.

In one embodiment, the semantic analyzer 173 is config-
ured to: (i) receive a first segment 172a of content and a
second segment 1725 of content, (ii) analyze the segments
172a and 1726 utilizing semantic analysis, and (iii) output a
first indication 2034 and a second indication 2035. The first
indication 203« indicates that a first value related to a predic-
tion of emotional response to the first segment 172a does not
reach a first predetermined threshold. The second indication
2035 indicates that a second value related to a prediction of
emotional response to the second segment 17256 does reach a
second predetermined threshold.

In one embodiment, the semantic analyzer 173 may gen-
erate the first indication 2034 and the second indication 2035,
which are conveyed to the controller 204. The controller 204
is configured to select a processing level for the processor
206, based on a received indication. For example, based on
the indication 2034, the controller 204 is configured to select
for the processor 206 a first processing level 2054, and based
on the second indication 2035, the controller 204 is config-
ured to select for the processor 206 a second processing level
2055. Optionally, while operating at the first processing level
205a, the processor 206 processes a first set of measurements
207aq of affective response of the user 114 taken with a device
208. Optionally, while operating at the second processing
level 2055, the processor 206 processes a second set of mea-
surements 2075 of affective response of the user 114 taken
with the device 208.

In one embodiment, the indication 2034 and/or 2035 may
be interpreted as operating instructions for another module in
the system, such as the controller 204 and/or the processor
206. For example, the indications may be interpreted as an
instructions to the processor 206 to run a certain procedure
and/or as an instruction to the controller 204 to select a spe-
cific processing level for the processor 206. In another
example, the indications may indicate how long the processor
206 should process data and/or specifies a period oftime (e.g.,
by providing start and end times) in which the processor 206
should process data.

In some embodiments, a device, such as the device 208, is
used to measure affective response of the user 114. Option-
ally, the device includes a sensor and/or is a sensor. Option-
ally, the sensor may be a physiological sensor (e.g., a sensor
that measures heart rate, galvanic skin response, and/or brain-
wave activity), and/or a sensor that measures the user’s
behavior (e.g., a camera, and/or a motion detector). Option-
ally, the device may include additional components to the
sensor, such as a memory, a processor, a battery, a transmitter,
and/or a receiver. Optionally, the device may be coupled to a
user.

In some embodiments, the device 208 may output mea-
surements of the affective response of the user 114. For
example, the device 208 may output the measurements 207a,
taken essentially while the user 114 was exposed to the first
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segment 172a, which describe the affective response of the
user 114 to being exposed to the first segment 1724a. Similarly,
the device 208 may output the measurements 2075, taken
essentially while the user 114 was exposed to the second
segment 172a, which describe the affective response of the
user 114 to being exposed to the second segment 172b.
Optionally, the measurements 207a and/or the measurements
2075 are forwarded to the processor 206 in order to be pro-
cessed. Alternatively or additionally, the measurements 207«
and/or the measurements 2075 may be forwarded to a module
of the system such as the measurement Emotional Response
Predictor (measurement ERP). Optionally, some of the mea-
surements the measurements 2074 and/or the measurements
2075 may include raw measurement values (i.e., the values
undergo very little transformation prior to their output). Alter-
natively or additionally, the measurements 207a and/or the
measurements 2075 may include processed values such as
values that are the result of filtering, normalization, signal
processing, feature extraction, encryption, and/or compres-
sion.

In some embodiments, the controller 204 is configured to
utilize the indications 2034 and/or 2035 to select a processing
level for the processor 206, from a set comprising a first
processing level 205a and a second processing level 2055.
The processing level may have preset operation parameters
(such as procedures to run, duration of processing, and/or
volume of data to process). Alternatively or additionally, the
processing level may include certain operation parameters
that are computed by the controller 204 using the indications
2034 and/or 20354, and/or other data that is available at the
time of computation.

In some embodiments, the processor 206 is configured to
process measurements of affective response of the user 114,
while operating at a certain processing level. The certain
processing level may be selected from a set that includes at
least the first processing level 2054 and the second processing
level 2055. The computational load of the processor may be
expressed in terms of the number of computational cycles the
processor utilizes to process a volume unit of data.

In one embodiment, based on the first indication 203a, the
controller 204 selects the first processing level 205a, which
has a low computational load, at which the processor 206
should operate while processing measurements of affective
response of the user 114 to the first segment 172a. In addition,
based on the second indication 20354, the controller 204
selects the second processing level 2056, which has a higher
computational load, at which the processor 206 should oper-
ate while processing measurements of affective response of
the user 114 to the second segment 1725. Consequently, per
volume unit of measurement data, the number of computation
cycles utilized for processing measurements of affective
response of a user to the first segment, is significantly lower
than number of computation cycles utilized for processing
measurements of affective response of the user to the second
segment.

FIG. 23 illustrates one embodiment of a measurement ERP
trainer 232 that is configured to train an emotional response
model 233 based on samples 230 and labels 231 that are a
product of the semantic analyzer 173. Optionally, the mea-
surement ERP trainer 232 is provided with information
regarding an expected emotional response to the segment of
content. For example, the measurement ERP trainer is pro-
vided with an indication 2035 generated by the semantic
analyzer 173 as a result of its analysis of the segment of
content 1725. The information provided to the measurement
ERP trainer 232, may be used by it in order to generate a label
231 for asample 230 utilized by the measurement ERP trainer
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when training the model 233. Additionally or alternatively,
the measurement ERP trainer 232 may be provided with
measurements of affective response of the user 114 to a seg-
ment of content taken by the device 208; these measurements
may be utilized to generate the samples 230. For example, the
measurement ERP trainer 232 may receive the measurements
2075 taken by the device 208 which describe the affective
response of the user 114 to the second segment of content
172b. Optionally, the measurements received by the measure-
ment ERP trainer 232 may be processed prior to being sent to
the measurement ERP trainer. For example, the measure-
ments may undergo filtering and/or feature extraction in order
to produce feature values that are included in one or more
training samples utilized by the module. Optionally, the pro-
cessing of the measurements is done, at least in part, by the
processor 206.

FIG. 24 illustrates one embodiment of a measurement
Emotional Response Predictor (measurement ERP) 235 con-
figured to predict emotional response 236 based on a sample
234. Optionally, the measurement ERP 235 utilizes the model
233 in order to generate the predicted emotional response
236. Optionally, the sample 234 includes feature values that
are a product of measurements of the device 208. Optionally,
the measurements are processed prior to being sent to the
measurement ERP 235. For example, the measurements 2075
may undergo filtering and/or feature extraction before being
provided to the measurement ERP 235. Optionally, the pro-
cessing of the measurements 2075 is done, at least in part, by
the processor 206. Additionally, the measurement ERP 235
may be provided with information generated by the semantic
analyzer’s analysis of the segment of content 1725, such as
the indication 20354. The measurement ERP 235 may utilize
this information for generating its predicted emotional
response 236.

FIG. 25 illustrates one embodiment of a method for utiliz-
ing semantic analysis to set a processing level of a processor
processing affective response measurements. The method
includes the following steps:

In step 210, receiving a first indication derived from an
evaluation involving semantic analysis of a first segment of
content. The first segment includes data representing text.

In step 211, determining that the first indication indicates
that a first value related to a prediction of emotional response
to the first segment does not reach a first predetermined
threshold.

In step 212, configuring a processor to operate at a first
processing level to process measurements of affective
response of the user to the first segment.

In step 213, receiving a second indication derived from an
evaluation involving semantic analysis of a second segment
of content. The second segment includes data representing
text.

In step 214, determining that the second indication indi-
cates that a second value related to a prediction of emotional
response to the second segment does reach a second prede-
termined.

And in step 215, configuring the processor to operate at a
second processing level to process measurements of affective
response of the user to the second segment.

In one embodiment, per volume unit of measurement data,
number of computation cycles utilized by the processor to
process, at the first processing level, measurements of the
affective response of the user to the first segment, is signifi-
cantly lower than number of computation cycles utilized by
the processor to process, at the second processing level, mea-
surements of the affective response of the user to the second
segment.
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FIG. 26 illustrates one embodiment of a system 220 con-
figured to utilize semantic analysis to set processing level for
affective response measurements. The system 220 includes at
least a receiver 222, a selector 224, and a processor 226.

The receiver 222 is configured to receive a first indication
221a and a second indication 2215 derived from evaluations
comprising semantic analysis of first and second segments of
content, respectively. The segments of content include data
that represents text (e.g., the segments include portions of text
or media that may be converted to text). Optionally, the
semantic analyzer 173 generates the indications 2214 and/or
2216 by analyzing segments of content 172a¢ and 1725,
respectively. Optionally, the semantic analyzer 173 utilizes
semantic analysis methods in its analysis of the segments.
The indications 221a and 2215 may be received separately by
the receiver 222 (e.g., each is communicated in a separate
communication), or may be received jointly (e.g., both are
communicated in the same communication). Optionally, the
first indication 221a and/or the second indications 2215 are
functions of the expected emotional responses to the first and
second segments. For example, the indications may indicate
the type of emotional response a user is expected to have to
content, the magnitude of the expected emotional response to
the content, and/or the expected benefit from determining the
emotional response to the content by measuring the affective
response of the user.

The first indication 2214 indicates that a first value, which
is a function of emotional response the first segment, does not
reach a first predetermined threshold. Additionally, the sec-
ond indication 2215 indicates that a second value, which is a
function of emotional response to the second segment, does
reach a second predetermined threshold.

The selector 224 is configured to select, based on an indi-
cation received by the receiver 222, a processing level for the
processor 226 to be used to measure affective response of a
user 114 to segments of content. In one example, based on the
first indication 221a, the selector 224 selects a first processing
level 2254 for the processor 226 to process measurements of
affective response of the user to the first segment of content.
Optionally, measurements of affective response of the user to
the first segment of content are measurements 227a, taken by
the device 228. Optionally, the measurements 227a were
taken of the user 114, essentially while the user 114 was
exposed to the second segment 17256. And based on the sec-
ond indication 2214, the selector 224 selects a second pro-
cessing level 2255 for the processor 226 to process measure-
ments of affective response of the user to the second segment
of content. Optionally, measurements of affective response of
the user to the second segment of content are measurements
227b, taken by the device 228. Optionally, the measurements
227b were taken of the user 114, essentially while the user
114 was exposed to the second segment 1724.

The processor 226 is configured to receive first and second
measurements of affective response of a user to the first and
second segments, respectively. Optionally, the first measure-
ments are the measurements 227q and the second measure-
ments are the measurements 227b. The processor 226 is also
configured to process the first measurements at the first pro-
cessing level, and to process the second measurements at the
second processing level. Consequently, per volume unit of
measurement data, the number of computation cycles utilized
by the processor 226 to process the first measurements is
significantly lower than the number of computation cycles
utilized by the processor 226 to process the second measure-
ments. Thus, operating, at least during some of the times at the
first processing level reduces the computational load on the
processor 226.
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In one embodiment, the system 200 that includes the com-
puter game 179, illustrated in FIG. 21 that outputs segments
of content and context information about the segments.
Optionally, the user 114 provides the interactive computer
game with input that influences events and/or characters in
the computer game. Optionally, the segments of content are
displayed to the user 114 and/or are provided to the semantic
analyzer 173, possibly after undergoing some form of pro-
cessing (e.g., feature extraction). Optionally, the context
information is provided to: (i) the semantic analyzer 173 to
assist with the analysis of a segment of content, (ii) the mea-
surement ERP trainer 232 to contribute in the generation of
feature values related to the context, and/or (iii) the measure-
ment ERP 235 in order to be utilized for generating feature
values related to the context that may improve the predictive
performance.

In one embodiment, the functionality of the semantic ana-
lyzer 173 is included in the interactive computer game. In this
embodiment, the computer game provides an indication to the
controller 204 that selects a processing level for the processor
206. In another embodiment, the functionality of both the
semantic analyzer 173 and the controller 204 are included in
the interactive computer game. In this case, the hardware of
the computer game may control the processor 206 and/or the
device 208.

There may be various hardware configurations that involve
the semantic analyzer 173, the controller 204, and/or the
processor 206. In one example, the controller 204 may be
implemented, at least in part, as hardware that is part of the
processor 206. In another example, the controller 204 may be
implemented, at least in part, as software that runs on the
processor 206. In another example, the controller 204 may be
implemented as part of the semantic analyzer 173. In still
another example, the controller 204, the processor 206, and
the semantic analyzer 173 are combined in a single device.
Optionally, the device is battery powered (e.g., a smart
phone). Optionally, the device 208 is also part of the device
and/or draws power from the device’s power supply.

In one embodiment, the processor 206 is embedded in a
battery powered device, and the measurements of affective
response of the user to the second segment include physi-
ological measurements of the user taken with the a physi-
ological sensor. Additionally or alternatively, the measure-
ments of affective response of the user to the second segment
comprise comprises images of the user taken with an image
capturing device.

In one embodiment, the controller 204 and/or the semantic
analyzer 173 are implemented at least in part, as software
running on a remote processor, such as a cloud-based server.
For example, a cloud-based service can be used to analyze
content that is to be presented to the user 114, such as video to
be streamed to the user’s display. According to indications of
the semantic analyzer 173, the controller 204, running on the
cloud-based service, may send different operating instruc-
tions to the processor 206, such as specifying a processing
level for the processor 206 at to operate while processing
affective response measurements of the user.

In one embodiment, a segment of content may include
visual content, such as images and/or video. A content deliv-
ery module may be used to expose the segments to the user
114. Optionally, the device 208 has at least one component
that is not shared with the content delivery module. Addition-
ally or alternatively, the device 208 may include at least one
component that is shared with the content delivery module.
Additionally or alternatively, the device 208 may be a battery
powered sensor, and the content delivery module and the
battery powered sensor are realized in the same device.
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In one embodiment, a system configured to utilize seman-
tic analysis to set a processing level for processing affective
response measurements, comprising: a semantic analyzer
configured to: receive a first segment of content, analyze the
first segment utilizing semantic analysis, and output a first
indication that a first value related to a predicted emotional
response to the first segment does not reach a first predeter-
mined threshold; wherein the first segment comprises data
representing text; and a controller configured to select, based
on the first indication, a first processing level for a processor
to process measurements of affective response of a user to the
first segment; the semantic analyzer is further configured to:
receive a second segment of content, analyze the second
segment utilizing semantic analysis, and output a second
indication that a second value related to a predicted emotional
response to the second segment reaches a second predeter-
mined threshold; wherein the second segment comprises data
representing text; the controller is further configured to select,
based on the second indication, a second processing level for
aprocessor to process measurements of affective response of
the user to the second segment; wherein, per volume unit of
measurement data, number of computation cycles utilized by
the processor to process, at the first processing level, mea-
surements of the affective response of the user to the first
segment, is significantly lower than number of computation
cycles utilized by the processor to process, at the second
processing level, measurements of the affective response of
the user to the second segment. Optionally, the system further
comprises a device operable to provide measurements of the
affective response of the user; wherein the device is one or
more of the following: a physiological sensor, and an image
capturing device. Optionally, the system further comprises a
module configured to train an emotional response predictor
(measurement ERP) based on feature values that are a product
of'measurements of the affective response of the user taken by
the device and labels that are a product of the semantic ana-
lyzer. Optionally, the system further comprises an emotional
response predictor (measurement ERP) configured to predict
emotional response based on feature values that are a product
of the affective response of the user taken by the device.
Optionally, the first and second predetermined thresholds
represent first and second confidence levels in predictions of
emotional response, respectively; and wherein the first and
second values represent confidence in predictions of emo-
tional response to the first and second segments, respectively;
whereby the processor is configured to operate at the first
processing level to process measurements of affective
response of the user to the first segment when the first indi-
cation indicates that confidence in a prediction of emotional
response to the first segment does not reach the first confi-
dence level, and the processor is configured to operate at the
second processing level to process measurements of affective
response of the user to the second segment when the second
indication indicates that confidence in a prediction of emo-
tional response to the second segment does reach the second
confidence level. Optionally, the first and second predeter-
mined thresholds represent first and second magnitudes of
change in affective response, respectively; and wherein the
first and second values represent predicted changes in affec-
tive response due to exposure to the first and second seg-
ments, respectively; whereby the processor is configured to
operate at the first processing level to process measurements
of affective response of the user to the first segment when the
first indication indicates that a predicted change in affective
response due to exposure to the first segment does not reach
the first magnitude, and the processor is configured to operate
at the second processing level to process measurements of
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affective response of the user to the second segment when the
second indication indicates that a predicted change in affec-
tive response due to exposure to the second segment does
reach the second magnitude. Optionally, the first and second
predetermined thresholds represent first and second benefit
levels, respectively; and wherein the first and second values
represent predicted benefits to measuring affective response
to the first and second segments, respectively; whereby the
processor is configured to operate at the first processing level
to process measurements of affective response of the user to
the first segment when the first indication indicates that a
benefit of measuring affective response to the first segment
does not reach the first benefit level, and the processor is
configured to operate at the second processing level to pro-
cess measurements of affective response of the user to the
second segment when the second indication indicates that a
benefit of measuring affective response to the second segment
does reach the second benefit level. Optionally, the semantic
analyzer applies statistics on words that are correlated with
certain emotional responses. Optionally, the semantic ana-
lyzer applies Latent Semantic Analysis in order to associate a
segment of content with a likely subject. Optionally, the
semantic analyzer evaluates the second segment shortly
before the user is exposed to the second segment, whereby
shortly is less than one minute. Optionally, the second seg-
ment is received from an interactive computer game that
provides context information about the second segment that
may be utilized by the semantic analyzer to compute the
second indication.

In one embodiment, a method for utilizing semantic analy-
sis to seta processing level of a processor processing affective
response measurements, comprising: receiving a first indica-
tion derived from an evaluation comprising semantic analysis
of a first segment of content; wherein the first segment com-
prises data representing text; determining that the first indi-
cation indicates that a first value related to a prediction of
emotional response to the first segment does not reach a first
predetermined threshold, and configuring a processor to oper-
ate at a first processing level to process measurements of
affective response of a user to the first segment; receiving a
second indication derived from an evaluation comprising
semantic analysis of a second segment of content; wherein the
second segment comprises data representing text; and deter-
mining that the second indication indicates that a second
value related to a prediction of emotional response to the
second segment reaches a second predetermined threshold,
and configuring the processor to operate at a second process-
ing level to process measurements of affective response of the
user to the second segment; wherein, per volume unit of
measurement data, number of computation cycles utilized by
the processor to process, at the first processing level, mea-
surements of the affective response of the user to the first
segment, is significantly lower than number of computation
cycles utilized by the processor to process, at the second
processing level, measurements of the affective response of
the user to the second segment. Optionally, the first and sec-
ond indications indicate confidence in predictions of emo-
tional response to the first and second segments, respectively;
whereby based on the first indication, it is determined that
confidence in the prediction of the emotional response to the
first segment does not reach the first predetermined threshold,
and based on the second indication, it is determined that
confidence in the prediction of the emotional response to the
second segment does reach the second predetermined thresh-
old. Optionally, the first and second indications indicate
expected magnitudes of change in affective response due to
exposure to the first and second segments, respectively;
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whereby based on the first indication, it is determined that
expected magnitude of change in affective response due to
exposure to the first segment does not reach the first prede-
termined threshold, and based on the second indication, it is
determined that expected magnitude of change to affective
response due to exposure to the second segment does reach
the second predetermined threshold. Optionally, the first and
second indications indicate how beneficial it is to measure the
affective response to the first and second segments, respec-
tively; whereby based on the first indication, it is determined
that benefit from measuring the affective response to the first
segment does not reach the first predetermine threshold, and
based on the second indication it is determined that benefit
from measuring affective response to the second segment
does reach the second predetermined threshold. Optionally,
the processor is embedded in a battery powered device, and
the measurements of affective response of the user to the
second segment comprise physiological measurements of the
user taken with a physiological sensor. Optionally, the pro-
cessor is embedded in a battery powered device, and the
measurements of affective response of the user to the second
segment comprise comprises images of the user taken with an
image capturing device. Optionally, the method further com-
prises forwarding, to a module that trains a measurement
Emotional Response Predictor (measurement ERP), a label
corresponding to an expected emotional response to being
exposed to the second segment, and a sample comprising a
product of the measurements of the affective response of the
user to the second segment. Optionally, the method further
comprises forwarding a product of the measurements of the
affective response of the user to being exposed to the second
segment to a measurement emotional response predictor.

In one embodiment, a system configured to utilize seman-
tic analysis to set processing level for affective response mea-
surements, comprising: a receiver configured to receive first
and second indications derived from evaluations comprising
semantic analysis of first and second segments of content,
respectively; wherein the first and second segments comprise
data representing text; and wherein the first indication indi-
cates that a first value, which is a function of emotional
response the first segment, does not reach a first predeter-
mined threshold, and the second indication indicates that a
second value, which is a function of emotional response to the
second segment, does reach a second predetermined thresh-
old; a selector configured to select, based on the first and
second indications, first and second processing levels, respec-
tively, for processing measurements of affective response;
and a processor configured to receive first and second mea-
surements of affective response of a user to the first and
second segments, respectively; the processor is further con-
figured to process the first measurements at the first process-
ing level, and to process the second measurements at the
second processing level; wherein, per volume unit of mea-
surement data, the number of computation cycles utilized by
the processor to process the first measurements is signifi-
cantly lower than the number of computation cycles utilized
by the processor to process the second measurements.

Predetermined Thresholds

In some embodiments described in this disclosure, seg-
ments of content are analyzed in order to predict an emotional
response to the segments. For example, the analysis may be
performed by a content ERA and/or a semantic analyzer.
Optionally, analysis of a segment of content is performed in
order to determine whether a value related to an emotional
response emotional response to the segment of content
reaches a predetermined threshold. Optionally, after analyz-
ing the segment of content, an indication is generated indi-
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cating whether value related to the emotional response to the
segment of content reaches the predetermined threshold.
Optionally, the prediction of emotional response is a predic-
tion of emotional response of the user 114. For example, the
predicted emotional response of the user 114 is obtained from
an emotional response predictor personalized for the user
114. Alternatively, the predicted emotional response to the
segment may be the emotional response of another user (e.g.,
using a model of another user), or a generic “representative
user”. Optionally, based on whether the indication indicates
that the predetermined threshold was reached, in different
embodiments described herein, system components may be
configured to operate in different ways.

In some embodiments, based on an indication, the control-
ler 108, selects a certain mode of operation for the device 112.
Optionally, selecting the certain mode of operation for the
device 112 also involves configuring the device 112 to operate
in the certain mode of operation. In other embodiments, based
on an indication, the controller 154 selects for the processor
156 a certain processing level at which to process measure-
ments of affective response. Optionally, selecting the certain
processing level also involves configuring the processor 156
to operate at the certain processing level. In still other
embodiments, based on an indication, the controller 175
selects a certain measuring rate for the device 177. Option-
ally, selecting the certain measuring rate also involves con-
figuring the device 177 to measure at the certain measuring
rate. And in yet other embodiments, based on an indication,
the controller 204 selects for the processor 206 a certain
processing level at which to process measurements of affec-
tive response. Optionally, selecting the certain processing
level also involves configuring the processor 206 to process
measurements of affective response at the certain processing
level.

In some embodiments, first and second segments of con-
tent are analyzed, and based on the analysis, first and second
indications are generated. Optionally, the first indication indi-
cates whether a value related to a prediction of emotional
response to the first segment reaches a first predetermined
threshold. Optionally, the second indication indicates
whether a value related to a prediction of emotional response
to the second segment reaches a second predetermined
threshold. It is to be noted that when stated that a value
reaches a threshold, it is meant that the value equals the
threshold or exceeds it. Below are listed examples of embodi-
ments which describe different types of predetermined
thresholds and how they may be utilized.

In one embodiment, the first and second predetermined
thresholds represent first and second confidence levels for
predictions of emotional response, respectively. That is, the
first predetermined threshold represents the first confidence
level, and the second predetermined threshold represents the
second confidence level. Optionally, the first predetermined
threshold and the second predetermined threshold may be the
same, in which case the both represent the same confidence
level. In this example, the first and second indications, indi-
cate values representing confidence in predictions of emo-
tional response to the first and second segments, respectively.
That is, the first indication indicates confidence in the predic-
tion of emotional response to the first segment, and similarly
the second indication indicates confidence in the prediction of
emotional response to the second segment. Optionally, a
user’s affective response may be processed and/or measured
more extensively when the predictions of emotional response
to the segments of content are made with high confidence. If
the prediction of emotional response to a segment of content
is made with low confidence, the system may elect not to
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measure the user’s affective response to the segment, or to
devote fewer resources for that purpose.

In one embodiment, based on the first indication 1064, it is
determined that confidence in the prediction of the emotional
response to the first segment 102a does not reach the first
predetermined threshold. Accordingly, the first mode of
operation 110« is selected for the device 112 for measuring
affective response of the user 114 to the first segment 102a.
Additionally, based on the second indication 1065, it is deter-
mined that confidence in the prediction of the emotional
response to the second segment 1025 does reach the second
predetermined threshold. Accordingly, the second mode of
operation 1105 is selected for the device 112 for measuring
affective response of the user 114 to the second segment 1025.

In another embodiment, based on the first indication 1064,
it is determined that confidence in the prediction of the emo-
tional response to the first segment 102a does not reach the
first predetermined threshold. Accordingly, the first process-
ing level 1554 is selected for the processor 156 to process
measurements of affective response of the user 114 to the first
segment 102q. Additionally, based on the second indication
1064, it is determined that confidence in the prediction of the
emotional response to the second segment 1026 does reach
the second predetermined threshold. Accordingly, the second
processing level 1555 is selected for the processor 156 to
process measurements of affective response of the user 114 to
the second segment 10264.

In yet another embodiment, based on the first indication
174a, it is determined that confidence in the prediction of the
emotional response to the first segment 1724 does not reach
the first predetermined threshold. Accordingly, the first mea-
suring rate 176a is selected for the device 177 for measuring
affective response of the user 114 to the first segment 172a.
Additionally, based on the second indication 174b, it is deter-
mined that confidence in the prediction of the emotional
response to the second segment 1725 does reach the second
predetermined threshold. Accordingly, the second measuring
rate 1765 is selected for the device 177 for measuring affec-
tive response of the user 114 to the second segment 1724.

In still embodiment, based on the first indication 203a, it is
determined that confidence in the prediction of the emotional
response to the first segment 172a does not reach the first
predetermined threshold. Accordingly, the first processing
level 205aq is selected for the processor 206 to process mea-
surements of affective response of the user 114 to the first
segment 172a. Additionally, based on the second indication
2035, it is determined that confidence in the prediction of the
emotional response to the second segment 1726 does reach
the second predetermined threshold. Accordingly, the second
processing level 2055 is selected for the processor 206 to
process measurements of affective response of the user 114 to
the second segment 1724.

In another example, the first and second predetermined
thresholds represent first and second magnitudes of affective
response and/or change in affective response, respectively.
That is, the first predetermined threshold represents the first
magnitude, and the second predetermined threshold repre-
sents the second magnitude. Optionally, the first predeter-
mined threshold and the second predetermined threshold may
be the same, in which case the both represent the same mag-
nitude of change in affective response. In this example, the
first and second indications, indicate values representing
expected magnitudes and/or expected magnitude of change in
affective response due to exposure to the first segment and the
second segments, respectively. The expected magnitude and/
or magnitudes of change may be derived from predictions of
emotional response to the first and second segments. Option-
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ally, the predictions are performed by the content ERA, a
semantic analyzer and/or a content ERP.

In one example, more power may be typically devoted to
measure the user’s affective response to a segment of content
when a there is expected to be a noticeable change to the
user’s affective response; while in other cases, when the
change to the user’s affective response is not predicted to be
significant, the user’s affective response may be cursorily
measured (e.g., takes noisy and/or sporadic measurements).

In another example, a user’s affective response may be
measured more extensively when the user is expected to feel
acertain type of emotion. For instance, a computer game may
provide the user with segments of content that may be intense,
possibly frightening, action sequences. When a user is
exposed to a segment, the user’s affective response may be
measured in order to determine more precisely how much the
segment influenced the user, and possibly identify what ele-
ments in the content influenced the user substantially. In this
example, affective response of the user to a segment may be
measured (or measured more extensively) if analysis of the
segment indicates that the user is expected to be frightened or
excited by the segment (e.g., analysis of the segment may
reveal it to be intense and action packed). In this example, the
first and second indications may indicate whether the seg-
ments are predicted to frighten and/or excite the user. If it is
determined that a segment is likely not to frighten and/or
excite the user, measurements may be taken more extensively
and/or processed more extensively. In this example, the indi-
cations may indicate how discernable measurements of affec-
tive response, which reflect a certain emotion (e.g., fright), are
likely to be.

In one embodiment, based on the first indication 1064, it is
determined that expected magnitude of change in affective
response due to exposure to the first segment 102a does not
reach the first predetermined threshold. Accordingly, the first
mode of operation 110q is selected for the device 112 for
measuring aftective response of the user 114 to the first seg-
ment 102a. Additionally, based on the second indication
1064, it is determined that expected magnitude of change to
affective response due to exposure to the second segment
1026 does reach the second predetermined threshold.
Accordingly, the second mode of operation 1105 is selected
for the device 112 for measuring affective response of the user
114 to the second segment 1024.

In another embodiment, based on the first indication 1064,
it is determined that expected magnitude of change in affec-
tive response due to exposure to the first segment 1024 does
not reach the first predetermined threshold. Accordingly, the
first processing level 155a is selected for the processor 156 to
process measurements of affective response of the user 114 to
the first segment 102q. Additionally, based on the second
indication 1065, it is determined that expected magnitude of
change to affective response due to exposure to the second
segment 1025 does reach the second predetermined thresh-
old. Accordingly, the second processing level 1555 is selected
for the processor 156 to process measurements of affective
response of the user 114 to the second segment 1025.

In yet another embodiment, based on the first indication
174a, it is determined that expected magnitude of change in
affective response due to exposure to the first segment 1724
does notreach the first predetermined threshold. Accordingly,
the first measuring rate 176a is selected for the device 177 for
measuring aftective response of the user 114 to the first seg-
ment 172a. Additionally, based on the second indication
1745, it is determined that expected magnitude of change to
affective response due to exposure to the second segment
1726 does reach the second predetermined threshold.
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Accordingly, the second measuring rate 1765 is selected for
the device 177 for measuring affective response of the user
114 to the second segment 1724.

In still another embodiment, based on the first indication
203a, it is determined that expected magnitude of change in
affective response due to exposure to the first segment 172a
does notreach the first predetermined threshold. Accordingly,
the first processing level 205aq is selected for the processor
206 to process measurements of affective response of the user
114 to the first segment 172q. Additionally, based on the
second indication 1203, it is determined that expected mag-
nitude of change to affective response due to exposure to the
second segment 1725 does reach the second predetermined
threshold. Accordingly, the second processing level 2055 is
selected for the processor 206 to process measurements of
affective response of the user 114 to the second segment 1725.

In another example, the first and second predetermined
thresholds represent first and second benefit levels, respec-
tively. That is, the first predetermined threshold represents the
first benefit level, and the second predetermined threshold
represents the second benefit level. Optionally, the first pre-
determined threshold and the second predetermined thresh-
old may be the same, in which case the both represent the
same benefit level. In this example, the first and second indi-
cations, indicate how beneficial it is to measure the affective
response to the first and second segments, respectively. That
is, the first indication indicates a benefit expected from mea-
suring affective response of the user to the first segment, and
the second indication indicates a benefit expected from mea-
suring affective response of the user to the second segment.

In one embodiment, affective response of a user to seg-
ments of content are measured more extensively and/or pro-
cessed more extensively when it is beneficial to determine the
user’s emotional response. In one example, there may be a
benefit to determine a user’s emotional response to content if
there are opportunities to customize the content and/or offer
services to the user based on the user’s emotional response. In
another example, determining an emotional response of a
user to content may be more beneficial if the corresponding
measurement data is required to generate a model of the user
(e.g., to train a content ERP personalized for the user). If the
user already has a well-trained model, it may be less benefi-
cial to measure the user. However, if the user has an incom-
plete model, or lacks a model altogether, it may be more
beneficial to measure the user in order to obtain training data
to train a model for the user.

In one embodiment, based on the first indication 1064, it is
determined that a benefit of measuring affective response to
the first segment does not reach the first predetermined
threshold. Accordingly, the first mode of operation 110a is
selected for the device 112 for measuring affective response
of'the user 114 to the first segment 1024. Additionally, based
on the second indication 1065, it is determined that a benefit
from measuring affective response to the second segment
1026 does reach the second predetermined threshold.
Accordingly, the second mode of operation 1105 is selected
for the device 112 for measuring affective response of the user
114 to the second segment 1024.

In another embodiment, based on the first indication 1064,
it is determined that a benefit of measuring affective response
to the first segment does not reach the first predetermined
threshold. Accordingly, the first processing level 155a is
selected for the processor 156 to process measurements of
affective response of the user 114 to the first segment 102a.
Additionally, based on the second indication 1065, it is deter-
mined that a benefit from measuring affective response to the
second segment 1025 does reach the second predetermined
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threshold. Accordingly, the second processing level 1555 is
selected for the processor 156 to process measurements of
affectiveresponse of the user 114 to the second segment 1025.

In yet another embodiment, based on the first indication
174a, it is determined that a benefit of measuring affective
response to the first segment 172a does not reach the first
predetermined threshold. Accordingly, the first measuring
rate 1764 is selected for the device 177 for measuring affec-
tive response of the user 114 to the first segment 172q. Addi-
tionally, based on the second indication 1745, it is determined
that a benefit from measuring affective response to the second
segment 1725 does reach the second predetermined thresh-
old. Accordingly, the second measuring rate 1765 is selected
for the device 177 for measuring affective response of the user
114 to the second segment 1724.

In still another embodiment, based on the first indication
203a, it is determined that a benefit of measuring affective
response to the first segment 172a does not reach the first
predetermined threshold. Accordingly, the first processing
level 2054 is selected for the processor 2066 to process mea-
surements of affective response of the user 114 to the first
segment 1724a. Additionally, based on the second indication
2035, it is determined that a benefit from measuring affective
response to the second segment 1725 does reach the second
predetermined threshold. Accordingly, the second processing
level 2055 is selected for the processor 206 to process mea-
surements of affective response of the user 114 to the second
segment 1725.

Affective Response Measurements

In some embodiments, a device used to measure affective
response of a user may include one or more sensors, be a
sensor, and/or be part of a sensor. Optionally, a sensor may
include, without limitation, one or more of the following: a
physiological sensor, an image capturing device, a micro-
phone, a movement sensor, a pressure sensor, and/or a mag-
netic sensor.

Herein, a “sensor” may refer to a whole structure housing
a device used for measuring a physical property, or to one or
more of the elements comprised in the whole structure. For
example, when the sensor is a camera, the word sensor may
refer to the entire structure of the camera, or just to its CMOS
detector.

A physiological signal is a value that reflects a person’s
physiological state. Some examples of physiological signals
that may be measured include: Heart Rate (HR), Blood-Vol-
ume Pulse (BVP), Galvanic Skin Response (GSR), Skin Tem-
perature (ST), respiration, electrical activity of various body
regions or organs such as brainwaves measured with electro-
encephalography (EEQG), electrical activity of the heart mea-
sured by an electrocardiogram (ECG), electrical activity of
muscles measured with electromyography (EMG), and elec-
trodermal activity (EDA) that refers to electrical changes
measured at the surface of the skin.

A person’s affective response may be expressed by behav-
ioral cues, such as facial expressions, gestures, and/or other
movements of the body. Behavioral measurements of a user
may be obtained utilizing various types of sensors, such as an
image capturing device (e.g., a camera), a movement sensor,
an acoustic sensor, an accelerometer, a magnetic sensor, and/
Or a pressure sensor.

Inone embodiment, images of the user are captured with an
image capturing device such as a camera. In another embodi-
ment, images of the user are captured with an active image
capturing device that transmits electromagnetic radiation
(such as radio waves, millimeter waves, or near visible waves)
and receives reflections of the transmitted radiation from the
user. Optionally, captured images are in two dimensions and/
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or three dimensions. Optionally, captured images are com-
prised of one or more of the following types: single images,
sequences of images, video clips.

Affective response measurement data, such as the data
generated by a device used to measure affective response,
may be processed in many ways. The processing of the affec-
tive response measurement data may take place before, dur-
ing and/or after the data is stored and/or transmitted. Option-
ally, at least some of the processing of the data is performed
by a sensor that participates in the collection of the measure-
ment data. Optionally, at least some of the processing of the
data is performed by a processor that receives the data in raw
(unprocessed) form, or partially processed form. There are
various ways in which affective response measurement data
may be processed in the different embodiments, some of them
are described in the following embodiments and examples:

In some embodiments, at least some of the affective
response measurements may undergo signal processing, such
as analog signal processing, discrete time signal processing,
and/or digital signal processing.

In some embodiments, at least some of the affective
response measurements may be scaled and/or normalized.
For example, the measurement values may be scaled to be in
the range [-1,+1]. In another example, the values of some of
the measurements are normalized to z-values, which bring the
mean of the values recorded for the modality to 0, with a
variance of 1. In yet another example, statistics are extracted
from the measurement values, such as statistics of the mini-
mum, maximum, and/or various moments of the distribution,
such as the mean, variance, or skewness. Optionally, the
statistics are computed for measurement data that includes
time-series data, utilizing fixed or sliding windows.

In some embodiments, at least some of the affective
response measurements may be subjected to feature extrac-
tion and/or reduction techniques. For example, affective
response measurements may undergo dimensionality-reduc-
ing transformations such as Fisher projections, Principal
Component Analysis (PCA), and/or feature subset selection
techniques like Sequential Forward Selection (SFS) or
Sequential Backward Selection (SBS).

In some embodiments, affective response measurements
comprising images and/or video may be processed in various
ways. In one example, algorithms for identifying cues like
movement, smiling, laughter, concentration, body posture,
and/or gaze, are used in order to detect high-level image
features. Additionally, the images and/or video clips may be
analyzed using algorithms and/or filters for detecting and/or
localizing facial features such as location of eyes, brows,
and/or the shape of mouth. Additionally, the images and/or
video clips may be analyzed using algorithms for detecting
facial expressions and/or micro-expressions.

In another example, images are processed with algorithms
for detecting and/or describing local features such as Scale-
Invariant Feature Transform (SIFT), Speeded Up Robust Fea-
tures (SURF), scale-space representation, and/or other types
of low-level image features.

In some embodiments, processing affective response mea-
surements involves compressing and/or encrypting portions
of the data. This may be done for a variety of reasons, for
instance, in order to reduce the volume of measurement data
that needs to be transmitted. Another reason to use compres-
sion and/or encryption is that it helps protect the privacy of a
measured user by making it difficult for unauthorized parties
to examine the data. Additionally, the compressed data may
be pre-processed prior to its compression.

In addition, the literature describes various algorithmic
approaches that can be used for processing affective response
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measurements, acquired utilizing various types of sensors.
Some embodiments may utilize these known, and possibly
other yet to be discovered, methods for processing affective
response measurements. Some examples include: (i) a variety
of'physiological measurements may be preprocessed accord-
ing to the methods and references listed in van Broek, E. L.,
Janssen, J. H., Zwaag, M. D., D. M. Westerink, J. H., &
Healey, J. A. (2009), Prerequisites for Affective Signal Pro-
cessing (ASP), In Proceedings of the International Joint Con-
ference on Biomedical Engineering Systems and Technolo-
gies, INSTICC Press, incorporated herein by reference; (ii) a
variety of acoustic and physiological signals may be pre-
processed and have features extracted from them according to
the methods described in the references cited in Tables 2 and
4, Gunes, H., & Pantic, M. (2010), Automatic, Dimensional
and Continuous Emotion Recognition, International Journal
of Synthetic Emotions, 1 (1), 68-99, incorporated herein by
reference; (iii) Pre-processing of Audio and visual signals
may be performed according to the methods described in the
references cited in Tables 2-4 in Zeng, Z., Pantic, M., Rois-
man, G., & Huang, T. (2009), A survey of affect recognition
methods: audio, visual, and spontaneous expressions, IEEE
Transactions on Pattern Analysis and Machine Intelligence,
31 (1), 39-58, incorporated herein by reference; and (iv)
pre-processing and feature extraction of various data sources
such as images, physiological measurements, voice record-
ings, and text based-features, may be performed according to
the methods described in the references cited in Tables 1, 2, 3,
5inCalvo,R. A., & D’Mello, S. (2010). Aftect Detection: An
Interdisciplinary Review of Models, Methods, and Their
Applications. IEEE Transactions on affective computing
1(1), 18-37, incorporated herein by reference.

In some embodiments, the duration in which devices oper-
ate in order to measure the user’s affective response may
differ depending on one or more of the following: (i) the type
of content the user is exposed to, (ii) the type of physiological
and/or behavioral signal being measured, and (iii) the type of
sensor utilized for the measurement. In some cases, the user’s
affective response to a segment of content may be measured
by a device substantially continually throughout the period in
which the user is exposed to the segment of content. However,
in other cases, the duration during which the user’s affective
response to the segment of content is measured need not
necessarily overlap, or be entirely contained in the time in
which the user is exposed to the segment of content.

With some physiological signals, there is an inherent delay
between the time in which a stimulus occurs and changes the
user’s emotional state, and the time in which the correspond-
ing affective response is observed via a change in the physi-
ological signal’s measurement values. For example, an affec-
tive response comprising changes in skin temperature may
take several seconds to be detected by a sensor. In addition,
some physiological signals may depart very rapidly from
baseline values, but take much longer to return to the baseline
values.

In some cases, the physiological signal might change
quickly as a result of a stimulus, but returning to the pervious
baseline value (from before the stimulus), may take much
longer. For example, the heart rate of a person viewing a
movie in which there is a startling event may increase dra-
matically within a second; however, it can take tens of sec-
onds and even minutes for the person to calm down and for the
heart rate return to a baseline level.

The lag in time it takes affective response to be manifested
in certain physiological and/or behavioral signals can lead to
it that the period in which the affective response is measured
occurs after the exposure to the content. Thus, in some
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embodiments, measuring the affective response of the user to
the segment of content may end, and possibly even also start,
essentially after the user is exposed to the segment of content.
For example, measuring the user’s response to a surprising
short scene in a video clip (e.g., a gunshot lasting a second),
may involve taking a GSR measurement a couple of seconds
after the gunshot was played to the user. In another example,
the user’s affective response to playing a level in a computer
game may include taking heart rate measurements lasting
even minutes after the game play is completed.

In some embodiments, determining the user’s affective
response to the segment of content may utilize measurement
values corresponding to a fraction of the time the user was
exposed to the segment of content. The user’s affective
response to the segment of content may be measured by
obtaining values of a physiological signal that is slow to
change, such as skin temperature, and/or slow to return to
baseline values, such as heart rate. In such cases, measuring
the user’s affective response to a segment of content does not
have to involve continually measuring the user throughout the
duration in which the user is exposed to the segment of
content. Since such physiological signals are slow to change,
reasonably accurate conclusions regarding the user’s affec-
tive response to the segment of content may be reached from
samples of intermittent measurements taken at certain peri-
ods during the exposure (the values corresponding to times
that are not included in the samples can be substantially
extrapolated). In one example, measuring the user’s affective
response to playing a computer game involves taking mea-
surements during short intervals spaced throughout the user’s
exposure, such as taking a GSR measurement lasting two
seconds, every ten seconds. In another example measuring
the user’s response to a video clip with a GSR, heart rate
and/or skin temperature sensor may involve operating the
sensor mostly during certain portions of the video clip, such
as a ten-second period towards the end of the clip.

In some embodiments, determining the user’s affective
response to the segment of content may involve measuring a
physiological and/or behavioral signal of the user before and/
or after the user is exposed to the segment of content. Option-
ally, this is done in order to establish a baseline value for the
signal to which measurement values of the user taken during
the exposure to the segment of content, and/or shortly after
the exposure, can be compared. For example, the user’s heart
rate may be measured intermittently throughout the duration,
of possibly several hours, in which the user plays a multi-
player game. The values of these measurements are used to
determine a baseline value to which measurements taken
during a short battle in the game can be compared in order to
compute the user’s affective response to the battle. In another
example, the user’s brainwave activity is measured a few
seconds before displaying an exciting video clip, and also
while the clip is played to the user. Both sets of values, the
ones measured during the playing of the clip and the ones
measured before it, are compared in order to compute the
user’s affective response to the clip.

Eye Tracking

In some embodiments, “eye tracking™ is a process of mea-
suring either the point of gaze of the user (where the user is
looking) or the motion of an eye of the user relative to the head
of the user. An eye tracker is a device for measuring eye
positions and/or movement of the eyes. Optionally, the eye
tracker and/or other systems measure positions of the head
and/or movement of the head. Optionally, an eye tracker may
be head mounted, in which case the eye tracking system
measures eye-in-head angles. However, by adding the head
position and/or direction to eye-in-head direction, it is pos-
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sible to determine gaze direction. Optionally, the eye tracker
device may be remote relative to the user (e.g., a video camera
directed at the user), in which case the eye tracker may mea-
sure gaze angles.

Those skilled in the art may realize that there are various
types of eye trackers and/or methods for eye tracking that may
be used. In one example, eye tracking is done using optical
tracking, which track the eye and/or head of the user; e.g., a
camera may focus on one or both eyes and record their move-
ment as the user looks at some kind of stimulus. In another
example, eye tracking is done by measuring the movement of
an object, such as a contact lens, attached to the eye. In yet
another example, eye tracking may be done by measuring
electric potentials using electrodes placed around the eyes.

In some embodiments, an eye tracker generates eye track-
ing data by tracking the user 114, for a certain duration.
Optionally, eye tracking data related to a segment of content
is generated by tracking the user 114 as the user 114 is
exposed to the segment. Optionally, the segment of content
includes visual content, and the user 114 is exposed to the
segment by viewing the segment on a display (e.g., on a
screen or on a head-mounted display). Optionally, tracking
the user 114 is done utilizing an eye tracker that is part of a
content delivery module through which the user is exposed to
content (e.g., a camera embedded in a phone or tablet, or a
camera or electrodes embedded in a head-mounted device
that has a display).

There may be various formats for eye tracking data, and
eye tracking data may provide various insights. For example,
eyetracking data may indicate a direction and/or an object the
user 114 was looking at, a duration the user 114 looked at a
certain object and/or in certain direction, and/or a pattern
and/or movement of the line of sight of the user 114. Option-
ally, the eye tracking data may be a time series, describing for
certain points in time a direction and/or object the user 114
was looking at. Optionally, the eye tracking data may include
a listing, describing total durations and/or time intervals, in
which the user was looking in certain directions and/or look-
ing at certain objects.

In one embodiment, eye tracking data is utilized to deter-
mine a gaze-based attention. Optionally, the gaze-based
attention is a gazed-based attention of the user 114 and is
generated from eye tracking data of the user 114. Optionally,
the eye tracking data of the user 114 is acquired while the user
is consuming content and/or in temporal vicinity of when a
user consumes the content. Optionally, gaze-based attention
may refer to a level of attention the user 114 paid to the
segment of content the user 114 consumed.

For example, if the user looks in a direction of the content
and focuses on the content while consuming the segment, the
gaze-based attention level at that time may be considered
high. However, if the user only glances cursorily at the con-
tent, or generally looks in a direction other than the content
while being exposed to the segment, the gaze-based attention
level to the segment at that time may be low. Optionally, the
gaze-based attention level may be determined for a certain
duration, such as a portion of the time a segment of content is
displayed to the user 114. Thus, for example, different dura-
tions that occur within the presentation of a certain segment of
content may have different corresponding gaze-based atten-
tion levels according to eye tracking data collected in each
duration.

In one example, a gaze-based attention level of the user to
a segment of content may be computed, at least in part, based
on difference between the direction of sight of the user, and
the direction from the eyes of the user to a display on which
the segment is presented. Optionally, the gaze-based attention
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level of the user to a segment of content is computed accord-
ing to the difference between the average direction the user
was looking at during a duration in which the segment was
being displayed, compared to the average direction of the
display (relative to the user), during the duration. Optionally,
the smaller the difference between the direction of sight and
the direction of the content, the higher the gazed-based atten-
tion level. Optionally, the gaze-based attention level may be
expressed by a value inversely proportional to the difference
in the two directions (e.g., inversely proportional to the angu-
lar difference).

In another example, a gaze-based attention level of the user
114 to a segment of content may be computed, at least in part,
based on the portion time, during a certain duration, in which
the user 114 gazes in the direction of the segment of content
(e.g., looking at a module on which the content is displayed).
Optionally, the gazed-based attention level is proportional to
the time spent viewing the content during the duration. For
example, ifit is determined that the user 114 spent 60% of the
duration looking directly at the content, the gaze-based atten-
tion level may be reported as 60%.

In still another example, a gaze-based attention level of the
user 114 to a segment of content may be computed, at least in
part, based on the time the user 114 spent gazing at certain
objects belonging to the content. For example, certain objects
in the segment may be deemed more important than others
(e.g., alead actor, a product being advertised). In such a case,
if the user 114 is determined to be gazing at the important
objects, it may be considered that the user is paying attention
to the content. However, if the user 114 is determined to be
gazing at the background or at objects that are not important,
it may be determined that the user 114 is not paying attention
to the content (e.g., the user 114 is daydreaming). Optionally,
the gaze-based attention level of the user 114 to the segment
of content is a value indicative of the total time and/or percent
of time that the user 114 spent during a certain duration
gazing at important objects in the segment of content.

In yet another example, a gaze-based attention level of the
user 114 to a segment of content may be computed, at least in
part, based on a pattern of gaze direction of the user 114
during a certain duration. For example, if the user gazes away
from the content many times, during the duration, that may
indicate that there were distractions that made it difficult for
the user 114 to pay attention to the segment. Thus, the gaze-
based attention level of the user 114 to the segment may be
inversely proportional to the number of times the user 114
changed the direction at which the user 114 gazed, e.g., look-
ing and looking away from the content), and/or the frequency
at which the user looked away from the content.

In one example, a gaze-based attention level of the user 114
to a segment of content may be computed, at least in part,
based on physiological cues of the eyes of the user. For
example, the size of the pupil is known to be linked to the
attention level; pupil dilation may indicate increased attention
of'the user in the content. In another example, a blinking rate
and/or pattern may also be used to determine attention level of
the user. Inyet another example, ifthe eyes of the user are shut
for extended periods during the presentation of content, that
may indicate a low level of attention (at least to visual con-
tent).

In one embodiment, a gaze-based attention level of the user
114 to a segment is computed by providing one or more of the
data described in the aforementioned examples (e.g., values
related to direction and/or duration of gaze, pupil size), are
provided to a function that computes a value representing the
gaze-based attention level. For example, the function may be
part of a machine learning predictor (e.g., neural net, decision
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tree, regression model). Optionally, computing the gaze-
based attention level may rely on additional data extracted
from sources other than eye tracking. In one example, values
representing the environment are used to predict the value,
such as the location (at home vs. in the street), the number of
people in the room with the user (if alone it is easier to pay
attention than when with company), and/or the physiological
condition of the user (if the user is tired or drunk it is more
difficult to pay attention). In another example, values derived
from the content may be used in computing the attention
level, such as the type or genre of content, the duration of the
content, may also be factors that may be considered in the
computation. In yet another example, prior attention levels of
the user and/or other users to similar content may be used in
the computation (e.g., a part that many users found distracting
may also be distracting to the user).

In one embodiment, a gaze-based attention level is repre-
sented by one or more values. For example, the attention level
may be a value between 1 and 10, with 10 representing the
highest attention level. In another example, the attention level
may be a value representing the percentage of time the user
was looking at the content. In yet another example, the atten-
tion level may be expressed as a class or category (e.g., “low
attention”/“medium attention”/high attention”, or “looking
at content”/“looking away”). Optionally, a classifier (e.g.,
decision tree, neural network, Naive Bayes) may be used to
classify eye tracking data, and possibly data from additional
sources, into a class representing the gaze-based attention
level.

Content

Content the user consumes during interactions with a digi-
tal device can take many forms. Optionally, a user consumes
content by being exposed to the content and/or from gaining
and/or learning information due to the exposure to the con-
tent. The content may also originate from various sources.
One thing common to the various forms of content is that
content conveys information, and by being exposed to the
content, the user may gain and/or learn certain information.
Additionally, in some cases, gaining the information con-
veyed by the content may cause the user to have an affective
response; such an affective response is considered an affec-
tive response of the user to the content (or phrased alterna-
tively, “the user’s affective response to the content™).

In one embodiment, the user is exposed to a segment of
content that is generated as part of a conversation between
entities, such as humans and/or computers (e.g., an artificial
intelligence). The conversation may be between same types
ofentities (e.g., a conversation between humans), or different
types of entities (e.g., a conversation between a user and a
computer). Optionally, one of the sides to the conversation
may be the user 114. The conversation may take place utiliz-
ing one or more channels for conveying information, such as
avoice conversation, video conversation, exchange of instant
messages, and dialogue between characters in a virtual envi-
ronment (e.g., characters in a multi-player game).

In one embodiment, the user is exposed to content com-
prising a text message. The text message may be one or more
of'the following: an instant message, an e-mail, blog post, an
article, and/or status update on a social network site.

In one embodiment, the user is exposed to content com-
prising images such as still images and/or video. In one
example, the content originates from a computerized source,
such as a video clip from an Internet site, and/or a video
content generated by a computer game (e.g., depicting char-
acters in a virtual world).

In one embodiment, the user is exposed to content com-
prising non-verbal audio sounds. In one example, the content
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includes music. In another example, the content includes
sound effects, such as sound effects accompanying a com-
puter game (e.g., noises corresponding to shots and/or explo-
sions).

In one embodiment, the user is exposed to content in the
form of messages and/or feedback from a computerized sys-
tem the user interacts with. For example, these messages can
be system messages such as an indication that the user
received a message, an event reminder, a hardware-related
message (e.g., no wireless signal). In another example, the
content may include feedback from a message composition
system, such as highlighting spelling and/or grammar mis-
takes in a text being composed by a user.

In some embodiments, the segment of content includes one
or more portions of content that the user may be exposed to
over a period of time. In some cases, a portion of content may
belong to multiple segments, for example, a scene from a
movie may belong to several segments of the movie, having
different lengths and/or starting times in the movie.

The segment of content may possess varying lengths and
sizes, optionally depending on the type of content the seg-
ment includes and the context in which the segment is used. In
one example, the segment of content includes a portion of
video lasting a fraction of a second (e.g., a portion of video
depicting a gunshot). In another example, the segment of
content involves a whole movie, and in this case the segment
may span hours.

In some embodiments, the segment of content may involve
a single item to which the user may be exposed. For example,
the segment of content may be a message, a sentence, a
conversation, a video clip, a video generated while playing a
level in a computer game, or a whole movie. In other cases,
the segment of content may be a portion of a content item. For
example, the segment of content may include part of an
uttered sentence, a few seconds from a video clip, video
comprising a few play moves in a computer game, or a single
correction suggested by a system in text composition. And in
yet other cases, the segment of content may include multiple
content items. For example, the segment of content may
include multiple commercials the user views, an email or text
message thread, and/or computer game content from playing
multiple games.

In some embodiments, the segment of content may include
multiple items, and the user may be concurrently exposed to
more than one of the items included in the segment of content.
For example, a user viewing content on a social network site
may be exposed simultaneously to several status posts,
images, and/or videos, which together can be considered a
segment of social network content, or multiple segments of
content, optionally depending on the context in which the
content is examined.

Predictor

In one embodiment, a module that receives a query that
includes a sample (e.g., a vector of feature values), and pre-
dicts a label for that sample (e.g., a class associated with the
sample), is referred to as a “predictor”. A sample provided to
a predictor in order to receive a prediction for it may be
referred to as a “query sample”. Additionally, the pair that
includes a sample and its corresponding label may be referred
to as a “labeled sample”.

In some embodiments, a sample for a predictor (e.g., a
sample used as training data and/or a query sample) includes
one or more feature values. Optionally, at least some of the
feature values are numerical values. Optionally, at least some
of the feature values may be categorical values that may be
represented as numerical values (e.g., via indexes for differ-
ent categories).

10

15

20

25

30

35

40

45

50

55

60

65

90

In some embodiments, a label that may serve as prediction
value for a query sample provided to a predictor, may take one
or more types of values. For example, a label maybe include
a discrete categorical value (e.g., a category), a numerical
value (e.g., a real number), and/or a multidimensional value
(e.g., a point in multidimensional space).

In one embodiment, a predictor utilizes a model in order to
make predictions for a given query sample. There is a plethora
of machine learning algorithms for training different types of
models that can be used for this purpose. Some of the algo-
rithmic approaches that may be used for creating the predictor
are classification, clustering, function prediction, and/or den-
sity estimation. Those skilled in the art can select the appro-
priate type of model depending on the characteristics of the
training data (e.g., its dimensionality), and/or the type of
value used as labels (e.g., discrete value, real value, or mul-
tidimensional).

For example, classification methods like Support Vector
Machines (SVMs), Naive Bayes, nearest neighbor, and/or
neural networks can be used to create a predictor of a discrete
class label. In another example, algorithms like a support
vector machine for regression, neural networks, and/or gra-
dient boosted decision trees can be used to create a predictor
for real-valued labels, and/or multidimensional labels. In yet
another example, a predictor may utilize clustering of training
samples in order to partition a sample space such that new
query samples can be placed in clusters and assigned labels
according to the clusters they belong to. In somewhat similar
approach, a predictor may utilize a collection of labeled
samples in order to perform nearest neighbor classification
(in which a query sample is assigned a label according to the
labeled samples that are nearest to them in some space).

In one embodiment, semi-supervised learning methods are
used to train a predictor’s model, such as bootstrapping, mix-
ture models and Expectation Maximization, and/or co-train-
ing. Semi-supervised learning methods are able to utilize as
training data unlabeled samples in addition to the labeled
samples.

In one embodiment, a predictor may return as a label other
samples that are similarto a given query sample. For example,
a nearest neighbor approach method may return one or more
samples that are closest in the data space to the query sample
(and thus in a sense are most similar to it.)

In one embodiment, in addition to a label predicted for a
query sample, a predictor may provide a value describing a
level of confidence in its prediction of the label. In some
cases, the value describing the confidence level may be
derived directly from the prediction process itself. For
example, a predictor utilizing a classifier to select a label for
a given query sample may provide a probability or score
according to which the specific label was chosen (e.g., a
Naive Bayes’ posterior probability of the selected label, or a
probability derived from the distance of the sample from the
hyperplane when using an SVM).

In one embodiment, a predictor making a prediction for a
query sample returns a confidence interval as its prediction or
in addition to a predicted label. A confidence interval is a
range of values and an associated probability that represents
the chance that the true value corresponding to the prediction
falls within the range of values. For example, if a prediction is
made according to an empirically determined Normal distri-
bution with a mean m and variance s"2, the range [m-2s,m+
2s] corresponds approximately to a 95% confidence interval
surrounding the mean value m.

The type and quantity of training data used to train a pre-
dictor’s model can have a dramatic influence on the quality of
the predictions made by the predictor. Generally speaking,
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the more data available for training a model, and the more the
training samples are similar to the samples on which the
predictor will be used (also referred to as test samples), the
more accurate the predictions for the test samples are likely to
be. Therefore, when training a model that will be used to make
predictions regarding a specific user, it may be beneficial to
collect training data from the user (e.g., data comprising
measurements of the specific user).

Emotional Response Predictors (ERP)

In the embodiments, a predictor that predicts a label that is
related to an emotional response may be referred to as a
“predictor of emotional response” or an Emotional Response
Predictor (ERP). A predictor of emotional response that
receives a query sample that includes features that describe a
segment of content may be referred to as a predictor of emo-
tional response from content, a “content emotional response
predictor”, and/or a “content ERP”. Similarly, a predictor of
emotional response that receives a query sample that includes
features derived from measurements of a user, such as affec-
tive response measurements taken with a device and/or a
sensor, may be referred to as a predictor of emotional
response from measurements, a “measurement emotional
response predictor”, and/or a “measurement ERP”. Addition-
ally, a model utilized by an ERP to make predictions may be
referred to as an “emotional response model”.

In some embodiments, a model used by an ERP (e.g., a
content ERP and/or a measurement ERP), is primarily trained
on data collected from one or more different users that are not
the user 114; for instance, at least 50% of the training data
used to train the model does not involve the user 114. In such
acase, a prediction of emotional response made utilizing such
a model may be considered a prediction of the emotional
response of a representative user. It is to be noted that the
representative user may in fact not correspond to an actual
single user, but rather correspond to an “average” of a plural-
ity of users. Additionally, under the assumption that the user
114 has emotional responses that are somewhat similar to
other users’ emotional responses, the prediction of emotional
response for the representative user may be used in order to
determine the likely emotional response of the user 114.

In some embodiments, a label returned by an ERP may
represent an affective response, such as a value of a physi-
ological signal (e.g., GSR, heart rate) and/or a behavioral cue
(e.g., smile, frown, blush).

In some embodiments, a label returned by an ERP may be
a value representing a type of emotional response and/or
derived from an emotional response. For example, the label
my indicate alevel of interest and/or whether the response can
be classified as positive or negative (e.g., “like” or “dislike”).

In some embodiments, a label returned by an ERP may be
a value representing an emotion. In the embodiments, there
are several ways to represent emotions (which may be used to
represent emotional states and emotional responses as well).
Optionally, but not necessarily, an ERP utilizes one or more of
the following formats for representing emotions returned as
its predictions.

In one embodiment, emotions are represented using dis-
crete categories. For example, the categories may include
three emotional states: negatively excited, positively excited,
and neutral. In another example, the categories include emo-
tions such as happiness, surprise, anger, fear, disgust, and
sadness.

In one embodiment, emotions are represented using a mul-
tidimensional representation, which typically characterizes
the emotion in terms of a small number of dimensions. In one
example, emotional states are represented as points in a two
dimensional space of Arousal and Valence. Arousal describes
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the physical activation and valence the pleasantness or
hedonic value. Each detectable experienced emotion is
assumed to fall in a specified region in that 2D space. Other
dimensions that are typically used to represent emotions
include: potency/control (refers to the individual’s sense of
power or control over the eliciting event), expectation (the
degree of anticipating or being taken unaware), and intensity
(how far a person is away from a state of pure, cool rational-
ity). The various dimensions used to represent emotions are
often correlated. For example, the values of arousal and
valence are often correlated, with very few emotional dis-
plays being recorded with high arousal and neutral valence. In
one example, emotions are represented as points on a circle in
a two dimensional space pleasure and arousal, such as the
circumflex of emotions.

In one embodiment, emotions are represented using a
numerical value that represents the intensity of the emotional
state with respect to a specific emotion. For example, a
numerical value stating how much the user is enthusiastic,
interested, and/or happy. Optionally, the numeric value for the
emotional state may be derived from a multidimensional
space representation of emotion; for instance, by projecting
the multidimensional representation of emotion to the nearest
point on a line in the multidimensional space.

In one embodiment, emotional states are modeled using
componential models that are based on the appraisal theory,
as described by the OCC model (Ortony, A.; Clore, G. L.; and
Collins, A. 1988. The Cognitive Structure of Emotions. Cam-
bridge University Press). According to this theory, a person’s
emotions are derived by appraising the current situation (in-
cluding events, agents, and objects) with respect to the person
goals and preferences.

In one embodiment, a measurement ERP is used to predict
an emotional response of a user from a query sample that
includes feature values derived from affective response mea-
surements. Optionally, the affective response measurements
are preprocessed and/or undergo feature extraction prior to
being received by the measurement ERP. Optionally, the pre-
diction of emotional response made by the measurement ERP
is a prediction of the emotional response of the user 114.
Alternatively or additionally, the prediction of emotional
response made by the measurement ERP is a prediction of
emotional response of a representative user.

There are various methods in which a measurement ERP
may predict emotional response from measurements of affec-
tive response. Examples of methods that may be used in some
embodiments include: (i) physiological-based predictors as
described in Table 2 in van den Broek, E. L., et al. (2010)
Prerequisites for Affective Signal Processing (ASP)—Part I1.
In: Third International Conference on Bio-Inspired Systems
and Signal Processing, Biosignals 2010; and/or (ii) Audio-
and visual-based predictors as described in Tables 2-4 in
Zeng, 7., Pantic, M., Roisman, G. 1., and Huang, T. S. (2009)
A Survey of Affect Recognition Methods: Audio, Visual, and
Spontaneous Expressions. IEEE Transaction on Pattern
Analysis and Machine Intelligence, Vol. 31(1), 39-58.

In one embodiment, a measurement ERP may need to
make decisions based on measurement data from multiple
types of sensors (often referred to in the literature as multiple
modalities). This typically involves fusion of measurement
data from the multiple modalities. Different types of data
fusion may be employed, for example feature-level fusion,
decision-level fusion, or model-level fusion, as discussed in
Nicolaou, M. A., Gunes, H., & Pantic, M. (2011), Continuous
Prediction of Spontaneous Affect from Multiple Cues and
Modalities in Valence-Arousal Space, IEEE Transactions on
Aftective Computing.
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In one embodiment, a content ERP is used to predict an
emotional response of a user from a query sample that
includes feature values derived from a segment of content.
Optionally, the segment of content is preprocessed and/or
undergoes feature extraction prior to being received by the
content ERP. Optionally, the prediction of emotional
response to the segment of content made by the content ERP
is a prediction of the emotional response of the user 114 to the
segment of content. Alternatively or additionally, the predic-
tion of emotional response to the segment of content made by
the content ERP is a prediction of emotional response of a
representative user.

In one embodiment, feature values are used to represent at
least some aspects of a segment of content. Various methods
may be utilized to represent aspects of a segment of content
into feature values. For example, the text in a segment that
includes text content can be converted to N-gram or bag of
words representations, in order to set the values of at least
some of the feature values. In another example, an image or
video clip from a segment that includes visual content may be
converted to features by applying various low-pass and/or
high-pass filters; object, gesture and/or face recognition pro-
cedures; genre recognition; and/or dimension reduction tech-
niques. In yet another example, auditory signals are converted
to features values such as low-level features describing acous-
tic characteristics such as loudness, pitch period and/or band-
width of the audio signal. In still another example, semantic
analysis may be utilized in order to determine feature values
that represent the meaning of the content of a segment.

There are many feature extraction methods mentioned in
the literature that can be utilized to create features for audio-,
image-, and/or video-containing content. For example, useful
feature extraction methods are used in areas such as visual
content-based video indexing and retrieval, automatic video
highlighting, and affective video content representation and
modeling.

In one embodiment, training data used to create a content
ERP is collected from one or more users. Optionally, a sample
used as training data is derived from a segment of content to
which a user is exposed; the sample’s corresponding label
may be generated from measurements of the user’s affective
response to the segment of content, e.g., by providing the
measurements to a measurement ERP. Optionally, at least a
portion of the training data is collected from the user 114.
Additionally or alternatively, at least a portion of the training
data is collected from a set of users that does not include the
user 114.

In one embodiment, to make its predictions, the content
ERP utilizes feature values that describe aspects beyond the
scope of the data conveyed in the content. These additional
aspects can have an impact on a user’s emotional response to
the content, so utilizing feature values describing these values
can make predictions more accurate.

In particular, in many cases, a prediction of a user’s emo-
tional response to content may depend on the context and
situation in which the content is consumed. For example, for
content such as an action movie, a user’s emotional response
might be different when viewing a movie with friends com-
pared to when viewing alone (e.g., the user might be more
animated and expressive with his emotional response when
viewing with company). However, the same user’s response
might change dramatically to uneasiness and/or even anger if
younger children are suddenly exposed to the same type of
content in the user’s company. Thus, context and situation,
such as who is consuming content with the user can have a
dramatic effect on a user’s emotional response.
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Similarly, a user’s emotional state, such as a user’s mood,
can also influence a user’s emotional response to content. For
example, while under normal circumstances, a slapstick ori-
ented bit of comedy might be dismissed by a user as juvenile,
a user feeling depressed might actually enjoy it substantially
more (as a form of a comedic “pick-me-up”), and even laugh
heartily at the displayed comedic antics.

Therefore, in order to capture information regarding con-
text and/or situation in which a user consumes the content, in
some embodiments, samples that may be provided to an ERP
include feature values describing the context in which the
content is consumed and/or the user’s situation. For example,
these feature values may describe aspects related to the user’s
location, device on which the content is consumed, people in
the user’s vicinity, tasks or activities the user performed or
needs to perform (e.g., work remaining to do), and/or the
user’s or other peoples emotional state as determined, for
example, from analyzing communications of a log of the
activities of the user and/or other people related to the user. In
another example, the feature values describing context and/or
situation may include physiological measurements and/or
baseline values (e.g., current and/or typical heart rate) of the
user and/or other people.

As well as consuming content, a user interacting with a
digital device may also generate content that can undergo
analysis. For example, messages created by a user (e.g., a
spoken sentence and/or a text message), are user-generate
content that may be analyzed to determine the user’s emo-
tional state (e.g., using voice stress analysis, and/or semantic
analysis of a text message). In another example, information
regarding the way a user plays a game, such as the number of
times the user shoots in a shooter game and/or the type of
maneuvers a user performs in a game that involves driving a
vehicle, are also user-generated content that can be analyzed.
Therefore, in one embodiment, one or more features derived
from a segment of user-generated content are included in a
sample for the content ERP, in order to provide further infor-
mation on context in which the content is consumed and/or on
the user’s situation.

One source of data that has been found useful for predicting
auser’s emotional response to content has been the emotional
responses of other users to content (an approach sometimes
referred to as “collaborative filtering™). In one embodiment, a
content ERP utilizes data regarding other users’ emotional
responses to content. For example, by comparing a user’s
emotional response to certain segments of content, with the
emotional responses other users had to at least some of those
segments, it is possible to find other users that respond simi-
larly to the user in question. These users may be said to have
a similar response profiles to the user. Thus, in order to predict
the user’s response to a previously unobserved segment of
content, a content ERP may rely on the responses that other
users, with a similar response profiles to the user, had to the
unobserved segment.

Content ERA

In some embodiments, the content ERA (Emotional
Response Analyzer) is used to analyze a segment of content.
Optionally, the content ERA includes and/or utilizes a mod-
ule that evaluates the segment of content to determine to what
extent a user’s affective response to the segment of content
should be measured and/or to what extent measurements of
the user’s affective response to the segment of content should
be processed. Additionally, the content ERA may generate an
indication which is forwarded to the controller, and the con-
troller may select a mode of operation for a device with
respect to the indication.
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In one embodiment, the content ERA includes a content
ERP and/or utilizes a content ERP. In one example, the con-
tent ERA uses the content ERP to predict an emotional
response to the content, such as whether the user will be
interested in the content and/or to what degree the content is
likely to make the user feel one or more feelings such as
happiness, content, anxiousness, fear. In yet another example,
the content ERA uses a predictor to predict a user’s affective
response to content, such as to what extent the user’s heart-
rate is expected to rise due to being exposed to the content,
and/or whether the user expected to smile due to being
exposed to the content.

In one embodiment, the content ERA evaluates whether
determining a user’s emotional response to the segment of
content will be useful and/or beneficial. In this embodiment,
determining the user’s emotional response to the segment of
content may involve measuring the user’s affective response
with a device and/or processing affective response measure-
ments of the user. Based on its analysis, the content ERA may
generate an indication that indicates to the controller whether
it is worthwhile to select a mode of operation in which the
user is substantially measured.

In one embodiment, the content ERA utilizes data related
to the content and/or describing the content in its analysis of
the segment of content. The content ER A may receive the data
in addition to, or instead of, the segment of content. For
example, the content ER A may receive information regarding
the popularity of the content with certain demographics,
information regarding the emotional response to the content
by certain people or subsets of people, and/or information
regarding the price and/or circumstances under which the
content may be consumed. Optionally, at least some of the
data received by the content ERA is provided to a measure-
ment ERP in order to add context that may help the measure-
ment ERP make more accurate predictions.

In some embodiments, the content ERA checks whether a
value related to a prediction of emotional response to the
segment of content is expected to reach a predetermined
threshold. The content ERA may output an indication that is
forwarded to the controller which is indicative of the whether
or not the value, related to the prediction of the emotional
response, reaches the predetermined threshold. Additionally,
the indication may include information regarding the differ-
ence between the value and the predetermined threshold.
Alternatively, the content ERA may elect not to send an
indication to the controller if the value related to the emo-
tional response to the segment of content does not reach the
predetermined threshold.

In one embodiment, the predetermined threshold utilized
by the content ERA includes a value representing a predicted
emotional response of a user to the segment of content.
Optionally, the emotional response may be expressed in terms
of values of affective response. Given a prediction from a
content ERP utilized by the content ERA, the content ERA
compares the prediction to the predetermined threshold, and
determines whether the predetermined threshold is reached.
Optionally, the prediction of emotional response to the seg-
ment of content, which is compared to the predetermined
threshold, is a prediction of the emotional response of the user
114 to the segment of content. Alternatively or additionally,
the prediction of emotional response to the segment of con-
tent that is compared may be a prediction of emotional
response of a representative user.

The predetermined threshold may represent an absolute
level of emotional response that is expected to be expressed
by the user due to being exposed to the segment of content
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and/or an expected level of change to the user’s emotional
response due to the exposure to the segment.

In one example, the content ERP is used to predict an
increase in the user’s heart rate in order to determine if the
user is excited. In this case, a predetermined threshold of an
(expected) increase of 10 beats per minute may be used to
determine if exposure to content causes the user to be excited.
Thus, if the content ERP predicts a change to the user’s
affective response that includes an expected increase of 20
beats per minute to the user’s heart rate, this means that the
prediction has reached the predetermined threshold. The indi-
cation that the content ERA outputs in this example may
indicate to the controller to select a mode of operation that is
appropriate for measuring the user with a device when the
user is expected to have a noticeable affective response.

In another example, the content ERA may utilize a predic-
tor to determine how long a segment of content is likely to
hold a user’s interest. The content ERA may utilize a thresh-
old of a minimum duration of interest that depends on the type
of content (e.g., 20 seconds for a video, 10 seconds for a short
post on a social network). Thus, if a prediction of emotional
response to content includes a duration in which the content is
expected to hold the user’s attention, the duration can be
compared to the predetermined threshold in order to deter-
mine whether the predetermined threshold is reached. The
indication that the content ERA may output in this example
may indicate to the controller to select a mode of operation
that is appropriate to the duration of predicted interest in the
content (e.g., if the duration is below the threshold, there is no
need to measure the user).

In one embodiment, the predetermined threshold utilized
by the content ERA includes a value representing a threshold
of minimal benefit that might be gained from determining a
user’s emotional response to the segment of content. Given
the segment of content, for which a user’s emotional response
may be predicted and/or measured, the content ERA esti-
mates how beneficial it would be to obtain substantiated
information regarding the user’s emotional response to the
content. Optionally, the value representing the benefit that
might be obtained from determining the emotional response
to the segment of content refers to the benefit of determining
the emotional response of the user 114 to the segment of
content. Alternatively or additionally, the value representing
the benefit may refer to the benefit of determining the emo-
tional response of a representative user. The content ERA can
then compare the estimated benefit to the predetermined
threshold in order to determine whether the threshold is
reached, and output an indication that is indicative of whether
the benefit reaches the threshold. This indication may be
forwarded to the controller that may use it in order to select an
appropriate mode of operation for a device.

In one example, the content ER A utilizes a procedure that
determines the type of content the user is to be exposed to,
such as a procedure that determines the genre of video seg-
ments. The content ERA also has access to information
regarding previous affective response measurements of the
user, obtained for the purpose of training an emotional
response model, while the user viewed various genres of
content. In this example, the system needs to collect addi-
tional training data comprising the user’s affective responses,
in order to train a more personalized model for the user. The
content ERA may determine that in some cases, the benefit of
collecting additional measurements is likely to be low; such
as when measuring the user’s response to a segment of con-
tent belonging to genre for which there is already ample
training data. In other cases, the content ERA might deter-
mine that the benefit to be obtained from additional measure-
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ments of the user, is likely to be high; such as when the user is
viewing a segment of content from a genre for which there are
few samples of the user’s response. Thus, the content ERA
can utilize a benefit threshold derived from the amount of
previous data collected of a user’s affective response to con-
tent of different genres, in order to determine whether a given
segment of content that belongs to a certain genre, reaches the
threshold. The content ERA can output an indication that is
indicative of whether or not the benefit from measuring the
user’s affective response to the segment of content reaches the
threshold. The controller may utilize the indication in order to
select an appropriate mode of operation for a device, with
respect to the benefit indicated in by the indication.

In another example, a user is monitored while consuming
content in order to improve the user’s experience (e.g., by
modifying elements in the content such as rendering a per-
sonalized video). In such a case, the content ERA may be used
to determine details regarding the content, such as the type of
content, and whether the user experience can be enhanced
with the type of content being consumed by the user. If the
content ERA determines that the content cannot be enhanced
(e.g., it does not contain elements for which there are suitable
personalization services), the content ERA may determine
that the content it analyzed does not warrant measuring of the
user’s affective response since there is nothing beneficial to
do with the affective response measurement data. The indi-
cation generated by the content ERA in this case may indicate
to the controller to select a mode of operation in which the
user is substantially not measured.

Semantic Analysis

Semantic analysis is often used to determine the meaning
of content from its syntactic structure. In some embodiments,
semantic analysis may be used by the content ERA in its
analysis of a segment of content. Optionally, semantic analy-
sis of the segment of content may be used to create feature
values that represent the meaning of a portion of the segment
of content; such as features describing the meaning of one or
more words, one or more sentences, and/or the full segment of
content.

Providing insight into the meaning of the segment of con-
tent may help to predict the user’s emotional response to the
segment of content more accurately. For example, a segment
of content that is identified as being about a subject that the
user likes, is likely to cause the user to be interested and/or
evoke a positive emotional response. In another example,
being able to determine that the user received a message that
expressed anger (e.g., admonition of the user), can help to
reach the conclusion that the user is likely to have a negative
emotional response to the content. Optionally, the semantic
analysis is utilized in the prediction of emotional response of
the user 114 to the segment of content. Alternatively or addi-
tionally, the semantic analysis is utilized in the prediction of
emotional response of a representative user to the segment of
content.

In one embodiment, the content ERA utilizes semantic
analysis in order to create an indication that is forwarded to
the controller. The indication may indicate to the controller to
select an appropriate mode of operation for a device when
measuring the user’s affective response to the segment of
content. For example, semantic analysis may determine that a
segment of content includes statements of affection that the
user is likely to appreciate, so the content ERA produces an
indication that indicates to the controller to select a mode of
operation in which the user’s affective response to the content
is measured by a device (as opposed to a mode of operation in
which the device remains in a standby mode). In another
example, semantic analysis may determine that the segment
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of content involves a subject that does not interest the user, so
the content ERA produces an indication that indicates to the
controller to select a mode of operation in which the user is
not substantially measured (since there is not likely to be an
interesting emotional response to the content).

Semantic analysis of content can utilize various procedures
that provide an indication of the meaning of the content.

In one embodiment, Latent Semantic Indexing (LSI) and/
or Latent Semantic Analysis (LSA) are used to determine the
meaning of content comprising text (e.g., a paragraph, a sen-
tence, a search query). LSI and LSA involve statistically
analyzing the frequency of words and/or phrases in the text in
order to associate the text with certain likely concepts and/or
categories. The information regarding the concept and/or cat-
egory of the segment of content can be utilized by the content
ERA to generate an indication that is indicative of the extent
at which the user’s affective response should be measured.
For example, the concepts or categories describing the text,
which were determined using [.SI may be encoded as feature
values that are provided to an emotional response predictor.
The content ERA can then use a prediction of the emotional
response to produce an indication that indicates the controller
to select an appropriate mode of operation for the device
while it is used to measure the user’s affective response to the
segment of content.

In one example, the content ERA uses L.SI in order to
assign segments of a text with a label describing the subject of
the text. The LSI involves a model that is trained on samples
comprising a plurality of texts with their corresponding sub-
jects. By comparing the frequencies of words and phrases in
a new text with the frequencies of words and phrases in texts
corresponding to different subjects, it is possible to determine
alikely subject for the new text. Thus, using the LSImodel the
content ERA can detect if a segment of content is likely or not
to involve a subject that interests the user, and generate an
indication that indicates the controller to select an appropriate
mode of operation for the device based on its determination of
the user’s interest in the subject of the segment (e.g., if the
subject interests the user, the user should be measured exten-
sively, and ifit doesn’t, the user should be measured rudimen-
tarily).

In one embodiment, semantic analysis of a segment of
content utilizes a lexicon that associates words and/or phrases
with their core emotions. For example, the analysis may
utilize a lexicon similar to the one described in “The Deep
Lexical Semantics of Emotions™ by Hobbs, J. R. and Gordon,
A. S., appearing in Affective Computing and Sentiment
Analysis Text, Speech and Language Technology, 2011, Vol-
ume 45, 27-34, which describe the manual creation of a
lexicon that classifies words into 32 categories related to
emotions. The information regarding the core emotions of
words can be utilized by the content ERA in order to deter-
mine the user’s likely emotional response to a segment of
content. For example, the core emotion associated with words
belonging to the segment of content can be provided as fea-
ture values to a predictor of emotional response to content.
The content ERA can then utilize the prediction to create an
indication that is indicative of the extent at which affective
response of the user should be measured by a device.

In one embodiment, semantic analysis of content involves
using an algorithm for determining emotion expressed in text.
The information on the emotion expressed in the text may be
used in order to provide analysis algorithms with additional
semantic context regarding the emotional narrative conveyed
by text. For example, algorithms such as the ones described in
“Emotions from text: machine learning for text-based emo-
tion prediction” by Alm, C. O. et al, in the Proceedings of
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Human Language Technology Conference and Conference
on Empirical Methods in Natural Language (2005), pages
579-586, can be used to classify text into the basic emotions
such as anger, disgust, fear, happiness, sadness, and/or sur-
prise. The information on the emotion expressed in the text
can be provided as feature values to a predictor of emotional
response that is utilized by the content ERA in order to pro-
duce an indication that is indicative of the extent at which the
user should be measured. The controller receives the indica-
tion and can then select an appropriate mode of operation for
the device with respect to the indication.

In one example, the content ERA uses a predictor of emo-
tional response to predict the user’s emotional response to a
received message that includes text, or a message that can be
converted to text. The predictor receives feature values that
include both the expressed emotions in the text (as deter-
mined by semantic analysis), and optionally, contextual fea-
tures corresponding to the message, such as the identity of the
sender of the message, the time the message was sent, and/or
the location of the user upon receiving the message. The
content ERA produces an indication according to the predic-
tion of emotional response that is indicative of the extent at
which the user’s affective response should be measured.
Optionally, the prediction of emotional response utilized by
the content ERA is a prediction of the emotional response of
the user 114 to the content. Alternatively or additionally, the
prediction of emotional response may be a prediction of emo-
tional response of a representative user.

In one embodiment, a segment of content to which the user
is exposed includes information that can be converted to text.
For example, vocal content such as a dialogue is converted to
text using speech recognition algorithms, which translate
spoken text into words. Optionally, the text of the converted
content is subjected to semantic analysis methods.

Controller

In some embodiments, a controller, such as the controller
108, selects a mode of operation for a device used to measure
affective response based on an indication provided by a con-
tent ERA. Optionally, the controller selects a mode of opera-
tion from amongst a plurality of modes of operation, where at
least some of the modes of operation differ with respect to the
power the device is configured to consume when operating in
those particular modes of operation.

In one example, the content ERA provides an indication
that is indicative of whether a predetermined threshold was
reached by a value obtained from analyzing a segment of
content. Depending on whether the threshold was reached,
and/or the difference between the value and the threshold, the
controller may select a mode of operation from a set compris-
ing a plurality of different modes of operation, with possibly
different power consumption rates.

In another example, the content ERA provides an indica-
tion that includes a value that is indicative of a level of
importance that may be attributed to the need to measure the
user’s affective response to the content. For instance, the
indication may include a predicted interest level of a user in
content, and the controller selects a mode of operation, such
as a resolution of images captured by a camera, according to
the interest level. In this example, when the user is expected to
be interested in content, it is important to take detailed mea-
surement of the user’s affective response; so for instance, the
mode of operation of a camera used to capture images of the
user could be set to a higher resolution when a user is expected
to be interested.

In some embodiments, selecting a certain mode of opera-
tion for a device, such as the device 112, may cause the device
to consume less power, compared to the power it consumes in
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one or more other modes of operation. There are different
possibilities in which a certain mode of operation can cause
the device to operate in a way that reduces its power consump-
tion:

In one embodiment, the device can consume significantly
less power by being in a mode in which it is substantially
turned off (or one or more of its components are essentially
turned off), and thus substantially does not consume power at
all. Alternatively, the device may be put in a standby mode of
operation. Optionally, when operating in the standby mode,
the device does not consume the same power the way it
consumes in a regular mode of operation, but rather it con-
sumes significantly less, but sufficient to enable the device to
return to normal operation when needed (e.g., upon receiving
a signal to do so).

In another embodiment, the device may consume signifi-
cantly less power by operating in a mode of operation in
which measurement data produced by the device is of a lower
quality, or in a mode of operation in which less measurement
data is collected by the device, per unit of measurement time.

In one example, a device that is an image capturing device
can consume significantly less power by capturing images at
a lower resolution. Similarly, if the image capturing device is
utilized to capture video, a significantly lower power con-
sumption can be achieved by reducing the frame rate at which
the video is captured.

In another example, a device such as a physiological sensor
(e.g., an EEG sensor or a GSR sensor), can be configured to
draw less power (e.g., by operating at a lower voltage). This
can cause the measurements taken by the sensor to be noisier,
e.g., they may contain more random fluctuations and artifacts.

Some devices contain components that perform processing
of'the data prior to it being sent to other elements. In order to
conserve power, in some embodiments, the device may per-
form less processing operations on data it measures. For
example, an image capturing device may have hardware com-
ponents that are able to compress images and/or video prior to
saving the file in a compressed format (such as jpeg, gif, avi).
In order to conserve power, in a certain mode of operation, the
image may be compressed using a simple lossy compression
algorithm which significantly reduces the image quality (but
requires relatively few computations to run).

In some embodiments, a device may include a component
enabling it to transmit the data it collects, e.g., via wireless
communication. In order to conserve power, in a certain mode
of operation, the device may be configured not to transmit
some or all of the data it collects in a certain time period.
Power may also be conserved in a certain mode of operation
by configuring the device to transmit data utilizing a weaker
signal (which consumes a lower wattage but provides less
protection against noise).

In one embodiment, when a controller, such as the control-
ler 108, selects a mode of operation, it takes into consider-
ation additional information that might not be conveyed in an
indication received from a content ERA and/or a semantic
analyzer. For example, the controller of a device that is battery
operated sensor might take into consideration the current
charge in the battery used by the sensor, when choosing a
mode of operation to operate in.

In one embodiment, a controller, such as the controller 154
or the controller 204, is used to select a processing level for a
processor that processes measurements of affective response.
Being able to select different processing levels enables the
system to reduce the computational load involved in process-
ing measurements of affective response that are collected
over time. The reduction in the computation load is achieved
by causing the processor to operate in a mode that utilizes
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fewer computation cycles, per volume unit of measurement
data, at least with measurement data collected during some of
the periods during which a user is measured.

In some embodiments, a processing level for a processor is
selected from a plurality of processing levels, where at least
some of the processing levels differ with respect to the num-
ber of computation cycles they utilize per volume unit of
measurement data available for processing (e.g., per kilobyte
of data).

In one example, an indication that indicates whether a
predetermined threshold was reached by a value related to a
prediction of emotional response to a segment of content.
Depending on whether the threshold was reached, and/or the
difference between the value and the threshold, a specific
processing level may be selected from amongst multiple dif-
ferent processing levels, possibly having different processing
procedures invoked to process the data and/or with different
operating parameters for the procedures invoked to process
the data.

In another example, an indication, according to which a
processing level is selected, may include a value that is
indicative of a level of importance that may be attributed to
the need to measure and/or process the user’s affective
response to a segment of content. For instance, the indication
may include a predicted interest level of a user in content.
Based on the value, a certain processing level may be
selected, which determines what type of feature extraction is
to be performed on affective response measurements that
include images of a user’s face acquired with a camera (the
images record the user’s reaction when viewing the segment
of content). In this example, when the user is expected to be
interested in the content, images may be processed more
extensively and in order to detect facial expressions and
micro-expressions.

Processing levels may differ in the computational load they
impose on the processor for processing data, i.e., different
processing levels may utilize, on average, different amounts
of computation cycles to process a volume unit of measure-
ment data that is available for processing. There may be
different possibilities in which a processing level can cause a
processor, such as the processor 156 or the processor 206, to
operate in a way that reduces the computational load:

In one embodiment, the processor can reduce its computa-
tional load by not processing the available data (e.g., the
processor is idle). Additionally, a certain processing level
may indicate to a processor not to process affective response
measurement data. For example, the processor might not
access the data, or not retrieve it from memory storage.

In another embodiment, the processor may reduce its com-
putational load by processing only a portion of the data at its
disposal. For example, a certain processing level may indicate
to the processor to sample and process 10% of the available
measurement data (e.g., process every tenth second), even
though the other 90% is available for it to process. In this case,
the processor may utilize significantly fewer computational
cycles to process the data that was provided to it, compared to
a processing level in which it processes all the data provided
to it.

Processing affective response measurement data may
involve running various procedures on the data, such as per-
forming various analyses. In one embodiment, the processor
may be configured to be able to run a set of procedures that
includes a plurality of data processing procedures, and the
processing level chosen by the controller indicates to the
processor which of the procedures to run on the data. For
example, the processor may be configured to process affec-
tive response measurement data that includes physiological
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measurements. One of the procedures the processor may run
on the data performs simple averaging of values (e.g., in order
to report a baseline value), while another procedure my
involve normalizing, filtering, and performing signal analysis
on the data in order to submit the data to further analysis such
as emotional response prediction. Thus, a first processing
level that indicates to the processor to perform the former
procedure is likely to cause the processor to utilize, per vol-
ume unit of data processed, a small number of computation
cycles. In contrast, a second processing level that indicates to
the processor to perform the latter procedure is likely to cause
the processor to utilize, per volume unit of measurement data,
a much larger number of computation cycles.

In one embodiment, processing levels can indicate to a
processor what models and/or what features of data are to be
utilized by the processor to process affective response mea-
surements. For example, a first processing level may be used
for basic processing of the data, and utilize models that
involve a small subset of the data’s features (e.g., a small set
of important features). A second processing level may be
utilized for comprehensive processing and involve the full set
of features that is available. Optionally, the processor receives
measurements of affective response that include data that
comes from multiple types of sources; for instance, data
collected from a plurality of sensors. In such cases, the pro-
cessing level may indicate which of the sources to use. For
example, in one case, measurements of a user include EEG,
GSR and heart rate values; a first processing level may indi-
cate to process essentially only the heart rate data, while a
second processing level indicates to the processor to process
all three sources. Thus, per volume unit of measurement data,
a processor operating at the first processing level utilizes
significantly less computation cycles compared to the proces-
sor operating at the second processing level, since in the latter
case, the processor performs many more operations on the
data.

In one embodiment, the processing level may indicate to
the processor whether to perform certain manipulations on
data of affective response measurements. For example, a first
processing level may indicate to the processor that the data
should not be encrypted and/or compressed, while a second
processing level may indicate to the processor that the data
should be encrypted and/or compressed. Thus, a processor
processing the data while operating at the first processing
level is likely to utilize significantly less computation cycles,
compared to when it operates at the second processing level.

In some embodiments, a controller, such as the controller
175 or the controller 195 selects a measuring rate for a device
used to measure affective response based on an indication
provided by a semantic analyzer and/or a content ERA.
Optionally, the controller selects the measuring rate from
amongst a plurality of measuring rates, where at least some of
the measuring rates differ with respect to the amount of mea-
surements the device is configured to take.

In one example, the semantic analyzer provides an indica-
tion that is indicative of whether a predetermined threshold
was reached by a value related to a prediction of emotional
response to a segment of content. Depending on whether the
threshold was reached, and/or the difference between the
value and the threshold, different measuring rates may be
selected possibly having power consumption rates, sampling
frequencies, and/or dimensionality of measurement results.

In another example, the semantic analyzer provides an
indication that includes a value that is indicative of a level of
importance that may be attributed to the need to measure the
user’s affective response to the content. For instance, the
indication may include a predicted interest level of a user in
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content, and the controller selects a measuring rate, such as a
resolution of images captured by a camera, according to the
interest level. In this example, when the user is expected to be
interested in content, it is important to take detailed measure-
ment of the user’s affective response; so for instance, the
measuring rate of a camera used to capture images of the user
could be set to a higher resolution when a user is expected to
be interested.

In one embodiment, when the controller selects a measur-
ing rate, it takes into consideration additional information that
might not be conveyed in an indication received from the
semantic analyzer and/or content ERA. For example, the
controller of a device that is a battery operated sensor might
take into consideration the current charge in the battery used
by the sensor, when choosing a measuring rate to operate the
device at.

In some embodiments, the controller selects a measuring
rate for a device, which causes the device to take fewer mea-
surements, compared to the measurements it takes when
operating at one or more other measuring rates. For example,
when configured to operate at a selected measurement rate,
per unit of measurement time, the device takes a significantly
lower number of measurements, produces a significantly
lower amount of measurement data, processes a significantly
lower amount of data, transmits a significantly lower amount
of data, and/or consumes a significantly less power. Option-
ally, by “significantly lower” it is meant at least 50% less.
There are different possibilities in which a measuring rate
selected by the controller can cause the device to operate in a
way that reduces the measurements the device takes.

In one embodiment, a device may take fewer measure-
ments by being configured to operate at a measuring rate of
substantially zero (and thus essentially the device does not
measure the user). For example, the device, or certain com-
ponents belonging to the device, may be substantially turned
off or operating in a standby mode.

In one embodiment, a device takes fewer measurements by
being configured to generate less data per unit of measure-
ment time. For example, parameters such as resolution or
frame rate (e.g., for a camera), or the number of channels to
measure (e.g., for EEG), can be set, such that per unit of
measurement, the device generates less data.

In another embodiment, a device may take fewer measure-
ments by operating at a measuring rate in which measurement
data produced by the device is of a lower quality; thus, it may
generate both fewer measurements, since noise may be fil-
tered out, and/or fewer useful measurements. For example, a
device such as a physiological sensor (e.g., an EEG sensor or
a GSR sensor), can be configured to draw less power. This can
cause the measurements made by the device to benoisier, e.g.,
they may contain more random fluctuations and artifacts so
the data might contain less useful measurement information.

In yet another embodiment, a device may be considered to
take fewer measurements by processing and/or transmitting
less data. For example, while a sensor belonging to the device
may measure the user at a normal rate, the device may be
configured to process less data and/or transmit less data, thus
effectively reducing the measuring rate of the device, as far as
other components in the system may be concerned.

While the above embodiments described in the general
context of program components that execute in conjunction
with an application program that runs on an operating system
on a computer, which may be a personal computer, those
skilled in the art will recognize that aspects may also be
implemented in combination with other program compo-
nents. Program components may include routines, programs,
modules, data structures, and other types of structures that
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perform particular tasks or implement particular abstract data
types. Moreover, the embodiments may be practiced with
other computer system configurations, including hand-held
devices, multiprocessor systems, microprocessor-based or
programmable consumer electronics, minicomputers, main-
frame computers, and comparable computing devices. The
embodiments may also be practiced in a distributed comput-
ing environment where tasks are performed by remote pro-
cessing devices that are linked through a communications
network. In a distributed computing environment, program
components may be located in both local and remote memory
storage devices.

Embodiments may be implemented as a computer-imple-
mented process, a computing system, or as an article of manu-
facture, such as a computer program product or computer
readable media. The computer program product may be a
computer storage medium readable by a computer system and
encoding a computer program that comprises instructions for
causing a computer or computing system to perform example
processes. The computer-readable storage medium can for
example be implemented via one or more of a volatile com-
puter memory, a non-volatile memory, a hard drive, a flash
drive, a disk, a compact disk, and/or comparable media.

Throughout this specification, references are made to ser-
vices. A service as used herein describes any networked/on
line applications that may receive a user’s personal informa-
tion as part of'its regular operations and process/store/forward
that information. Such applications may be executed on a
single computing device, on multiple computing devices in a
distributed manner, and so on. Embodiments may also be
implemented in a hosted service executed over a plurality of
servers or comparable systems. The term “server” generally
refers to a computing device executing one or more software
programs typically in a networked environment. However, a
server may also be implemented as a virtual server (software
programs) executed on one or more computing devices
viewed as a server on the network. Moreover, embodiments
are not limited to personal data. Systems for handling prefer-
ences and policies may be implemented in systems for right
management and/or usage control using the principles
described above.

Herein, a predetermined value, such as a predetermined
confidence level or a predetermined threshold, is a fixed value
and/or a value determined any time before performing a cal-
culation that compares its result with the predetermined
value. A value is also considered to be a predetermined value
when the logic used to determine a threshold is known before
start calculating the threshold.

In this description, references to “one embodiment” mean
that the feature being referred to may be included in at least
one embodiment of the invention. Moreover, separate refer-
ences to “one embodiment” or “some embodiments” in this
description do not necessarily refer to the same embodiment.

The embodiments of the invention may include any variety
of combinations and/or integrations of the features of the
embodiments described herein. Although some embodiments
may depict serial operations, the embodiments may perform
certain operations in parallel and/or in different orders from
those depicted. Moreover, the use of repeated reference
numerals and/or letters in the text and/or drawings is for the
purpose of simplicity and clarity and does not in itself dictate
a relationship between the various embodiments and/or con-
figurations discussed. The embodiments are not limited in
their applications to the details of the order or sequence of
steps of operation of methods, or to details of implementation
of devices, set in the description, drawings, or examples.
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Moreover, individual blocks illustrated in the figures may be
functional in nature and do not necessarily correspond to
discrete hardware elements.

While the methods disclosed herein have been described
and shown with reference to particular steps performed in a
particular order, it is understood that these steps may be
combined, sub-divided, or reordered to form an equivalent
method without departing from the teachings of the embodi-
ments. Accordingly, unless specifically indicated herein, the
order and grouping of the steps is not a limitation of the
embodiments. Furthermore, methods and mechanisms of the
embodiments will sometimes be described in singular form
for clarity. However, some embodiments may include mul-
tiple iterations of a method or multiple instantiations of a
mechanism unless noted otherwise. For example, when an
interface is disclosed in one embodiment, the scope of the
embodiment is intended to also cover the use of multiple
interfaces. Certain features of the embodiments, which may
have been, for clarity, described in the context of separate
embodiments, may also be provided in various combinations
in a single embodiment. Conversely, various features of the
embodiments, which may have been, for brevity, described in
the context of a single embodiment, may also be provided
separately or in any suitable sub-combination. Embodiments
described in conjunction with specific examples are pre-
sented by way of example, and not limitation. Moreover, it is
evident that many alternatives, modifications, and variations
will be apparent to those skilled in the art. It is to be under-
stood that other embodiments may be utilized and structural
changes may be made without departing from the scope of the
embodiments. Accordingly, it is intended to embrace all such
alternatives, modifications, and variations that fall within the
spirit and scope of the appended claims and their equivalents.

What is claimed is:

1. A system configured to reduce power consumption of a
wearable device comprising a sensor, by utilizing eye track-
ing, comprising:

a gaze analyzer configured to receive first and second eye
tracking data of a user acquired essentially during expo-
sure of the user to respective first and second segments of
content presented on a display that is not part of the
wearable device;

the gaze analyzer is further configured to determine from
the first eye tracking data that a gaze-based attention
level to the first segment reaches a first predetermined
threshold;

the gaze analyzer is further configured to determine from
the second eye tracking data that a gaze-based attention
level to the second segment does not reach a second
predetermined threshold, and to indicate an indication
thereof to a mode-selector; and

the mode-selector is configured to operate the wearable
device in a first mode of operation to measure, utilizing
the sensor, affective response of the user to the first
segment, and responsive to the indication, to operate the
wearable device in a second mode of operation to mea-
sure, utilizing the sensor, affective response of the user
to the second segment;

wherein, when operating in the second mode of operation,
power consumed by the wearable device for measuring
affective response is significantly lower than the power
consumed by the wearable device for measuring affec-
tive response when operating in the first mode of opera-
tion.

2. The system of claim 1, wherein the first predetermined

threshold has the same value as the second predetermined
threshold.
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3. The system of claim 1, wherein the gaze analyzer is
further configured to indicate to the mode-selector that the
gaze-based attention level to the first segment reaches the first
predetermined threshold.

4. The system of claim 1, wherein the wearable device is
worn on the wrist of the user.

5. The system of claim 1, wherein the wearable device is a
head-mounted device.

6. The system of claim 5, wherein the wearable device
comprises an EEG sensor.

7. The system of claim 1, wherein the wearable device is a
battery powered device comprising a sensor that is coupled to
the user and measures a physiological signal of the user.

8. The system of claim 1, further comprising an interactive
computer game configured to generate the first and second
segments; wherein the interactive computer game comprises
an element whose actions in the game are at least partially
controlled by the user.

9. The system of claim 1, wherein the power consumption
of the wearable device related to measuring affective
response when operating in the second mode of operation is at
least 50% lower than the power consumption of the wearable
device when operating in the first mode of operation.

10. A method for reducing power consumption of a wear-
able device comprising a sensor, by utilizing eye tracking,
comprising:

receiving first eye tracking data of a user acquired essen-
tially during exposure of the user to a first segment of
content;

determining, based on the first eye tracking data, that a
gaze-based attention level to the first segment reaches a
first predetermined threshold, and operating the wear-
able device in a first mode of operation to measure
affective response of the user to the first segment;

receiving second eye tracking data of the user acquired
essentially during exposure of the user to a second seg-
ment of content; and

determining, based on the second eye tracking data, that a
gaze-based attention level to the second segment does
not reach a second predetermined threshold, and oper-
ating the wearable device in a second mode of operation
to measure affective response of the user to the second
segment;

wherein, when operating in the second mode of operation,
power consumed by the wearable device for measuring
affective response is significantly lower than the power
consumed by the wearable device for measuring affec-
tive response when operating in the first mode of opera-
tion.

11. The method of claim 10, wherein the first predeter-
mined threshold has the same value as the second predeter-
mined threshold.

12. The method of claim 10, further comprising generating
the first and second segments by an interactive computer
game comprising an element whose actions in the game is at
least partially controlled by the user.

13. A system configured to reduce power consumption ofa
wearable device comprising a sensor, by utilizing eye track-
ing, comprising:

a gaze analyzer configured to receive first and second eye
tracking data of a user acquired essentially during expo-
sure of the user to respective first and second segments of
content presented on a display that is not part of the
wearable device;

the gaze analyzer is further configured to determine from
the first eye tracking data that a gaze-based attention
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level to the first segment reaches a first predetermined
threshold, and to indicate an indication thereof to a
mode-selector;

the gaze analyzer is further configured to determine from
the second eye tracking data that a gaze-based attention
level to the second segment does not reach a second
predetermined threshold; and

the mode-selector is configured to operate the wearable
device in a first mode of operation to measure, utilizing
the sensor, affective response of the user to the second
segment, and responsive to the indication, to operate the
wearable device in a second mode of operation to mea-
sure, utilizing the sensor, affective response of the user
to the first segment;

wherein, when operating in the second mode of operation,
power consumed by the wearable device for measuring
affective response is significantly lower than the power
consumed by the wearable device for measuring affec-
tive response when operating in the first mode of opera-
tion.

14. The system of claim 13, wherein the gaze analyzer is

further configured to indicate to the mode-selector that the
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gaze-based attention level to the second segment does not
reach the second predetermined threshold.

15. The system of claim 13, wherein the first predetermined
threshold has the same value as the second predetermined
threshold.

16. The system of claim 13, wherein the wearable device is
worn on the wrist of the user.

17. The system of claim 13, wherein the wearable device is
a head-mounted device.

18. The system of claim 13, wherein the wearable device is
a battery powered device comprising a sensor that is coupled
to the user and measures a physiological signal of the user.

19. The system of claim 13, further comprising an interac-
tive computer game configured to generate the first and sec-
ond segments; wherein the interactive computer game has an
element whose actions in the game are at least partially con-
trolled by the user.

20. The system of claim 13, wherein the power consump-
tion of the wearable device related to measuring affective
response when operating in the second mode of operation is at
least 50% lower than the power consumption of the wearable
device when it operates in the first mode of operation.
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